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GENERAL SERVICES

Jr ADMINISTRATION

"*




United States of America                                  

GSA, FSS, Heartland Global Supply      
  

PLEASE RESPOND BY:  09/26/2008
Stock and Special Order Acquisition Div. (6QSDAAA)                      THANK YOU!         

1500 E. Bannister Road

Kansas City, Missouri  64131







Phone:
816-823-1320




Fax:  816-823-3109

E-Mail:  Belinda.devore@gsa.gov

BeLinda L DeVore
FOR INFORMATION, PLEASE CONTACT:          

***************************************

REQUEST FOR QUOTATIONS - THIS IS NOT AN ORDER

***************************************
IMPORTANT:  This is a request for quotations, and quotations furnished are not offers.  This request does not commit the Government to pay any costs incurred in the preparation of the submission of this quotation, or to contract for supplies or services Clause 52.225-1 applies (Buy American Act)
PLEASE FILL IN ALL ITEMS BELOW:

 COMPANY NAME:  ____________________________  POC NAME: ______________________


DUNS #_____________

 TIN: 







ADDRESS:  ______________________________________________


CITY:  ______________________STATE:  ZIP CODE:  ________


TELEPHONE:________________FAX:__________________________


BUSINESS SIZE: 

, MANUFACTURER or DEALER

Delivery by:   FOB Destination: _______                    
Discount for Prompt Payment _______

Delivery to Destination Within ____________  Days ARO

ITEM DESCRIPTION:                                                                                                                    _    

See attached Item Purchase Description

NSN


UI   REQUIREMENT  
PRICE    
NO. DEST.
5120-01-476-7556       EA     2420           $________ 

1

5120-01-476-7556    UI: EA

          INTRENCHING TOOL, HAND:
DESCRIPTION

Digging Implement Style: BG18 Hinged shovel and handgrip

Length: 23 inches

Blade: 9.450 inches

Weight: 39.04 ounces

Materials are boron steel, PBT glass fiber. 

Fiskars Inc. part number 05942 (shovel only).

ITEM MARKING
Mark each item in a permanent and legible manner with manufacturer's part number and name or identifying symbol.

PACKAGING
Packaging in accordance with standard commercial practice.

PACKING
The unit packages shall be packed in a close fitting fiberboard box in compliance with the Uniform Freight Classification and the National Motor Freight Classification requirements of Rules, Item 222, Sec. 3., Minimum 200, or ECT 32.

MARKING
All unit, intermediate, transport packages and unit loads shall be marked and bar coded for delivery to civilian activities in accordance with the latest version of FED-STD-123, "Marking For Shipment (Civil Agencies)", or marked and bar coded for delivery to military activities in accordance with the latest version of MIL-STD-129, "Military Marking For Shipment and Storage".  "Latest version" is defined as the version in effect on the date of bid submittal. Federal Standards and Military Standards can be accessed on-line via the Defense Logistics Agency's "Assist" Quicksearch web site:

http://assist.daps.dla.mil/quicksearch/.

PALLETIZATION

Pallet Configuration: The pallets shall be 48-inch length x 40-inch width, general purpose, four-way entry, flush stringer, double-face non-reversible pallets. Pallet lumber used shall be bark free.

Pallet Load Size:  The load plus the pallet shall have a maximum height of 53 inches and shall not exceed 2500 pounds in weight for shipments to Eastern Distribution Center (Burlington).  The palletized load shall not exceed 2000 pounds in weight for shipments to the Western Distribution Center (Sharpe).

Pallet Load Configuration:  The containers or items shall be placed in a suitable pattern to form a stable and balanced load. Palletized loads shall be secured to the pallet to insure that the load arrives intact.

Stacking Strength:  The pallet plus the load shall be capable of supporting three additional like loads without any product damage and without the load or the pallet collapsing.  Vertical, horizontal, or filler reinforcement may be added as necessary to provide strength.

Partial Palletized Loads:  Less than one-half pallet loads shall not be used for stacking, unless load is balanced on pallet.  The partial palletized load shall be used for top loading only.

NOTICE OF REQUIREMENTS FOR SHIPMENT TO EUROPEAN UNION COUNTRIES:

Per Clause D-FSS-468, non-manufactured wood pallets and other non-manufactured wood package material used in shipments destined for ultimate delivery to or through a European Union (EU) country shall comply with the Emergency Measures (2001/219/EC) adopted by the Commission of the European Communities (CEC).  Additionally, shipments delivered to DoD distribution facilities or freight consolidation points for eventual delivery to or through EU countries shall comply with DLA PROCLTR 01-15.

Sole Source Justification

IAW FAR 13.106-1

NSN: 5120-01-476-7556

This item is NSN: 5120-01-476-7556.  Item Purchase Description is in accordance with Fiskars Part Number 05942.  The specific brand item is required by the customer. This item is manufactured by only one company.    The customer has submitted documentation attesting to the fact that this is the required pieces of equipment.  The nature of work preformed by customer necessitates the tools must be portable, deployable, rugged and the highest quality available.  Based on market research & testing conducted through “Improved Entrenching Tool Program”, a determination was made that Fiskars provided the only tool that met all the requirements of the customer.  

