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	Junction road 255, at the mouth of Osier Creek.
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	Total Miles:  11.4

	Attachments
	
	Photo Record Form
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	Overall Trail Condition Comments
	Waterbar and checkdam locations are numbered (#1, #2, etc.) 


	Station
	Grade

(%)
	Side Slope

(%)
	
	Trail Element – Description – Condition - Prescription

	
	
	
	LOCATIONS OF NEEDED WATERBARS OR CHECKDAMS 
	

	0+00
	
	
	#1
	Edge of trail #419.

	1+41
	3
	
	
	


	2+27
	12
	10-15
	
	Heavy stand of cone flower around me, and other annual plants.  The trees are predominantly alpine and spruce.

	3+32
	0
	
	
	

	6+48
	-15 to -18
	
	#2
	Erosion of the trail tread, scouring, some trenching, probably from 1-2 feet deep.  A lot of exposed rock.

	8+76
	-3
	
	#3 - #6
	  Approaching a stream that comes out of Fish Lake.  The approach to the creek is a bit muddy. There is a channel here, a trench that livestock or people have to pass through, its 3 feet deep before you get to the creek - *Needs 3 check dams

	9+36
	
	
	
	Edge of the creek

	9+55
	10 to 12
	
	#7 - #10
	Edge on opposite side of creek.  Begin to climb.  Same situation on the other side of the creek, there is a trenched out area as you approach the creek that is several feet deep.  Now that I am up on the bank, grade change to +3 to +5%. *Need 4 check dams

	11+81
	12
	
	#11 - 13
	Some trenching in through this area, though it’s not bad.  Less than a foot deep.  There is no drainage at all.  Fairly heavy duff layer.  There isn’t a lot of evidence of erosion.

	13+87
	15 to 18
	
	#14
	

	14+84
	20
	10
	#15 - 17
	Some trail abrading.  The trail on the left is washed so traffic has moved to the right to get out of the trench.  No erosion devices at all. Still heavy stand of alpine and spruce, with menziesia and huckleberry on either side.  The section through here definitely needs some water bars. 

	17+41
	8 to 10
	
	#18
	End of steep section.

	18+33
	+18
	
	#19
	Evidence of trenching, though it isn’t badly eroded. No water bars or drain dips.  Some exposed roots through this area, not causing a problem and in fact help slow water down. 

	21+33
	5-8
	15
	
	Fairly flat through here

	23+13
	0
	
	
	

	24+59
	
	
	#20 - 29
	I’m in the bottom of a draw now.  There will be a grade change climbing out of this at 20% or maybe 22%.  The trail is trenched 3 feet deep, a lot of exposed roots and some exposed rock. Needs check dams every 10’

	25+80
	0 to -5`
	10
	#30
	I have climbed out of the draw.  Same brush and tree species.  Trail tread is in fair condition.  Some exposed roots.  A bit of trenching though not bad.  Fairly deep soils, duff covered.

	26+92
	
	
	#31
	Entering a grassy meadow.  Trail grade is flat.  Small meadow, not over an acre.  Trail through this meadow is fairly deeply trenched 1-2 feet in places.  This must be wet at some time of the year because this is evidence of water having been here.  It’s dry now.  There are several trails going through this meadow, so there is some abrading taking place.  I presume that is a result of people or primarily livestock trying to get out of that trench.  There are at least 3 different trail locations here. 

	30+26
	0 to 12
	
	
	Leaving grassy meadow, still in open area.  Primarily cone flower now and other annual weeds.  

	32+00
	15 to 18
	
	#32
	Exposed roots, some trenching, and evidence of water erosion.  

	33+57
	+20
	
	#33
	Multiple trails, a result of erosion which is causing some trenching.  Livestock are moving off to the left now to try to get out of the trench making a new trail.  Still a lot of exposed root and rock.  It’s kind of a hard pan in the bottom of the trail where the water has washed down through there making it slick for animals to walk on.  

	37+94
	+15
	
	#34 - 35
	Still trenched 1 -2 feet deep.  There is a new trail being started on the right hand side of the old location to get out of the trench.  Exposed roots and rocks.  No side slope.  Trees and brush species remain the same.

	39+52
	0 to -3
	10
	
	Flattened out again.

	40+76
	+5 to +8
	
	
	

	44+68
	-10 to -12
	
	#36
	Junction with the old location that I talked about at the beginning of this survey.  We are approaching Lake Creek now and a hunter camp.

	47+14
	
	
	
	Hunter camp on the left side.  This is informally known as the Boot Camp, because there is the sole of an old boot nailed in the tree.  This is a fairly large camp site, used pretty much every year by a group from Washington.  It’s right on the banks of Lake Creek so there is plenty of water here.  

	47+66
	-12
	
	#37
	Beginning the descent down into Lake Creek. 

	48+07
	
	
	
	Edge of Lake Creek

	48+37
	+15
	
	#38 - 43
	Opposite edge of Lake Creek.  Beginning an ascent now.  Approach on this side is badly eroded.  It’s probably 5 feet deep or more.  A lot of evidence of water running down the trail to the extent that there is rock rubble, as you would find in a stream bottom, which comprises the trail tread.  Need checkdams every 10’

	48+92
	-5
	
	#44
	At the top of that trench.  Trail grade flattens, slight descent.

	50+93
	+18
	30-40
	#45
	Evidence of trenching on this section 12-18 inches deep and a lot of loose rock in the trail.  Of course water runs right down through it.

	52+93
	+25 plus
	
	#46
	Goes through a deep cut in the bank here, 5 feet deep, and then gets up on another bench.  
A lot of exposed loose rock in the trail and of course water is running right down this piece also.

	55+21
	15
	30-40
	#47 - 49
	At the top of that steep section.  Actually that was relocation, I’m at the junction now where the original location turned off and it was much steeper yet.  The new location is an improvement but is still badly over steepened.  Still a lot of exposed rock and roots.  

	56+56
	+5 for 50’ then 18
	
	#50
	Trail grade flattens to 5% then within 50 feet it starts to increase, its trenched 2 feet deep.  There is evidence of water running right down it; there is loose exposed rock in the trail tread. Needs water bars.

	58+26
	-15
	
	#51
	Topped out no in a little ridge.  Will bottom out here about 100 feet and then begin to climb again.

	58+86
	15-18
	
	#52
	In the bottom of an open draw.  Approaching another camp site now on my right hand side. Still trenched, a lot of exposed loose rock as well as large boulders too, and probably some bedrock.

	59+63
	15
	
	#53
	Trail junction.  The trail that turns to the left goes to a campsite here in Wapito Saddle.  It’s authorized for use with Hole in the Wall Lodge Outfitters out of Alberton MT.  Trail to the right is trail 478, and it is trenched to at least 1 foot deep.

	60+49
	
	
	#54
	Hunter camp on right side.  This camp used to be used regularly, but the evidence now is that it isn’t used much at all.  Nice clean camp.  I see a piece of rope hanging in a tree and a three pound coffee can turned upside down on a stump.  Other than that it looks to be in good condition.

	61+86
	+5 to +10
	
	#55
	I am entering what used to be the start of a brushy area, primarily menziesia.  As I said at the outset of this survey, this was brushed out in 2002.  The evidence of that is here now.  It’s growing back rather quickly but right now it’s in good condition.

	64+04
	
	
	
	Small creek crossing, it’s dry right now.  There is exposed bedrock at the point at which I am, and protrudes out into the trail on either side, making this somewhat of a difficult place to get through.  These rocks need to be drilled and shot so that there is at least 24 inches of space between them.

	64+26
	15 to 18
	
	#56 - 57
	Trail tread through here is eroded, a lot of rock, some exposed roots in the trail.

	68+18
	+18
	
	#58 - 59
	Pretty badly eroded, trenched, exposed roots and rocks.  No drainage whatsoever.

	72+75
	+15
	
	#60 - 61
	Trail comes in from the left, and I know that this trail comes from that Hole in the Wall authorized campsite.  It’s a cut off trail, saves them about ½ to ¾ mile of travel.  Trail rutted 1 foot to 18 inches deep.  Water is running down it, although it isn’t terribly bad.  There still is exposed roots in the trail

	74+70
	+15
	
	#62 - 63
	Still trenched.  

	75+09
	+5
	30
	
	Very brushy now on either side of me.  A little bit of side slope.

	76+91
	15 to 18
	
	#64 - 65
	

	80+19
	+3 to +5
	
	
	

	80+86
	
	
	
	Crossing a small stream bed, currently dry.  Runs water earlier in the year.

	80+98
	
	
	#66
	Beginning a badly scoured area, water has run down the trail, It’s deeply trenched here up to 3 feet. Nothing but loose rock and exposed bedrock.  This is a bad piece of trail

	81+41
	+15 to 18
	
	#67
	End of scoured area.  Trail grade remains steep.

	83+83
	
	
	#68
	Top out on a little hump here.  I’m going to descend at -10% for 50 feet and then flatten for anther 100-150 feet through a draw, and I’ll begin climbing. 

	84+88
	15 to 18
	50
	#69
	Through the draw now.  A lot of loose rock and exposed bedrock through this section.  View over the drainage where the old road up Fish Lake goes. 

	88+83
	18 to 20
	
	#70-73
	Some trail braiding through here.  There are 2 trails where I am at currently.  One is badly trenched and washed.  Stock has moved to the right, starting a new trail up through here.  There are exposed roots, loose rock.  Not so much bedrock through here.

	90+03
	+30
	
	#74
	Trail tread is trenched.  

	91+55
	20 to 25
	
	#75 - 76
	Good view off to my right of the basin I just came through, looking back to the trailhead and the road that goes up to Fish lake.

	94+40
	+18
	
	#77-78
	

	96+21
	5 to 10
	
	#79
	Wapito Saddle, also the junction with trail 429, which goes to Osier Lookout.

	99+87
	+5 to +10
	
	#80
	Pretty good trail through here now.  Some trenching.  The grade is low enough now it isn’t a problem.

	110+89
	+5 to +10
	50-60
	#81
	On the back of a small finger ridge.  Brush is now predominantly huckleberry. The trail is getting out on to the main part of Pollock ridge now where there good views of all the drainages to the north of Pollock Creek. 

	118+30
	+5 to +10
	50-60
	
	Predominantly lodge pole timber, a little doug fir, huckleberry and bear grass.  Trail rolls through here but stays at a steady grade.  It is in good condition, really doesn’t need much.  It’s probably 24 inches wide, very easy to travel.

	122+46
	
	
	
	Very scenic view

	123+51
	
	
	
	Small creek crossing, very small.  Makes a shallow stream ford, that’s all that’s here.  It’s adequate as it is, pipe is not necessary.

	124+06
	
	
	
	Another wet spot here across the trail.  This may dry up later on, it’s wet now, but there isn’t much water here.  Pipe isn’t needed.

	128+94
	
	
	
	Going through a small section here of exposed bedrock.  I don’t know what this is. It appears to be very hard rock.  Not causing a lot of a problem but some of these rocks could be drilled and shot to improve the trail.  It would make it a little easier for stock to get over. 

	139+74
	5-10
	
	
	Beginning to leave the open area now and enter the trees.  Starting to pick up some more alpine fir, some spruce in here as well, Douglas fir and lodge pole.  A little more brush in here to although it has been brushed out so that is not a problem.  Trail continues rolling grade.

	150+32
	
	
	
	Another wet spot in the trail.  Need 8” culvert

	150+81
	
	
	
	Another small creek.  Need 12” culvert

	160+88
	-12 to -15
	60
	#82-83
	Back in to lodge poles, fairly open stand of lodge poles.  

	163+84
	-5 to -10
	
	
	In an open area here, there are a lot of lodge poles surrounding me.  There is a large patch of alder on the uphill side of the trail.  Good grade, no drainage problems even though there are no drain dips or water bars in this trail.  There is no erosion occurring.

	167+84
	
	
	
	I’m in a kind of a water draw.  It’s dry right now, there is alder above me.  It looks as though the water runs down the trail in the early spring.  The trail is washed out a little bit, it’s not bad.  You can cross here easy enough.  The only thing that could be done to improve this is to reconstruct the trailhead and try to make a shallow stream ford, and make a more definite channel for the water to run through.  That would be good enough.

	173+13
	-10
	
	#84-86
	Starting to enter the trees again now.  Still lodge pole, some alpine fir and a few spruce.  It will be timbered now for the next mile or so. 

	191+80
	-12 to -15
	
	#87-89
	Beginning to descend.  Still in heavy timber.  Lodge pole, some larch.  Approaching a campsite on the left hand side.  Some trenching through this area, exposed roots, and water has been running through the trail.  Still overall it’s pretty good trail tread.

	197+55
	
	
	#90-94
	Turn off to the campsite.  The trail ahead continues to descend for another 50 feet.  Then it flattens out. 

	204+02
	-15
	5
	#95-97
	Beginning a descent into a saddle now.  Very little side slope, here on the back of a ridge.  It’s almost flat.

	212+30
	0 to +5
	
	
	Bottomed out now in a flat part of the ridge.  I expect it will be flat for a ways now. 

	229+26
	+10
	
	#98-100
	I have shifted off of the ridge now; I am over on the right hand side.  Trail grade is ascending.  

	243+94
	-3 to   -5
	
	#101-102
	Back on top of the ridge now.  Heavy stand of trees, primarily doug fir now, and larch.  Trail condition overall is good.  Nothing needed other than drainage.  Need waterbars

	247+91
	-30
	
	#103-104
	Begin steep descent into a saddle.  It’s not long, not more than 200 feet.  This can be left as is, but it definitely needs drainage, should have some water bars through here. 

	249+60
	+5 to +10
	
	#105
	Bottom of the hill in the saddle now.  

	250+57
	+18
	
	#106
	Begin ascent.

	252+17
	+5 to +10
	
	
	In a saddle.

	252+85
	+18
	
	
	

	255+65
	+5
	
	
	

	257+75
	-10
	
	
	Coming into another saddle.

	267+29
	+15
	60
	
	Grade continues rolling grade.  The trail is going to leave the ridge and shift to the right side.  

	274+15
	-10 to -12
	
	
	Trail is still off on the right hand side of the ridge.  Trail grade is descending.  Trail tread is in good condition.  No evidence of washing. 

	283+91
	
	
	
	Back on top of the ridge

	286+58
	
	
	
	I am in a saddle.  It’s open on either side of me.  There is also a salt lick down below me.  The trail tread is in good condition, it’s almost grassed over.  There is a bike track ahead of me so somebody has been here with a motorcycle.

	291+23
	+15
	
	
	Entering timber and brush again.

	292+37
	
	
	
	Trail junction with the trail that accesses that campsite I mentioned previously.

	312+27
	+10
	
	
	On the right hand side of the ridge.  Light timber around me, grand fir, doug fir and Engelmann spruce.  A lot of brush primarily tall shrub species, such as mountain maple.  Trail tread is in pretty good condition, still a duff layer over decomposed granite, no evidence of washing.  There are some sections where the trail tread has slipped down hill and needs to be brought back up on grade.

	314+73
	+18
	
	#107-111
	I’m in a saddle.  Looking off to my left I can see Kelly’s Thumb and of course Little Moose Ridge.  From here trail grade is beginning to climb.  I’m looking ahead at Pollock Hill.  From this point until I get up to the top I’ll be climbing.  

	319+60
	
	
	#112-117
	Open hillside, grass, primarily bracken fern.  A few tall shrubs.  Good view off to the south and west.  Trail tread is trenched a little bit, not more than 6 inches.  There is a lot of evidence of water erosion.  Need waterbars

	330+42
	+20
	
	#118-121
	Trail tread has trenched some, but appears to be in good condition.  Probably could put at least 1 maybe 2 switchbacks in this to improve the grade.  Considering the little amount of use the trail is getting, probably not worthwhile.

	332+83
	20
	
	#122-125
	Need a switchback here, and run a leg off to the right and then come back across this hillside.  Trail is eroded; water has been running down it.  

	337+25
	
	
	#126-127
	Junction with an old location that  went straight down hill.  It was overly steep, over 20%.  Somebody has cut some brush and thrown it into that trail.  The trail that is being used now, the one I came up, has got some short switchbacks in it.  It’s better but is still 18% slope, too steep.

	337+86
	
	
	
	Switchback to the right.  

	339+62
	
	
	
	Top of Pollock Hill, where the old lookout used to be.

	340+43
	-15 to -18
	
	
	Beginning descent off Pollock Hill.  Down into another saddle.  Looking ahead I’m looking right into the Moose Buttes and head into Moose Creek.  Pretty view from here.  Good camera point.  

	341+47
	-10
	
	
	

	
	
	
	
	Trail grade is flat now, on top of a ridge, no side slope.

	351+28
	+15
	
	
	Getting into an area of fairly thick brush, primarily willow.  But again because of last summer’s brushing, it’s not a problem where the trail is concerned.

	353+96
	-8
	
	
	Topped out now.  

	
	+8
	
	
	Bottomed out now beginning ascent.

	357+81
	
	
	#128-130
	On a grassy hill top here.  There are about four spruce trees; one is a doug fir, standing here altogether, by themselves.  This was a campsite at one time, although it would be a dry camp.  There is an old salt lick.  The fire finder from the old Pollock Hill lookout is here along with some other junk.  It’s not bad, but at some point someone might want to fly this stuff out of here.  

	360+91
	-12 to -15
	
	#131-132
	Trails tread remains in fairly good condition.  It is trenched, undoubtedly, water runs down it.  But, it doesn’t show any evidence of scouring.  No rock or roots in trail tread.  Does need drainage, probably water bars, or at least drain dips. 

	369+25
	-12 to -15
	50
	#133-136
	Trail grade continues down hill.  Trail tread is still in good condition. Showing some evidence of rock now, bedrock, hard rock.  

	380+26
	10
	40-50
	#137-139
	Good location, I’m on the left hand side of the ridge.   Does need drainage, water bars and/or drain dips.  There is a little rock here and there but overall, the trail tread is in good condition.

	385+84
	10-15
	
	#140-141
	Climbing turn to the left, as you travel up hill. 

	388+37
	15
	
	#142-143
	Climbing turn to the left, as you travel up hill.

	
	6-8
	
	
	Trail grade flattens now.

	
	+18
	
	#144-146
	Trail grade increases now.

	394+66
	
	
	
	Bottom out in a saddle.  Trail grade is flat.  No side slope.  Pretty brushy area, primarily willow.  It’s been cut back good so there is a nice wide clearing through it. 

	
	-12
	
	#147
	Grade change.

	399+93
	+8
	
	
	In a saddle, still on top of the ridge.  No side slope.

	
	+5
	
	
	Trail grade lessens

	
	10 to+12
	
	#148
	Trails tread remains in good condition, no erosion, no roots or rocks.  Still do need drainage through here, drain dips or water bars.

	408+50
	-20 to -22
	
	#149-152
	Evidence of some erosion here, loose rock in the trail tread.  Some trail abrading.

	409+78
	-15
	
	#153-154
	

	412+26
	
	
	#155
	Bottomed out in a saddle.  It’s flat through here.  Looks like we will start ascending before long.  No side slope.

	
	+10
	
	
	

	418+58
	-8 to -10
	
	
	Topped out on a little knob.  

	
	15 to 18
	
	
	Bottomed out in a saddle now, begin climbing.

	
	-3 to-5
	
	
	

	426+16
	
	50-60
	
	Trail is leaving the top of the ridge now and switching over to the right hand side.  Trail tread is fairly flat, rolls some 

	430+24
	+15
	
	
	Trail still off on the right hand side of the ridge.  It’s a bit eroded on this side.  By eroded, I don’t’ mean in the tread.  It has kind of sloughed off the side of the hill.  This section really needs to be re-dug and brought back up to the proper grade.  Real loose dirt.  Looks like its deep soil up here, heavy brush, tall brush species, alder, mountain maple and mountain ash.  

	431+09
	+20
	
	
	

	432+63
	0 to +3
	
	
	Pretty brushy through here, it looks like the brushing crew missed this area for some reason.  You can get through here, but it doesn’t appear like it was brushed last year as it should have been.

	434+92
	
	
	
	There is a trail junction here.  Apparently the brushing crew last summer must have taken the lower leg of this trail instead of the upper one.  Either one is in a good location although the upper trail is the more used trail.

	
	12 to 15
	
	
	This is an open grassy hillside through here.  Trail is identifiable but not easy to see because it’s grassed over.  Although, wildlife have been using it. 

	441+17
	+3 to +5
	
	
	Back on top of the ridge again.  No side slope.

	443+06
	
	20
	
	Trail has shifted off to the left side of the ridge now.  There is a side slope.

	445+02
	-15 to -18
	
	#156-157
	

	448+85
	-12
	
	
	

	454+48
	12 to 15
	
	#158-159
	Trail is on the left hand side of the ridge.  Tread is in good condition, does need water bars or drain dips through here.  

	461+94
	12 to 15
	
	#160-161
	The trail continues on the left hand side of the ridge. Trees are primarily larch, doug fir.  Trail tread is in good condition.  Trail grade remains constant.

	469+22
	0 to +5
	
	
	Bottomed out here, back up on top of the ridge again.  No side slope.

	
	10 to 12
	
	
	

	475+44
	3 to 5
	
	
	On the back of the ridge.

	
	-15
	
	
	Grade beginning to steepen.

	478+28
	
	30
	
	Trail is shifting off to the right side of the ridge.

	480+15
	-3 to -5
	
	
	

	485+69
	+10
	
	
	Bottomed out in a saddle.  Right on top of the ridge.  Trail tread remains in good condition, no evidence of erosion, duff layer on top of decomposed granite, probably pretty deep.  Pretty brushy through here, but nice clear channel cut there from last year. 

	
	-15
	
	
	

	489+63
	6 to 8
	
	
	

	491+52
	
	
	
	Wide, long, climbing turn.  This is the point at which the trail begins to descend into Swamp Creek.  From here on it will drop rapidly.  There will be several switchbacks.

	494+96
	
	
	
	Switchback to the left.  This is a poor switchback, its way too steep.  There is no platform where there should be.  There is not a whole lot of opportunity here to build one.  It certainly does need some work.

	500+34
	-10
	
	#162-163
	Good grade.  Trail tread is in good condition.  It just needs drainage, water bars and/or drain dips.  Otherwise, no problem.

	505+43
	
	
	#164-165
	Climbing turn. 

	513+36
	-12 to -15
	60
	#166-167
	Off the back of the ridge and on a steep side slope.  Trails tread remains in good condition.  Duff layer, no erosion, no rock, but there should be drainage installed.

	515+78
	
	
	
	Switchback.  This is a better switchback than the previous one, but still not real good, its over steep.

	525+95
	10
	70
	
	Not much change from last station.  Pretty steep side slope.  Looks like its almost full bench construction.  Trail tread is in good shape.  No evidence of erosion, very little rock.

	532+37
	
	60-70
	
	Small creek crossing, good stream.  Maybe a couple ditches to drain the water from the banks down into the main channel.  Otherwise, it’s in pretty good shape.  

	538+82
	-15
	
	
	Quite a bit of rolling grade through here.  Trails tread remains in good condition, duff layer over decomposed granite.  Little bit of bedrock protruding from the trail from place to place.  

	540+63
	-12 to -15
	70
	
	Drain dip.  Several years ago we had an inmate crew do some work on this trail.  There may be some drainage structures from here on down.  I’ll record them as I see them.  Trail in good condition.

	545+58
	10 to 12
	70+
	
	Appears that there is a little wet spot here, and there may be a culvert in it.  If there is, it’s plugged.  It’s not causing a problem.  It probable needs another 8 inch culvert.  Trail tread is in overall good condition.

	547+11
	-15 to -18
	
	
	

	547+86
	
	
	
	Drain dip.

	548+19
	
	
	
	Drain dip.

	551+40
	
	
	
	Drain dip.

	552+57
	
	
	
	Drain dip.

	553+54
	
	
	
	Exposed bedrock in the trail causing a jump-up here.  It’s difficult for either stock or motorcycles.  In fact, there are a lot of black marks on the rocks from bikes trying to get up over it.  It’s probably at least 12 inches high.  This needs to be drilled, shot and removed from the trail tread.  

	553+91
	
	
	
	Drain dip.

	555+28
	
	
	
	Drain dip.

	556+76
	
	
	
	Drain dip.

	557+33
	
	
	
	Drain dip.

	557+52
	
	
	
	Another exposed bedrock, this isn’t quite as bad.  It’s close to 12’ high also, but it’s a little easier to get over.  It needs to be drilled and shot.  Looks like fairly hard rock, maybe some kind of limestone.

	558+52
	
	
	
	Small draw here where water runs across the trail during high water.  It’s dry now, no problem.  

	558+59
	
	
	
	Piece of exposed bedrock.  This isn’t’ quite as bad but still needs to be drilled and shot.  It’s about 5 feet across, same kind of rock.

	559+17
	
	
	
	From here on down the trail drops extremely steeply, in excess of 20% all the way down to the Swamp Creek crossing.  There isn’t much help for that because there is exposed bedrock outcroppings and so they just had to tuck the trail in wherever it would fit.  This piece of trail has been worked on and is in generally good condition.  Its just over steep, could use more drainage work.

	559+51
	
	
	
	Climbing turn.  This is a very steep climbing turn.

	561+66
	
	
	
	A little hump in the trail here exposed bedrock.  I think this has been shot in the past.  It could use a little more work but it’s not bad as it is.

	561+90
	
	
	
	…rock work, drilling and blasting.

	566+35
	
	
	
	Crossing of Swamp Creek.  

	567+50
	
	
	
	Other edge of Swamp Creek.  At this point the trail flattens out and follows the creek grade from here on down.  I’ll be crossing Swamp Creek here within another 1/8 mile.  It’s brushy and a lot of grass and weeds through here.  It was cleared last year so there is an open corridor now.

	578+32
	
	
	
	Crossing of Osier Creek

	578+70
	
	
	
	Other side of Osier Creek.  Now I’m out in a grassy meadow.  It’s fairly flat through here.  After I cross the meadow, it will climb up on the hillside and just follow up the point of a ridge and out to the mouth of the creek.

	
	-5
	
	
	(Lots of interference, faulty tape? Cannot hear clearly)

	583+44
	
	50
	
	Down on the other side of that hump now.  Trail grade is going slightly downhill now.  Below the trail you drop right into the creek, so it’s not quite as steep here.

	
	
	
	
	(Lots of interference, faulty tape? Cannot hear clearly)

	599+56
	
	
	
	Intersection of trail 478 with road 255, at the mouth of Osier Creek, and this ends the survey.
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