Date:
3/28/08 Solicitation No.: DTFH70-08-R-00020

DESCRIPTION OF PROJECT:

Project Number: WA FS ERFO 2007(1)-20(9)
Project Name: Skykomish Area Roads Emergency Repairs
Project Length: Multiple Sites ~ Kilometers or Miles (circle one)

Description & type of Work: This work consists of: Excavation and removal of flood debris, removal of pipe
culverts, clean and rebed pipe culverts, installation of pipe culverts, riprap, roadway embankment and roadway
aggregate.

LOCATION:

FOREST, PARK, BLM DIST, etc. Mt. Baker-Snoqualmie National Forest
COUNTIES Snohomish & King

STATE Washington

THIS PROJECT ISLOCATED APPROXIMATELY:

53 Miles E (Direction, i.e., North, NW, etc.)
of Everett Washington
(City) (State)
PRICE RANGE:

v Under $500,000

CONTRACT TIME - The Government Estimate is based on:
FIXED COMPLETION

SCHEDULE DATE
(indicate # of schedules) (required information)
1 One Schedule 8/4/2008

DESCRIPTION OF WORK (check one):

M US CUSTOMARY UNITS

DIVISION 150 — Project Requirements

152  Construction Survey & Staking X | YES NO
153 Contractor Quality Control and Assurance X | YES NO
154  Contractor Sampling & Testing X | YES NO
155 Schedules for Construction Contracts (construction schedules) | x | YES NO
157  Soil Erosion Control Devices (erosion control devices) Sediment Wattle =
960 LF
Diversion channel =
150 LF
158 Watering for Dust Control 320 MGAL

I:\Contract\PROJECTS\Skykomish Area Roads Emergency Repairs\Presol\Project Description.doc



20f2

DIVISION 200 — Earthwork

203 Removal of Structures & Obstructions (structures, demolition)

Rem. Of pipe culvert
=2 EACH

Re. of guardrail,
concrete =20 LF

204 Excavation & Embankment Roadway Excavation
=1230 CY
Select Borrow
=920 CY
207 Earthwork Geotextiles (geotextiles) 880 SY
DIVISION 250 - Slope Reinforcement and Retaining Walls
| 251 Riprap | 1130 CY
DIVISION 300 — Aggregate Courses
| 308 Minor Crushed Aggregate (crushed aggregate) | 150 CY
DIVISION 600 — Incidental Construction
602 Culverts & Drains (indicate one or both) 70 LF
625 Turf Establishment (indicate seeding or mulching separately) 400 SY
635 Temporary Traffic Control Barricade Type 3
(traffic control — flaggers & pilot cars) =6 EACH
Warning Light
=12 EACH

Construction signs
=445 SF




