HSCG40-08-Q-6MF278 - EXHIBIT I 

REPAIR DESCRIPITION
Item Name:
Cylinder Liner

Stock Number:
2815-99-534-5610

Part Number:
Y3J12811

Used On:

110’ WPB Paxman Engine Model 16RP200M

1.
Scope: - The cylinder liners are considered a “critical item” used during the overhaul process for Paxman Engines Model 16RP200M.  These engines are used in the Coast Guards 110’Island Class Patrol Boats.  The Coast Guard (CG) will provide a core exchange for each liner ordered.  Any discrepancies within this repair description shall be reported to the Coast Guard Contracting Officer (KO).

2. Work Description: - Each cylinder liner shall be repaired / refurbished to a condition which shall restore the operating and performance characteristics to the “Original” design and technical specifications to ensure form, fit and function.  At a minimum the following shall be preformed:

(a) Each liner shall have a documented incoming inspection report completed. The report shall be readily available upon request of the CG KO.

(b) Each liner shall have the existing coatings from the outside diameter (O/D) and inside diameter (I/D) striped to allow for re-coating.

(c) The liner ID shall be pre-honed.

(d) The liner ID shall be sprayed coated with intermediate porous hard chrome plating and finished honed meeting the parameters of a new “Original Design” liner.

(e) The liner OD shall be pre-turn.

(f) The liner OD shall be sprayed with nickel plating and finished machined meeting the parameters of a new “Original Design” liner.

(g) Each liner shall have the fretting band and retaining ring fitted to the” Original Design”.

(h) Each liner shall be hydro tested to 100 PSI for 10 minutes. 

(i) Each liner shall have a honey chrome etch bore.

(j) Each liner shall be vapour blasted and cleaned.

(k) Each liner shall have all previous makings removed. 

(l) Each liner shall be re-marked with the contract # and a serial number that will allow complete traceability.

(m) Each liner shall be individually packaged in a re-usable wooded crate. The crate shall include any special labels/markings required by US Customs annotating the wood has been treated with tannic acid or heat treated as required.

(n) Each crate shall include a completed dimensional inspection report. The report shall include the liner serial number, ID and OD measurements (3 different locations 90° apart 1) top, 2)middle, and 3)bottom), overall dimension and fretting band and retaining ring dimension etc.

3.
Warranty:
A.
Standard Manufacturer’s Warranty.

  ___X__B.
Item being repaired as a “system stock item” will be put into inventory.  The Contractor shall guarantee items against defects that lead to failure for one (1) year after installation for a period of up to two (2) years after delivery to the Coast Guard.

4. Quality Assurance: - The Contractor shall provide certifications of successful standard production tests and inspections.  The certification shall be placed in each container.

5. Preservation Packing and Marking for Shipping: - Each unit shall be individually preserved and wrapped for protection against deterioration for a period of two (2) years minimum.  Mark each box in legible black print lettering with the following information:


NATIONAL STOCK NUMBER
: 2815-99-534-5610

ITEM NAME: Cylinder, Liner

PART NUMBER
: Y3J12811

GOVERNMENT ORDER NUMBER    : As Applicable

And the words “Coast Guard Logistic Center” condition “A”

Government Acceptance: - Acceptance will be made at destination by a government representative.  Acceptance will be contingent upon representative’s verification of no damage in transit, correctness and completeness of order and contractors conformance to preservation, packing and marking requirements
