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                         NOTICE FOR FILING AGENCY PROTESTS

It is the policy of the Coast Guard to issue solicitations and make contract awards in a fair and timely manner.  The Ombudsman Program for Agency Protests (OPAP) was established to investigate agency protest issues and resolve them without expensive and time-consuming litigation.  OPAP is an independent reviewing authority that is empowered to grant a prevailing protester essentially the same relief as the General Accounting Office (GAO).


Interested parties are encouraged to seek resolution of their concerns within the Coast Guard as an Alternative Dispute Resolution (ADR) forum, rather than filing a protest with the GAO or some external forum.  Interested parties may seek resolution of their concerns informally or opt to file a formal agency protest with the contracting officer or Ombudsman.


Informal forum with the Ombudsman.  Interested parties who believe that a Coast Guard procurement is unfair or otherwise defective should first direct their concerns to the cognizant contracting officer.  If the contracting officer is unable to satisfy the concerns, the interested party is encouraged to contact the Coast Guard Ombudsman for Agency Protests.  Under this informal process, the agency is not required to suspend contract award performance.  Use of an informal forum does not suspend any time requirement for filing a protest with the agency or other forum.  In order to ensure a timely response, interested parties should provide the following information to the Ombudsman:  solicitation/contract number, contracting office, contracting officer, and solicitation closing date (if applicable). 


Formal Agency Protest with the Ombudsman.  Prior to submitting a formal agency protest, protesters must first use their best efforts to resolve their concerns with the contracting officer through open and frank discussions.  If the protester’s concerns are unresolved, an independent review is available by the Ombudsman.  The protester may file a formal agency protest to either the contracting officer or as an alternative to that, the Ombudsman under the OPAP program.  Contract award or performance will be suspended during the protest period unless contract award or performance is justified, in writing, for urgent and compelling reasons or is determined in writing to be in the best interest of the Government.  The agency’s goal is to resolve protests in less than 35 calendar days from the date of filing.  Protests shall include the information set forth at FAR 33.103(d)(2).  If the protester fails to submit the required information, resolution of the protest may be delayed or the protest may be dismissed.  This will not preclude re-filing of the protest to meet the requirement.  To be timely, protests must be filed within the period specified in FAR 33.103(e).  Formal protests filed under the OPAP program should be forwarded to the address below:
                                                  Commandant (CG-913)

                                                  U. S. Coast Guard Headquarters

                                                  Acquisition Planning and Performance Measurement
                                                  1900 Half Street, S. W., Room 11-0602
                                                  Washington, D. C. 20593
                                                  Telephone (202) 372-3692
                                                  Fax:  (202) 372-3695
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TO ACCESS THE STANDARD FORM (SF) 1442, DOUBLE-CLICK ON ABOVE ICON.
AFTER OBTAINING THE SF 1442, CLOSE THE DOCUMENT AND CONTINUE SCROLLING DOWN FROM THIS POINT TO OBTAIN THE REMAINDER OF THE INVITATION FOR BID (IFB).

YOU MUST RETURN ONE (1) COMPLETE COPY OF THE ENTIRE SOLICITATION PACKAGE (SF-1442, AND SECTIONS B-M, PLUS THE REFERENCE SHEET).  PLEASE MAIL YOUR BID TO THE ADDRESS LISTED IN BLOCK 7 OF SF-1442.
DO NOT CALL TO INQUIRE IF YOUR BID HAS BEEN RECEIVED, AS THIS INFORMATION WILL NOT BE RELEASED.


PART I – THE SCHEDULE


SECTION B – SUPPLIES OR SERVICES AND PRICES/COSTS

B-1.   Provide all necessary labor, materials, equipment, supervision and transportation required to Install Floating Docks, U. S. Coast Guard Station Lorain, Lorain, OH.  

   


                               B-1:  $________________________________
NOTE:  The following unit work items B-2 and B-3 may not be funded at time of award.  The price for the Unit Work Items shall remain in effect for the duration of the contract performance.  If required, the Unit Work Items will be awarded as required by issuance of a modification to the contract.

B-2.  UNIT WORK ITEM 001:  Conduct underwater inspection of area identified on drawing to determine number of timber piles that will require removal. Price shall be based on a lump sum basis.





    B-2:  $__________________________________
B-3:  UNIT WORK ITEM 002:  Remove (10) 12 inch diameter timber piles and dispose of in accordance with all federal, state and local regulations.  Price shall be based on costs for each unit (EA) 30 -foot long piles.

                                                  

    B-3:   $________/ea x 10 each = $________________
Total Aggregate Offer: $_______________________________________________

                                                         (B-1 + B-2 + B-3 = Aggregate Total)       
All work shall be performed in accordance with the Specifications titled “Specifications for Install Floating Docks, U.S. Coast Guard Station Lorain, OH”, dated June 2007, and Drawing Number 7434-D,  Sheets 1- 8 of 8,  and the terms and conditions of the contract.

                (Please insert the bid amount in block 17, SF-1442, page 2).


Note:  Please insert your DUNS and Taxpayer I.D. numbers below:  

DUNS NUMBER:__________________   TAX ID NUMBER:________________________
SECTION C - DESCRIPTION/SPECIFICATIONS/WORK STATEMENT

C-1.  See USCG  attached Specification titled  “Specifications for Install Floating Docks at U.S. Coast Guard Station Lorain, OH”, dated June 2008, and Drawing Number 7434-D,  Sheets 1- 8 of 8.
SECTION D -  PACKAGING AND MARKING

D-1.  Not applicable.
SECTION  E  -  INSPECTION AND ACCEPTANCE

A. FEDERAL ACQUISITION REGULATION (48 CFR, CHAPTER 1) CLAUSES

E-1.  FAR 52.246-12  Inspection of Construction (AUG 1996).


SECTION F  -  DELIVERIES OR PERFORMANCE

A.  FEDERAL ACQUISITION REGULATION (48 CFR, CHAPTER 1) CLAUSES

F-1.  FAR 52.211-10  Commencement, Prosecution & Completion of Work
                                      (APR 1984).

The Contractor shall be required to (a) commence work under this contract within 10 calendar days, (b) prosecute the work diligently, and (c) complete the entire contract within 120 calendar days after receipt of a Notice to Proceed.  The time stated for completion shall include final cleanup of the premises.

The Performance Period includes 5 weather days.  The definition of weather day is as follows:  A weather day must prevent work for 50 percent or more of the Contractor work day and delay work critical to the timely completion of the project.  If the number of actual weather days exceeds the number of days anticipated by the Coast Guard, then the Contracting Officer may convert the qualifying days to calendar days and issue a modification in accordance with the contract clause entitled “Default (Fixed Price Construction).”  
SECTION G - CONTRACT ADMINISTRATION DATA

G-1.  ORIGINAL INVOICE to be submitted directly to:  (Invoices shall be marked with the Contract and DUNS Number)

          Contracting Officer
          USCG Civil Engineering Unit
          Attn:  Laurie Walker
          1240 East Ninth Street, Room 2179
          Cleveland, Ohio  44199-2060

(THIS IS THE DESIGNATED BILLING ADDRESS).

G-2.  NOTE:  This contract incorporated FAR Clause 52.232-33, Payment by Electronic Funds Transfer – Central Contractor Registration (OCT 2003).  All contractors doing business with the U.S. Government are required to register in this database.  No payment can be made until you are registered.  You can register online at the Central Contractor Registration database at:  www.ccr.gov.


The Data Universal Numbering System (DUNS) number is the primary identifier in Central Contractor Registration (CCR).  Contractors are located and identified in CCR by their DUNS number.  Therefore, to facilitate payment, it is in the contractor’s best interest to ensure that the DUNS number is recorded on every invoice submitted to the 
U. S. Coast Guard.
G-3.  CORRESPONDENCE
All correspondence, emails, invoices, etc. shall be sent directly to:

         Contracting Officer

         USCG Civil Engineering Unit      
         Attn:  Laurie Walker   

         1240 East Ninth Street, Rm. 2179

         Cleveland, OH  44199-2060

Please ensure that all documents reference the Contract Number.  
SECTION H  -  SPECIAL CONTRACT REQUIREMENTS

H-1.  The estimated range of this procurement is between $100,000 and $250,000.   


H-2.  EMPLOYMENT REPORTS ON DISABLED VETERANS AND VETERANS OF THE VIETNAM ERA (ALL CONTRACTORS HOLDING CONTRACTS OF $10,000 OR MORE)

All contractors holding federal contracts of $10,000 or more are required by federal regulation to report at least annually to the U.S. Department of Labor.  Further information and necessary forms can be obtained by writing to:

U.S. Department of Labor
Office of Veterans' Employment & Training
649 Monroe St.

Montgomery, AL  36131-2279

H-3.  REQUIRED BONDS.  
A Bid Bond is not required for quotes under $100,000.00.  

Awards exceeding $30,000.00 but not exceeding $100,000.00:  Within TEN days from the receipt of the Notice of Award the Payment Bond is required at 100% of the award amount. 


Awards exceeding $100,000.00:  Bid Bond in the amount of 20% of the bid price shall be submitted with the bid by the time set for bid opening.  Performance and Payment Bonds in the amount of 100% of the contract price will be required after award of the contract.  Performance and Payment Bonds shall be submitted within TEN calendar days after receipt of Notice of Award.  Performance and Payment Bond Forms shall be provided with the "Notice of Award."


H-4.  REQUIRED INSURANCE

(1)  Within 15 calendar days after the award of this contract or prior to commencing work, whichever occurs first, the contractor shall furnish the Contracting Officer a certificate of insurance as evidence of the existence of the following insurance coverage in amounts not less than the amounts specified below in accordance with FAR 52.228-5, Insurance - Work on a Government Installation.  
Contractor shall maintain insurance coverage throughout the period of this contract performance.  Other requirements and information are contained in the aforementioned insurance clause.
                                      TYPE                                                       AMOUNT


                          Worker's Compensation                        Per State Law

“Comply with applicable Federal and State worker’s compensation and occupational disease statutes.” 

                          Employer's Liability Insurance:
                          General Liability-Comprehensive                        
                                Bodily Injury                                    $500,000 per occurrence

                                Automobile Liability        

                                Bodily Injury                                    $500,000 per occurrence
                                                                                            $200,000 per person  
                                Property Damage                           $  20,000 per occurrence

H-5.  MODIFICATION PROPOSALS – PRICE BREAKDOWN

(a)  The Contractor shall furnish a price breakdown, itemized as required and within the time specified by the Contracting Officer, with any proposal for a contract modification.
(b)  The price breakdown--


     1.  Must include sufficient detail to permit an analysis of profit, and of all costs for--

          (i)     Material
          (ii)    Labor
          (iii)   Equipment
          (iv)   Subcontracts; and
          (v)    Overhead; and
     

     2.  Must cover all work involved in the modification, whether the work was deleted, added or changed.

(c)  The contractor shall provide similar price breakdown to support any amounts claimed for subcontracts.
(d)  The contractor's proposal shall include a justification for any time extension proposed. 

H-6.  SUPERINTENDENCE BY CONTRACTOR – In accordance with FAR 52.236-6, 
Superintendence by the Contractor, the contractor shall directly oversee all work or have on the worksite a competent superintendent who is satisfactory to the Contracting Officer and who has authority to act for the contractor.   The superintendent cannot be designated for more than one contract while on-site work is being performed.  (The superintendent and alternate shall be an employee of the prime contractor).  The profile/summary shall be submitted within ten days after contract award and include an outline of the superintendent’s qualifications and the extent of his authority.
Special Notice:  The Superintendent and Alternate shall have the ability to speak, read and write English fluently.

H-8.  FIELD OFFICE:  Office space and telephone service required for the Contractor's operations shall be the responsibility of the Contractor. 

PART II - CONTRACT CLAUSES

SECTION I - CONTRACT CLAUSES

I-1.  FAR 52.252-2 Clauses Incorporated by Reference (FEB 1998).

This contract incorporates one or more clauses by reference, with the same force and effect as if they were given in full text.  Upon request, the Contracting Officer will make their full text available.  Also, the full text of a clause may be accessed electronically at this/these address(es):    
                                     http://www.arnet.gov/far                  
                                     http://farsite.hill.af.mil/vffar1.htm.

FEDERAL ACQUISITION REGULATION (48 CFR, CHAPTER 1) CLAUSES:

	52.202-1     
	Definitions (JUL 2004)

	52.203-3     
	Gratuities (APR 1984)

	52.203-5     
	Covenant Against Contingent Fees (APR 1984)

	52.203-6
	Restrictions on Subcontractor Sales to the Government (SEP 2006)

	52.203-7
	Anti-Kickback Procedures (JUL 1995)

	52.203-8
	Cancellation, Rescission, and Recovery of Funds for Illegal or Improper Activity (JAN 1997)

	52.203-10
	Price or Fee Adjustment for Illegal or Improper Activity (JAN 1997)

	52.203-12
	Limitation of Payments to Influence Certain Federal Transactions 
(SEP 2007)

	52.204-4     
	Printed or Copied Double-Sided on Recycled Paper (AUG 2000)

	52.204-7     
	Central Contractor Registration (APR 2008)

	52.204-9     
	Personnel Identity Verification of Contractor Personnel (SEP 2007)

	52.209-6     
	Protecting the Government's Interest When Subcontracting with 
Contractors Debarred, Suspended, or Proposed for Debarment
(SEP 2006)

	52.214-29  
	Order of Precedence-Sealed Bidding (JAN 1986)

	52.219-3
	Notice of Total HUBZone Set-Aside (JAN 1999)

	52.219-8    
	Utilization of Small Business Concerns (MAY 2004)

	52.219-14  
	Limitations on Subcontracting (DEC 1996).  (15%)

	52.222-3    
	Convict Labor (JUN 2003)

	52.222-4    
	Contract Work Hours and Safety Standards Act-- Overtime Compensation 
(JUL 2005)

	52.222-6    
	Davis-Bacon Act (JUL 2005)

	52.222-7    
	Withholding of Funds (FEB 1988)

	52.222-8    
	Payrolls and Basic Records  (FEB 1988)

	52.222-9    
	Apprentices and Trainees  (JUL 2005)

	52.222-10  
	Compliance with Copeland Act Requirements (FEB 1988)

	52.222-11  
	Subcontracts (Labor Standards)  (JUL 2005)

	52.222-12  
	Contract Termination - Debarment  (FEB 1988)

	52.222-13  
	Compliance with Davis-Bacon and Related Act Regulations (FEB 1988)

	52.222-14
	Disputes Concerning Labor Standards (FEB 1988)

	52.222-15  
	Certification of Eligibility (FEB 1988)

	52.222-21  
	Prohibition of Segregated Facilities (FEB 1999)  

	52.222-26  
	Equal Opportunity (MAR 2007)

	52.222-27  
	Affirmative Action Compliance Requirements for Construction 
(FEB 1999)

	52.222-35
	Equal Opportunity for Special Disabled Veterans, Veterans of the 
Vietnam Era, and Other Eligible Veterans (SEP 2006)

	52.222-36  
	Affirmative Action for Workers with Disabilities (JUN 1998) 

	52.222-37
	Employment Reports on Special Disabled Veterans, Veterans of the 
Vietnam Era, and other Eligible Veterans (SEP 2006) 

	52.222-50  
	Combating Trafficking in Persons  (AUG 2007)

	52.233-2
	Affirmative Procurement of Biobased Products Under Service and Construction Contracts (DEC 2007)

	52.223-5    
	Pollution Prevention and Right-to-Know Information (AUG 2003)

	52.223-6
	Drug-Free Workplace (MAY 2001)

	52.223-14  
	Toxic Chemical Release Reporting (AUG 2003)

	52.223-15
	Energy Efficiency in Energy-Consuming Products (DEC 2007)

	52.225-13  
	Restrictions on Certain Foreign Purchases (JUN 2008)

	52.227-1    
	Authorization and Consent (DEC 2007)

	52.227-2
	Notice and Assistance Regarding Patent and Copyright Infringement 
(DEC 2007)

	52.227-4    
	Patent Indemnity--Construction Contracts (DEC 2007)

	52.228-1    
	Bid Guarantee (SEP 1996) 20%

	52.228-2    
	Additional Bond Security (OCT 1997)

	52.228-5    
	Insurance--Work on a Government Installation (JAN 1997)

	52.228-11
	Pledges of Assets (FEB 1992)

	52.228-12  
	Prospective Subcontractor Requests for Bonds  (OCT 1995)

	52.228-14  
	Irrevocable Letter of Credit (DEC 1999)

	52.228-15  
	Performance and Payment Bonds - Construction  (NOV 2006)

	52.229-3    
	Federal, State, and Local Taxes (APR 2003)

	52.232-5    
	Payments Under Fixed-Price Construction Contracts (SEPT 2002)  

	52.232-17  
	Interest (JUN 1996)

	52.232-23  
	Assignment of Claims (JAN 1986)

	52.232-27  
	Prompt Payment for Construction Contracts (SEP 2005)
The due date for making PROGRESS PAYMENTS shall be 21 days after 
receipt of the payment request by the designated billing office.
FINAL PAYMENT shall be 30 days after receipt of the payment request 
by the designated billing office.

	52.232-33  
	Payment by Electronic Funds Transfer— Central Contractor                  Registration (OCT 2003).  Please register via the following website:               
http://www.ccr.gov

	52.233-1    
	Disputes (JULY 2002)

	52.233-3    
	Protest After Award (AUG 1996)

	52.233-4    
	Applicable Law for Breach of Contract Claim (OCT 2004)

	52.236-2    
	Differing Site Conditions (APR 1984)

	52.236-3    
	Site Investigation and Conditions Affecting the Work (APR 1984)


	52.236-5    
	Material and Workmanship (APR 1984)

	52.236-6    
	Superintendence by the Contractor (APR 1984)

	52.236-7 
	Permits and Responsibilities (NOV 1991)

	52.236-8    
	Other Contracts (APR 1984)

	52.236-9    
	Protection of Existing Vegetation, Structures, Equipment, Utilities, and    Improvements (APR 1984)

	52.236-10
	Operations and Storage Areas (APR 1984)

	52.236-11  
	Use and Possession Prior to Completion (APR 1984)

	52.236-12  
	Cleaning Up (APR 1984)

	52.236-13  
	Accident Prevention (NOV 1991)

	52.236-14  
	Availability and Use of Utility Services (APR 1984)

	52.236-15  
	Schedules for Construction Contracts (APR 1984)

	52.236-17  
	Layout of Work (APR 1984)

	52.236-21  
	Specifications & Drawings for Construction (FEB 1997) Alt. I (APR 1984)

	52.236-26  
	Preconstruction Conference (FEB 1995)

	52.242-13  
	Bankruptcy (JULY 1995)

	52.242-14  
	Suspension of Work (APR 1984)

	52.243-4
	Changes (JUN 2007)

	52.244-6    
	Subcontracts for Commercial Items (MAR 2007)

	52.246-21  
	Warranty of Construction (MAR 1994)

	52.248-3    
	Value Engineering--Construction  (SEP 2006)

	52.249-2    
	Termination for Convenience of the Government (Fixed-Price)
 (MAY 2004)(Alternate I) (SEPT 1996)

	52.249-10  
	Default (Fixed-Price Construction) (APR 1984)

	52.253-1    
	Computer Generated Forms (JAN 1991) 



I-2.  DEPARTMENT OF HOMELAND SECURITY ACQUISITION REGULATION
        (48 CFR, CHAPTER 30 CLAUSES):

	3052.211-70  
	Index for Specifications (DEC 2003)  

	3052.222-70  
	Strikes or Picketing Affecting Timely Completion of the Contract
Work (DEC 2003)

	3052.222-71
	Strikes or Picketing Affecting Access to a DHS Facility (DEC 2003)

	3052.222-90  
	Local Hire (JUN 2006)

	3052.223-70  
	Removal or Disposal of Hazardous Substances – Applicable Licenses
and Permits (JUN 2006). (30)
The contractor shall complete the following:

The Contractor certifies that it has [  ] does not have [  ] all licenses and 
permits required by Federal, state, and local laws to perform hazardous 
substance(s) removal or disposal services.

	3052.223-90
	Accident and Fire Reporting (DEC 2003)

	3052.228-70  
	Insurance (DEC 2003)

	3052.228-90  
	Notification of Miller Act Payment Bond Protection (DEC 2003)

                       (c)  The surety which has provided the payment bond under the 
                              prime contract is:
NAME:  _________________________________________________________________
STREET ADDRESS:  _____________________________________________________
CITY, STATE, ZIP CODE: ________________________________________________
CONTACT & TEL. NO:  ___________________________________________________

	3052.242-71  
	Dissemination of Contract Information (DEC 2003)

	3052.242-72  
	Contracting Officer’s Technical Representative (DEC 2003)


I-3.  FAR 52.219-28   Post-Award Small Business Program Representation                  
                                      (JUN 2007).
(a) Definitions. As used in this clause— 

Long-term contract means a contract of more than five years in duration, including options. However, the term does not include contracts that exceed five years in duration because the period of performance has been extended for a cumulative period not to exceed six months under the clause at 52.217-8, Option to Extend Services, or other appropriate authority. 
Small business concern means a concern, including its affiliates, that is independently owned and operated, not dominant in the field of operation in which it is bidding on Government contracts, and qualified as a small business under the criteria in 13 CFR part 121 and the size standard in paragraph (c) of this clause. 

(b) If the Contractor represented that it was a small business concern prior to award of this contract, the Contractor shall rerepresent its size status according to paragraph (e) of this clause or, if applicable, paragraph (g) of this clause, upon the occurrence of any of the following: 

(1) Within 30 days after execution of a novation agreement or within 30 days after modification of the contract to include this clause, if the novation agreement was executed prior to inclusion of this clause in the contract. 

(2) Within 30 days after a merger or acquisition that does not require a novation or within 30 days after modification of the contract to include this clause, if the merger or acquisition occurred prior to inclusion of this clause in the contract. 

(3) For long-term contracts— 

(i) Within 60 to 120 days prior to the end of the fifth year of the contract; and 

(ii) Within 60 to 120 days prior to the exercise date specified in the contract for any option thereafter. 

(c) The Contractor shall rerepresent its size status in accordance with the size standard in effect at the time of this rerepresentation that corresponds to the North American Industry Classification System (NAICS) code assigned to this contract. The small business size standard corresponding to this NAICS code can be found at http://www.sba.gov/services/contractingopportunities/sizestandardstopics/. 

(d) The small business size standard for a Contractor providing a product which it does not manufacture itself, for a contract other than a construction or service contract, is 500 employees. 

(e) Except as provided in paragraph (g) of this clause, the Contractor shall make the rerepresentation required by paragraph (b) of this clause by validating or updating all its representations in the Online Representations and Certifications Application and its data in the Central Contractor Registration, as necessary, to ensure they reflect current status. The Contractor shall notify the contracting office by e-mail, or otherwise in writing, that the data have been validated or updated, and provide the date of the validation or update. 

(f) If the Contractor represented that it was other than a small business concern prior to award of this contract, the Contractor may, but is not required to, take the actions required by paragraphs (e) or (g) of this clause. 
(g) If the Contractor does not have representations and certifications in ORCA, or does not have a representation in ORCA for the NAICS code applicable to this contract, the Contractor is required to complete the following rerepresentation and submit it to the contracting office, along with the contract number and the date on which the rerepresentation was completed: 

The Contractor represents that it [ ] is, [ ] is not a small business concern under NAICS Code 237990 assigned to contract number HSCG83-08-B-3WT311.

___________________________________                                              ____________________
AUTHORIZED SIGNER




DATE

I-4.  FAR 52.222-39  Notification of Employee Rights Concerning Payment of Union 
                                     Dues or Fees (DEC 2004).

(a)  Definition.  As used in this clause -

”United States” means the 50 States, the District of Columbia, Puerto Rico, the Northern Mariana Islands, American Samoa, Guam, the U. S. Virgin Islands, and Wake Island.

(b)  Except as provided in paragraph (e) of this clause, during the term of this contract, the Contractor shall post a notice, in the form of a poster, informing employees of their rights concerning union membership and payment of union dues and fees, in conspicuous places in and about all its plants and offices, including all places where notices to employees are customarily posted.  The notice shall include the following information (except that the information pertaining to National Labor Relations Board shall not be included in notices posted in the plants or offices of carriers subject to the Railway Labor Act, as amended (45 U.S.C. 151-188).
Notice to Employees

    Under Federal law, employees cannot be required to join a union or maintain membership in a union in order to retain their jobs.  Under certain conditions, the law permits a union and an employer to enter into a union-security agreement requiring employees to pay uniform periodic dues and initiation fees.  However, employees who are not union members can object to the use of their payments for certain purposes and can only be required to pay their share of union costs relating to collective bargaining, contract administration, and grievance adjustment.


    If you do not want to pay that portion of dues or fees used to support activities, not related to collective bargaining, contract administration, or grievance adjustment, you are entitled to an appropriate reduction in your payment.  If you believe that you have been required to pay dues or fees used in part to support activities not related to collective bargaining, contract administration, or grievance adjustment, you may be entitled to a refund and to an appropriate reduction in future payments.  

    For further information concerning you rights, you may wish to contact the National Labor Relations Board (NLRB) either at one of its Regional Offices or at the following address or toll free number:

    National Labor Relations Board
    Division of Information
    1099 14th Street, N.W.
    Washington, DC  20570
    1-866-667-6572
    1-866-316-6572 (TTY)

    To locate the nearest NLRB office, see NLRB’s website at http://www.nlrb.gov.


    (c)  The Contractor shall comply with all provisions of Executive Order 13201 of February 17, 2001, and related implementing regulations at 29 CFR part 470, and orders of the Secretary of Labor.

    (d)  In the event that the Contractor does not comply with any of the requirements set forth in paragraphs (b), (c), or (g), the Secretary may direct that this contract be cancelled, terminated, or suspended in whole or in part, and declare the Contractor ineligible for further Government contracts in accordance with procedures at 29 CFR part 470, Subpart B – Compliance Evaluations, Complaint Investigations and Enforcement Procedures.   Such other sanctions or remedies may be imposed as are provided by 29 CFR Part 470, which implements Executive Order 13201, or as are otherwise provided by law.

    (e)  The requirement to post the employee notice in paragraph (b) does not apply to – 

(1) Contractors and subcontractors that employ fewer than 15 persons;


(2) Contractor establishments or construction work sites where no union has been formally recognized by the Contractor or certified as the exclusive bargaining representative of the Contractor’s employees;


(3) Contractor establishments or construction work sites located in a jurisdiction named in the definition of the United States in which the law of that jurisdiction forbids enforcement of union-security agreements;


(4) Contractor facilities where upon the written request of the Contractor, the department of Labor Deputy Assistant Secretary for Labor-Management Programs has waived the posting requirements with respect to any of the Contractor’s facilities if the Deputy Assistant Secretary finds that the Contractor has demonstrated that – 

(i)  The facility is in all respects separate and distinct from activities of the Contractor related to the performance of a contract; and ;


(ii) Such a waiver will not interfere with or impede the effectuation of the Executive order; or


(5) Work outside the United States that does not involve the recruitment or employment of workers within the United States.


    (f) The Department of Labor publishes the official employee notice in two variations; one for contractors covered by the Railway Labor Act and a second for all other contractors.  The contractor shall-

        (1)  Obtain the required employee notice poster from the Division of Interpretations and Standards, Office of Labor Management Standards, U. S. Department of Labor, 200 Constitution Avenue, NW, Room N-5605, Washington, DC  20210, or from any field office of the Department’s Office of Labor Management Standards or Office of Federal Contract Compliance Programs; 

         (2)  Download a copy of the poster from the Office of Labor-Management Standards website at http://www.olms.dol.gov; or
        
         (3)  Reproduce and use exact duplicate copies of the Department of Labor’s official poster.

      (g)  The Contractor shall include the substance of this clause in every subcontract or purchase order that exceeds the simplified acquisition threshold, entered into in connection with this contract, unless exempted by the Department of Labor Deputy Assistant Secretary for Labor-Management Programs on account of special circumstances in the national interest under authority of 29 CFR 470.3(c).  For indefinite quantity subcontracts, the contractor shall include the substance of this clause if the value of orders in any calendar year of the subcontract is expected to exceed the simplified acquisition threshold.  Pursuant to 29 CFR part 470, Subpart B – Compliance Evaluations, Complaint Investigations and Enforcement Procedures, the Secretary of Labor may direct the Contractor to take such action in the enforcement of these regulations, including the imposition of sanctions for non-compliance with respect to any such subcontract or purchase order.  If the contractor becomes involved in litigation with a subcontractor or vendor, or is threatened with such involvement, as a result of such direction, the Contractor may request the United States, through the Secretary of Labor, to enter into such litigation to protect the interests of the United States.
I-5.  FAR 52.225-9  Buy American Act--Construction Materials (JAN 2005).
 
(a)  Definitions.  As used in this clause-

"Component" means an article, material, or supply incorporated directly into construction material.


"Construction material" means an article, material, or supply brought to the construction site by the Contractor or a subcontractor for incorporation into the building or work.  The term also includes an item brought to the site preassembled from articles, materials, or supplies.  However, emergency life safety systems, such as emergency lighting, fire alarm, and audio evacuation systems, that are discrete systems incorporated into a public building or work and that are produced as complete systems, are evaluated as a single and distinct construction material regardless of when or how the individual parts or components of those systems are delivered to the construction site.  Materials purchased directly by the Government are supplies, not construction material.

     “Cost of components” means--

     (1)  For components purchased by the Contractor, the acquisition cost, including transportation costs to the place of incorporation into the construction material (whether or not such costs are paid to a domestic firm), and any applicable duty (whether or not a duty-free entry certificate is issued); or

     (2)  For components manufactured by the Contractor, all costs associated with the manufacture of the component, including transportation costs as described in paragraph (1) of this definition, plus allocable overhead costs, but excluding profit.  Cost of components does not include any costs associated with the manufacture of the end product.
     “Domestic construction material” means--

     (1)  An unmanufactured construction material mined or produced in the United States; or
     (2)  A construction material manufactured in the United States, if the cost of its components mined, produced, or manufactured in the United States exceeds 50 percent of the cost of all its components.  Components of foreign origin of the same class or kind for which nonavailability determinations have been made are treated as domestic.


     “Foreign construction material” means a construction material other than a domestic construction material.
     “United States” means the 50 States, the District of Columbia, and outlying areas.


   (b)  Domestic preference.  (1)  This clause implements the Buy American Act (41 U.S.C. 10a-10d)  by providing a preference for domestic construction material.  The Contractor shall use only domestic construction materials in performing this contract, except as provided in paragraphs (b)(2) and (b)(3) of this clause.


     (2)  This requirement does not apply to the construction material or components
listed by the Government as follows:
  _______________________________ None_________________________________  
                            (List applicable excepted materials or indicate "None")

     (3)  The Contracting Officer may add other foreign construction material to the list in paragraph (b)(2) of this clause if the Government determines that--


     (i)  The cost of domestic construction material would be unreasonable.  The cost of a particular domestic construction material subject to the requirements of the Buy American Act is unreasonable when the cost of such material exceeds the cost of foreign material by more than 6 percent
   (ii)  The application of the restriction of the Buy American Act to a particular construction material would be impracticable or inconsistent with the public interest; or

     (iii)  The construction material is not mined, produced or manufactured in the United States in sufficient and reasonably available commercial quantities of a satisfactory quality. 
      (c)  Request for determination of inapplicability of the Buy American Act..  (1)(i) Any Contractor request to use foreign construction material in accordance with paragraph (b)(3) of this clause shall include adequate information for Government evaluation of the request, including--

          (A)   A description of the foreign and domestic construction materials;
          (B)   Unit of measure;
          (C)  Quantity;
          (D)  Price;
          (E)   Time of delivery or availability;
          (F)   Location of the construction project;
          (G)  Name and address of the proposed supplier; and   
          (H)   A detailed justification of the reason for use of foreign construction
                   materials cited in accordance with paragraph (b)(3) of this clause. 

     (ii)  A request based on unreasonable cost shall include a reasonable survey of the market and a completed price comparison table in the format in paragraph (d) of this clause.

    (iii)  The price of construction material shall include all delivery costs to the construction site and any applicable duty (whether or not a duty-free certificate may be issued).  
    (iv)  Any Contractor request for a determination submitted after contract 

award shall explain why the Contractor could not reasonably foresee the need for such determination and could not have requested the determination before contract award.  If the Contractor does not submit a satisfactory explanation, the Contracting Officer need not make a determination.  


     (2)  If  the Government determines after contract award that an exception to the Buy American Act applies and the Contracting Officer and the Contractor negotiate adequate consideration, the Contracting Officer will modify the contract to allow use of the foreign construction material.   However, when the basis for the exception is the unreasonable price of a domestic construction material, adequate consideration is not less than the differential established in paragraph (b)(3)(i) of this clause.


     (3)  Unless the Government determines that an exception to the Buy American Act  applies, use of foreign construction material is non-compliant with the Buy American Act.
(d) Data.  To permit evaluation of requests under paragraph (c) of this clause based on unreasonable cost, the Contractor shall include the following information and any applicable supporting data based on the survey of suppliers;
______________________________________________________________________________          
FOREIGN AND DOMESTIC CONSTRUCTION MATERIALS PRICE COMPARISON
Construction Material                   Unit of                                                    Price
      Description                             Measure               Quantity                  (Dollars)*
Item 1:
Foreign construction material      ________            _________                __________
Domestic construction material   ________            _________                 __________
Item 2
Foreign construction material     ________            __________               __________
Domestic construction material  ________            __________                __________
______________________________________________________________________________
 (List name, address, telephone number, and contact for suppliers surveyed.   Attach copy of response; if oral, attach summary.)  (Include other applicable supporting information.)(*Include all delivery costs to the construction site and any applicable duty (whether or not a duty-free entry certificate is issued).

I-6.  FAR 52.225-10  Notice of Buy American Act Requirement--Construction 
                                      Materials (MAY 2002).

(a)  Definitions.  “Construction material,” domestic construction material,” and “foreign construction material,” as used in this provision, are defined in the clause of this solicitation entitled “Buy American Act--Construction Materials” (Federal Acquisition Regulation (FAR) clause 52.225-9).


(b)  Requests for determinations of inapplicability.  An offeror requesting a determination regarding the inapplicability of the Buy American Act should submit the request to the Contracting Officer in time to allow a determination before submission of offers.  The offeror shall include the information and applicable supporting data required by paragraphs (c) and (d) of the clause at FAR 52.225-9 in the request.  If an offeror has not requested a determination regarding the inapplicability of the Buy American Act before submitting its offer, or has not received a response to a previous request, the offeror shall include the information and supporting data in the offer.


(c)  Evaluation of offers.  (1)  The Government will evaluate an offer requesting exception to the requirements of the Buy American Act, based on claimed unreasonable cost of domestic construction material, by adding to the offered price the appropriate percentage of the cost of such foreign construction material, as specified in paragraph (b)(3)(i) of the clause at FAR 52.225-9.   


     (2)  If evaluation results in a tie between an offeror that requested the substitution of foreign construction material based on unreasonable cost and an offeror that did not request an exception, the Contracting Officer will award to the offeror that did not request an exception based on unreasonable cost.
(d)  Alternate offers.  (1)  When an offer includes foreign construction material not listed by the Government in this solicitation in paragraph (b)(2) of the clause at FAR 52.225-9, the offeror also may submit an alternate offer based on use of equivalent domestic construction material.


     (2)  If an alternate offer is submitted, the offeror shall submit a separate Standard Form 1442 for the alternate offer, and a separate price comparison table prepared in accordance with paragraphs (c) and (d) of the clause at FAR 52.225-9 for the offer that is based on the use of any foreign construction material for which the Government has not yet determined an exception applies.

     (3)  If the Government determines that a particular exception requested in accordance with paragraph (c) of the clause at FAR 52.225-9 does not apply, the Government will evaluate only those offers based on use of the equivalent domestic construction material, and the offeror shall be required to furnish such domestic construction material.  An offer based on use of the foreign construction material for which an exception was requested--

     (i)  Will be rejected as nonresponsive if this acquisition is conducted by sealed bidding; or

     (ii)  May be accepted if revised during negotiations.  
I-7.  HSAR 3052.209-70  Prohibition on Contracts with Corporate Expatriates (JUN 2006).  

(a) Prohibitions. 


Section 835 of the Homeland Security Act, 6 U.S.C. 395, prohibits the Department of Homeland Security from entering into any contract with a foreign incorporated entity  which is treated as an inverted domestic corporation as defined in this clause, or with any subsidiary of such an entity.  The Secretary shall waive the prohibition with respect to any specific contract if the Secretary determines that the waiver is required in the interest of national security. 
(b) Definitions. As used in this clause: 


Expanded Affiliated Group means an affiliated group as defined in section 1504(a) of the Internal Revenue Code of 1986 (without regard to section 1504(b) of such Code), except that section 1504 of such Code shall be applied by substituting 'more than 50 percent' for 'at least 80 percent' each place it appears. 
Foreign Incorporated Entity means any entity which is, or but for subsection (b) of Section 835 of the Homeland Security Act, 6 U.S.C. 395, would be, treated as a foreign corporation for purposes of the Internal Revenue Code of 1986. 
Inverted Domestic Corporation.  A foreign incorporated entity shall be treated as an inverted domestic corporation if, pursuant to a plan (or a series of related transactions)- 


(1) The entity completes the direct or indirect acquisition of substantially all of the properties held directly or indirectly by a domestic corporation or substantially all of the properties constituting a trade or business of a domestic partnership; 

(2) After the acquisition at least 80 percent of the stock (by vote or value) of the entity is held- 


(i) In the case of an acquisition with respect to a domestic corporation, by former shareholders of the domestic corporation by reason of holding stock in the domestic corporation; or 

(ii) In the case of an acquisition with respect to a domestic partnership, by former partners of the domestic partnership by reason of holding a capital or profits interest in the domestic partnership; and 
(3) The expanded affiliated group which after the acquisition includes the entity does not have substantial business activities in the foreign country in which or under the law of which the entity is created or organized when compared to the total business activities of such expanded affiliated group. 


Person, domestic, and foreign have the meanings given such terms by paragraphs (1), (4), and (5) of section 7701(a) of the Internal Revenue Code of 1986, respectively. 


(c) Special rules. The following definitions and special rules shall apply when determining whether a foreign incorporated entity should be treated as an inverted domestic corporation. 
(1) Certain Stock Disregarded. For the purpose of treating a foreign incorporated entity as an inverted domestic corporation these shall not be taken into account in determining ownership: 
(i) Stock held by members of the expanded affiliated group which includes the foreign incorporated entity; or 


(ii) Stock of such entity which is sold in a public offering related to the acquisition described in subsection (b)(1) of Section 835 of the Homeland Security Act, 6 U.S.C. 395(b)(1). 
(2) Plan Deemed In Certain Cases. If a foreign incorporated entity acquires directly or indirectly substantially all of the properties of a domestic corporation or partnership during the 4-year period beginning on the date which is after the date of enactment of this Act and which is 2 years before the ownership requirements of subsection (b)(2) are met, such actions shall be treated as pursuant to a plan. 

(3) Certain Transfers Disregarded. The transfer of properties or liabilities (including by contribution or distribution) shall be disregarded if such transfers are part of a plan a principal purpose of which is to avoid the purposes of this section. 

(d) Special Rule For Related Partnerships. For purposes of applying Section 835(b) of the Homeland Security Act, 6 U.S.C. 395(b) to the acquisition of a domestic partnership, except as provided in regulations, all domestic partnerships which are under common control (within the meaning of section 482 of the Internal Revenue Code of 1986) shall be treated as a partnership. 


(e) Treatment of Certain Rights. 

(1) Certain rights shall be treated as stocks to the extent necessary to reflect the present value of all equitable interests incident to the transaction, as follows: 


(i)    warrants; 

(ii)   options; 

(iii)  contracts to acquire stock; 

(iv)  convertible debt instruments; and 

(v)   others similar interests. 


(2) Rights labeled as stocks shall not be treated as stocks whenever it is deemed appropriate to do so to reflect the present value of the transaction or to disregard transactions whose recognition would defeat the purpose of Section 835. 

(f) Disclosure.   The offeror under this solicitation represents that [Check one]:
___ it is not a foreign incorporated entity that should be treated as an inverted domestic corporation pursuant to the criteria of (HSAR) 48 CFR 3009.104.70 through 3009.104-73;

___ it is a foreign incorporated entity that should be treated as an inverted domestic corporation pursuant to the criteria of (HSAR) 48 CFR 3009.104-70 through 3009.104.73, but it has submitted a request for waiver pursuant to 3009.104.74, which has not been denied; or

___it is a foreign incorporated entity that should be treated as an inverted domestic corporation pursuant to the criteria of (HSAR) 48 CFR 3009.104-70 through 3009.104-73, but it plans to submit a request for waiver pursuant to 3009.104-74.

(g) A copy of the approved waiver, if a waiver has already been granted, or the waiver request, if a waiver has been applied for, shall be attached to the bid or proposal.
PART III - LIST OF DOCUMENTS, EXHIBITS & OTHER ATTACHMENTS

SECTION J - LIST OF ATTACHMENTS

J-1.  Davis-Bacon Area Wage Rates Heavy and Marine.
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J-2.  Reference Information Sheet.    
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J-3.  Request for Information (RFI) Sheet.
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NOTE:  All questions pertaining to this solicitation shall be submitted on this form by facsimile to 216-902-6278 or 6277, Attn:  Laurie Walker.  All questions must be received in this office not later than 5 working days prior to the Invitation for Bid (IFB) Opening.  

J-4.   Daily Report form.
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J-5.   Specification for Install Floating Docks dated June 2008.    
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J-6.   USCG Construction Drawings set 77434-D, Sheets 1–8 of 8.

PART IV - REPRESENTATIONS AND INSTRUCTIONS

SECTION K - REPRESENTATIONS, CERTIFICATIONS AND OTHER
                          STATEMENTS OF OFFERORS

FEDERAL ACQUISITION REGULATION (48 CFR, CHAPTER 1) SOLICITATION 
PROVISIONS:

K-1.  FAR 52.204-8  Annual Representations and Certifications (JAN 2006)

(a)(1)  The North American Industry Classification  System (NAICS) code for this acquisition is 237990.

    (2)  The small business size standard is $31.0M.
    (3)  The small business size standard for a concern which submits an offer in its own name, other than on a construction or service contract, but which proposes to furnish a product which it did not itself manufacture, is 500 employees.

(b)(1)  If the clause at 52.204-7, Central Contractor Registration, is included in this solicitation, paragraph (c) of this provision applies.

(2) If the clause at 52.204-7 is not included in this solicitation, and the offeror is currently registered in CCR, and has completed the ORCA electronically, the offeror may choose to use paragraph (c) of this provision instead of completing the corresponding individual representations and certifications in the solicitation.  The offeror shall indicate which option applies by checking one of the following boxes:

[   ]  (i)  Paragraph (c) applies.

[   ]  (ii) Paragraph (c) does not apply and the offeror has completed the individual representations and certifications in the solicitation.

(c) The offeror has completed the annual representations and certifications electronically via the Online Representations and Certifications Application (ORCA) website at http://orca.bpn.gov.  After reviewing the ORCA database information, the offeror verifies by submission of the offeror that the representations and certifications currently posted electronically have been entered or updated within the last 12 months, are current, accurate, complete, and applicable to this solicitation (including the business size standard applicable to the NAICS code referenced for this solicitation), as of the date of this offer and are incorporated in this offer by reference (see FAR 4.1201); except for the changes identified below [offeror to insert changes, identifying change by clause number, title, date].  These amended representation(s) and/or certification(s) are also incorporated in this offer and are current, accurate, and complete as of the date of this offer.

FAR CLAUSE #                  TITLE                       DATE                CHANGE

________________         ______________      __________    _________________

Any changes provided by the offeror are applicable to this solicitation only, and do not result in an update to the representations and certifications posted on ORCA.

SECTION L - INSTRUCTIONS, CONDITIONS AND NOTICES TO OFFERORS


FEDERAL ACQUISITION REGULATION (48 CFR, CHAPTER 1) SOLICITATION 
PROVISIONS:

L-1.  FAR 52.252-1 Solicitation Provisions Incorporated by Reference (FEB 1998).  

This solicitation incorporates one or more solicitation provisions by reference, with the same force and effect as if they were given in full text.  Upon request, the Contracting Officer will make their full text available.  The offeror is cautioned that the listed provisions may include blocks that must be completed by the offeror and submitted with its quotation or offer.  In lieu of submitting the full text of those provisions, the offeror may identify the provision by paragraph identifier and provide the appropriate information with its quotation or offer.  Also, the full text of a solicitation provision may be accessed electronically at this/these address(es):  

http://www.arnet.gov/far   or:  http://farsite.hill.af.mil/vffar1.htm.  

52.204-6     Data Universal Numbering System (DUNS) Number (APR 2008).  
                     (For information on obtaining a DUNS number, call Dun and
                     Bradstreet at 1-866-705-5711 or via the website at:  
                     http://fedgov.dnb.com/webform.  The DUNS number must be inserted in 
                     Block #14 on page 2 of the SF-1442).

52.214-3    Amendments to Invitations for Bids (DEC 1989)
52.214-4    False Statements in Bids (APR 1984)
52.214-5    Submission of Bids (MAR 1997)
52.214-6    Explanation to Prospective Bidders (APR 1984)
52.214-7    Late Submissions, Modifications, and Withdrawals of Bids (NOV 1999) 
52.214-18  Preparation of Bids--Construction (APR 1984)

52.214-19 Contract Award-Sealed Bidding-Construction (AUG 1996)

52.214-34 Submission of Offers in the English Language (APR 1991)

52.214-35 Submission of Offers in U. S. Currency (APR 1991)

52.222-23  Notice of Requirement for Affirmative Action to Ensure Equal 
                    Employment Opportunity for Construction (FEB 1999)  


                           Goals for minority                                 Goals for female

                           participation/each trade                     participation/each trade

                                         9.3%                                                        6.9%
As used in this Notice, and in any contract resulting from this solicitation, the "covered area" is the City of Lorain, Lorain County, OH.    


L-2.    FAR 52.211-1 Availability of Specifications Listed in the GSA Index of 
                                     Federal Specifications, Standards and Commercial Item 
                                     Descriptions, FPMR Part 101-29 (AUG 1998).    

(a)  The GSA Index of Federal Specifications, Standards and Commercial Item Descriptions, FPMR Part 101-29, and copies of specifications, standards, and commercial item descriptions, cited in this solicitation may be obtained for a fee by submitting a request to--

         GSA Federal Supply Service Bureau
         Specifications Section, Suite 8100 
         470 East L'Enfant Plaza, SW.
         Washington, D.C.  20407

Telephone (202) 619-8925                   Facsimile   (202) 619-8978

 (b)  If the General Services Administration, Department of Agriculture, or Department of Veterans Affairs issued this solicitation, a single copy of specifications, standards, and commercial item descriptions cited in this solicitation may be obtained free of charge by submitting a request to the addressee in paragraph (a) of this provision.  Additional copies will be issued for a fee. 

L-3.   FAR 52.211-2  Availability of Specifications, Standards, and Data Item 
                                     Descriptions Listed in the Acquisition Streamlining and 
                                     Standardization Information System (ASSIST) (JAN 2006).  

(a)  Most unclassified Defense specifications and standards may be downloaded from the following ASSIST websites:

      (1)  ASSIST (http://assist.daps.dla.mil);

      (2)  Quick Search (http://assist.daps.dla.mil/quicksearch);
      (3)  ASSIST docs.com (http://assistdocs.com).
(b)  Documents not available from ASSIST may be ordered from the Department of Defense Single Stock Point (DoDSSP) by –

      (1)  Using the ASSIST Shopping Wizard (http://assist.daps.dla.mil/wizard);
      (2)  Phoning the DoDSSP Customer Service Desk (215) 697-2179, Mon-Fri, 0730 to 1600 EST; or

      (3)  Ordering from DoDSSOP, Building 4, Section D, 700 Robbins Avenue, Philadelphia, PA  19111-5094, Telephone (215) 697-2667/2179, Facsimile (215) 697-1462.
L-4.  FAR 52.211-3  Availability of Specifications Not Listed in  the Index of Federal 
                                    Specifications, Standards and  Commercial Item Descriptions 
                                    (JUN 1988).

The specifications cited in this solicitation may be obtained from:  

       Contracting Officer
       USCG Civil Engineering Unit
       1240 East Ninth Street, Rm. 2179
       Cleveland, OH 44199-2060
       Attn:  Laurie Walker     Telephone:  (216) 902-6110  

L-5.  FAR 52.216-1  Type of Contract (APR 1984).

The Government contemplates award of a Firm Fixed Type Contract resulting from this solicitation.

L-6.  FAR 52.222-5  Davis-Bacon Act – Secondary Site of the Work  (JUL 2005).

(a)(1)  The offeror shall notify the Government if the offeror intends to perform work at any secondary site of the work, as defined in paragraph (a)(1)(ii) of the FAR clause at 52.222-6, Davis-Bacon Act, of this solicitation.

     (2)  If the offeror is unsure if a planned work site satisfies the criteria for a secondary site of the work, the offeror shall request a determination from the Contracting Officer.

(b)(1)  If the wage determination provided by the Government for work at the primary site of the work is not applicable to the secondary site of the work, the offeror shall request a wage determination from the Contracting Officer.

     (2)  The due date for receipt of offers will not be extended as a result of an offeror’s request for wage determination for a secondary site of the work.


 L-7.  FAR 52.233-2  Service of Protest (SEP 2006).

(a)  Protests, as defined in section 33.101 of the Federal Acquisition Regulation, that are filed directly with an agency, and copies of any protests that are filed with the Government  Accountability Office (GAO), shall be served on the Contracting Officer (addressed as follows) by obtaining written and dated acknowledgement of receipt from Contracting Officer, USCG Civil Engineering Unit,1240 East Ninth Street, Rm. 2179, Cleveland, OH 44199-2060. 

(b)  The copy of any protest shall be received in the office designated above within one day of filing a protest with the GAO.
L-8.  FAR 52.236-27 Site Visit Construction (FEB 1995).

(a)  The clauses at 52.236-2, Differing Site Conditions, and 52.236-3, Site Investigations and Conditions Affecting Work, will be included in any contract awarded as a result of this solicitation. 

Accordingly, offerors or quoters are urged and expected to inspect the site where the work will be performed.

(b)  Site visits may be arranged during normal duty hours by contacting:

               Officer in Charge
               USCG Station Lorain, OH
               Telephone:   440-288-1207

L-9.  NOTICE OF PREAWARD SURVEY

(a)  Offerors are advised that the Government may contact potential contractors to ascertain their capabilities to perform the work specified in this solicitation. 

In addition to financial statements and credit rating checks, the Government may visit a prospective contractor's facility(s).  Areas of interest on this survey may include, but are not limited to the following:

  (1) Performance plans. 
  (2) Quality assurance and control plans.  

  (3) Personnel recruitment and training plans.
  (4) Workload factors for manpower utilization.

  (5) Management plan for handling peak workloads.
  (6)  Production capability.
         (i)   plant facilities, equipment and labor resources.   
         (ii)  purchasing and subcontracting.
         (iii) performance record.
         (iv)  ability to meet delivery schedules.
  (7)  Environmental and/or energy considerations.  
  (8)  Plant safety.
  (9)  Technical and/or professional abilities.
 (10) Security clearance.


(b)  Offerors are advised that accomplishment of this survey is a part of the responsibility determination and is not to be construed as an indication that an offeror will receive or is in the best position to receive the resultant award.


L-10.  PROGRESS PAYMENTS FOR MATERIALS RECEIVED BUT NOT INSTALLED

FAR Clause 52.232-5 states the Contracting Officer may authorize payments for materials delivered to the site or other locations than the site but not yet installed.  For this contract, the Contracting Officer may authorize payments not to exceed 80% of the cost of such material.  (Payment requests for 100% of material costs will not be approved).  The payment request must be accompanied by satisfactory evidence that the Contractor has acquired title to the material, that the material will be used to perform this contract, and that a designated Government Representative has certified that the material is properly stored and protected. 

SECTION  M  -  EVALUATION FACTORS FOR AWARD

M-1.  EVALUATION FACTORS:  Award shall be made to low, responsive, responsible bidder based on the total aggregate amount of Items B-1, B--2, and B-3.  Failure to provide a cost for each item will render the bid non-responsive.
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State: Ohio


Construction Types: Heavy and Highway


Counties: Ohio Statewide.


Heavy and Highway Construction Projects


Modification Number     Publication Date


          0              02/08/2008


          1              02/15/2008


          2              03/07/2008


          3              04/04/2008


          4              05/02/2008


          5              06/06/2008


          6              07/04/2008


 BRKY0007-003 06/01/2008


LAWRENCE


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 25.80            14.88


----------------------------------------------------------------


 BROH0001-001 07/01/2007


DEFIANCE, FULTON (Excluding Fulton, Amboy & Swan Creek


Townships), HENRY (Excluding Monroe, Bartlow, Liberty,


Washington, Richfield, Marion, Damascus & Townships & that part


of Harrison Township outside corporate limits of city of


Napoleon), PAULDING, PUTNAM & WILLIAMS


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 29.90             7.83


----------------------------------------------------------------


 BROH0001-004 06/01/2007


                                  Rates          Fringes


CEMENT MASON/CONCRETE FINISHER...$ 25.00             8.35


----------------------------------------------------------------


 BROH0003-002 07/01/2007


FULTON (Townships of Amboy, Swan Creek & Fulton), HENRY


(Townships of Washington, Damascus, Richfield, Bartlow,


Liberty, Harrison, Monroe, & Marion), LUCAS & WOOD (Townships


of Perrysburg, Ross, Lake, Troy, Freedom, Montgomery, Webster,


Center, Portage, Middleton, Plain, Liberty, Henry, Washington,


Weston, Milton, Jackson & Grand Rapids)


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 27.89            11.98


----------------------------------------------------------------


* BROH0005-003 05/01/2008


CUYAHOGA, LORAIN & MEDINA (Hinckley, Granger, Brunswick,


Liverpool, Montville, York, Homer, Harrisville, Chatham,


Litchfield & Spencer Townships and the city of Medina)


                                  Rates          Fringes


BRICKLAYER  


     BRICKLAYERS; CAULKERS; 


     CLEANERS; POINTERS; & 


     STONEMASONS.................$ 29.47            10.50


     SANDBLASTERS................$ 29.72            10.50


     SEWER BRICKLAYERS; STACK 


     BUILDERS; & SWING SCAFFOLDS.$ 29.97            10.50


----------------------------------------------------------------


 BROH0006-005 05/01/2008


CARROLL, COLUMBIANA (Knox, Butler, West & Hanover Townships),


STARK & TUSCARAWAS


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 25.58            10.15


----------------------------------------------------------------


 BROH0007-005 06/01/2007


PORTAGE & SUMMIT


                                  Rates          Fringes


BRICKLAYER.......................$ 27.45            10.25


----------------------------------------------------------------


 BROH0007-010 06/01/2007


PORTAGE & SUMMIT


                                  Rates          Fringes


MASON - STONE....................$ 26.87             7.55


----------------------------------------------------------------


 BROH0008-001 06/01/2007


COLUMBIANA (Salem, Perry, Fairfield, Center, Elk Run,


Middleton, & Unity Townships and the city of New Waterford) &


MAHONING, and the city of Youngstown


                                  Rates          Fringes


BRICKLAYER.......................$ 25.22            11.51


----------------------------------------------------------------


 BROH0009-002 07/01/2007


BELMONT, JEFFERSON (Warren & Mt. Pleasant Townships & the


Village of Dillonvale) & MONROE


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 22.48            12.95


Refractory.......................$ 26.45            12.95


----------------------------------------------------------------


* BROH0010-002 07/01/2008


COLUMBIANA (St. Clair, Madison, Wayne, Franklin, Washington,


Yellow Creek & Liverpool Townships) & JEFFERSON (Brush Creek &


Saline Townships)


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 24.20            12.11


----------------------------------------------------------------


 BROH0014-002 07/01/2005


HARRISON & JEFFERSON (Except Mt. Pleasant, Warren, Brush Creek,


Saline & Salineville Townships & the Village of Dillonvale)


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 24.01             8.85


----------------------------------------------------------------


* BROH0016-002 05/01/2008


ASHTABULA, GEAUGA & LAKE


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 28.99            10.70


----------------------------------------------------------------


 BROH0018-002 06/01/2007


BROWN, BUTLER, CLERMONT, HAMILTON, PREBLE (Gasper, Dixon,


Israel,  Lanier, Somers & Gratis Townships) & WARREN COUNTIES:


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 25.86             9.49


----------------------------------------------------------------


 BROH0022-004 07/01/2007


CHAMPAIGN, CLARK, CLINTON, DARKE, GREENE, HIGHLAND, LOGAN,


MIAMI, MONTGOMERY, PREBLE (Jackson, Monroe, Harrison, Twin,


Jefferson & Washington Townships) & SHELBY


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 25.20             9.24


----------------------------------------------------------------


 BROH0032-001 06/01/2008


GALLIA & MEIGS


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 27.71            11.00


----------------------------------------------------------------


 BROH0035-002 07/01/2007


ALLEN, AUGLAIZE, MERCER & VAN WERT


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 24.08             9.82


----------------------------------------------------------------


 BROH0039-002 06/01/2008


ADAMS & SCIOTO


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 25.62            13.85


----------------------------------------------------------------


 BROH0040-003 06/01/2007


ASHLAND, CRAWFORD, HARDIN, HOLMES, MARION, MORROW, RICHLAND,


WAYNE & WYANDOT (Except Crawford, Ridge, Richland & Tymochtee


Townships)


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 24.61            13.20


  Layout Man and Sawman rate: $1.00 per hour above journeyman


  rate.


  Free standing stack work ground level to top of stack;


  Sandblasting and laying of carbon masonry material in swing


  stage and/or scaffold; Ramming and spading of plastics and


  gunniting: $1.50 per hour above journeyman rate.


"Hot" work: $2.50 above journeyman rate.


----------------------------------------------------------------


 BROH0043-002 06/01/2007


TRUMBULL COUNTY (Except city of Youngstown)


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 26.25            10.48


----------------------------------------------------------------


 BROH0044-002 06/01/2008


                                  Rates          Fringes


Bricklayer, Stonemason  


     COSHOCTON, FAIRFIELD, 


     GUERNSEY, HOCKING, KNOX, 


     KICKING, MORGAN, 


     MUSKINGUM, NOBLE (Beaver, 


     Buffalo, Seneca & Wayne 


     Townships) & PERRY 


     COUNTIES:...................$ 25.61             8.90


----------------------------------------------------------------


 BROH0045-002 06/01/2008


FAYETTE, JACKSON, PIKE, ROSS & VINTON


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 27.72             9.35


----------------------------------------------------------------


 BROH0046-002 06/01/2007


ERIE, HANCOCK, HURON, OTTAWA, SANDUSKY, SENECA, WOOD (Perry &


Bloom Townships) & WYANDOT (Tymochtee, Crawford, Ridge &


Richland Townships), & the islands of Lake Erie north of


Sandusky.


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 25.18            13.20


  Layout Man and Sawman rate: $1.00 per hour above journeyman


  rate.


  Free standing stack work ground level to top of stack;


  Sandblasting and laying of carbon masonry material in swing


  stage and/or scaffold; Ramming and spading of plastics and


  gunniting: $1.50 per hour above journeyman rate.


"Hot" work: $2.50 above journeyman rate.


----------------------------------------------------------------


 BROH0052-001 06/01/2007


ATHENS


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 24.88             9.90


----------------------------------------------------------------


 BROH0052-003 06/01/2007


NOBLE (Brookfield, Noble, Center, Sharon, Olive, Enoch, Stock,


Jackson, Jefferson & Elk Townships) & WASHINGTON


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 24.32             9.90


----------------------------------------------------------------


 BROH0055-003 06/01/2008


DELAWARE, FRANKLIN, MADISON, PICKAWAY & UNION


                                  Rates          Fringes


Bricklayer, Stonemason...........$ 27.09            10.11


----------------------------------------------------------------


 CARP0003-004 05/01/2008


MAHONING & TRUMBULL


                                  Rates          Fringes


CARPENTER........................$ 23.61            11.96


----------------------------------------------------------------


 CARP0069-003 05/01/2008


CARROLL, STARK, TUSCARAWAS & WAYNE


                                  Rates          Fringes


CARPENTER........................$ 23.78            10.53


----------------------------------------------------------------


 CARP0069-006 05/01/2008


COSHOCTON, HOLMES, KNOX & MORROW


                                  Rates          Fringes


CARPENTER........................$ 22.44             9.91


----------------------------------------------------------------


 CARP0171-002 05/01/2008


BELMONT, COLUMBIANA, HARRISON, JEFFERSON & MONROE


                                  Rates          Fringes


CARPENTER........................$ 23.19            12.20


----------------------------------------------------------------


* CARP0248-005 07/01/2008


LUCAS & WOOD


                                  Rates          Fringes


CARPENTER........................$ 27.27            14.58


----------------------------------------------------------------


* CARP0248-008 07/01/2008


                                  Rates          Fringes


CARPENTER  


     DEFIANCE, FULTON, HANCOCK, 


     HENRY, PAULDING & WILLIAMS 


     COUNTIES....................$ 23.71            13.28


----------------------------------------------------------------


 CARP0254-002 05/01/2008


ASHTABULA, CUYAHOGA, GEAUGA & LAKE


                                  Rates          Fringes


CARPENTER........................$ 29.50            11.17


----------------------------------------------------------------


* CARP0372-002 07/01/2008


ALLEN, AUGLAIZE, HARDIN, MERCER, PUTNAM & VAN WERT


                                  Rates          Fringes


CARPENTER........................$ 23.18            13.28


----------------------------------------------------------------


 CARP0639-003 05/01/2008


MEDINA, PORTAGE & SUMMIT


                                  Rates          Fringes


CARPENTER........................$ 27.41            11.50


----------------------------------------------------------------


 CARP0735-002 05/01/2008


ASHLAND, ERIE, HURON, LORAIN & RICHLAND


                                  Rates          Fringes


CARPENTER........................$ 23.07            10.15


----------------------------------------------------------------


 CARP1311-001 05/01/2008


BROWN, BUTLER, CHAMPAIGN, CLARK, CLERMONT, CLINTON, DARKE,


GREENE, HAMILTON, LOGAN, MIAMI, MONTGOMERY, PREBLE, SHELBY &


WARREN


                                  Rates          Fringes


Carpenter & Piledrivermen........$ 25.80             9.69


Diver............................$ 38.70             9.69


----------------------------------------------------------------


* CARP1393-002 07/01/2008


CRAWFORD, DEFIANCE, FULTON, HANCOCK, HENRY, LUCAS, OTTAWA,


PAULDING, SANDUSKY, SENECA, WILLIAMS & WOOD


                                  Rates          Fringes


Piledrivermen & Diver's Tender...$ 27.30            16.05


DIVERS - $250.00 per day


----------------------------------------------------------------


* CARP1393-003 07/01/2008


ALLEN, AUGLAIZE, HARDIN, MERCER, PUTNAM, VAN WERT & WYANDOT


                                  Rates          Fringes


Piledrivermen & Diver's Tender...$ 25.15            15.92


DIVERS - $250.00 per day


----------------------------------------------------------------


 CARP1871-006 05/01/2008


BELMONT, HARRISON, & MONROE


                                  Rates          Fringes


Diver, Wet.......................$ 42.08            11.95


Piledrivermen; Diver, Dry........$ 28.05            11.95


----------------------------------------------------------------


 CARP1871-008 05/01/2008


ASHLAND, ASHTABULA, CUYAHOGA, ERIE, GEAUGA, HURON, LAKE,


LORAIN, MEDINA, PORTAGE, RICHLAND & SUMMIT


                                  Rates          Fringes


Diver, Wet.......................$ 42.00            12.67


Piledrivermen; Diver, Dry........$ 28.00            12.67


----------------------------------------------------------------


 CARP1871-014 05/01/2008


CARROLL, STARK, TUSCARAWAS & WAYNE


                                  Rates          Fringes


Diver, Wet.......................$ 34.88            11.54


Piledrivermen; Diver, Dry........$ 23.25            11.54


----------------------------------------------------------------


 CARP1871-015 05/01/2008


COSHOCTON, HOLMES, KNOX & MORROW


                                  Rates          Fringes


Diver, Wet.......................$ 33.53            10.69


Piledrivermen; Diver, Dry........$ 22.35            10.69


----------------------------------------------------------------


 CARP1871-017 05/01/2008


MAHONING & TRUMBULL


                                  Rates          Fringes


Diver, Wet.......................$ 36.54            12.19


Piledrivermen; Diver, Dry........$ 24.36            12.19


----------------------------------------------------------------


* CARP2239-001 07/01/2008


CRAWFORD, OTTAWA, SANDUSKY, SENECA & WYANDOT


                                  Rates          Fringes


CARPENTER........................$ 23.71            13.28


----------------------------------------------------------------


 CARP2264-004 01/01/2002


COLUMBIANA & JEFFERSON


                                  Rates          Fringes


PILEDRIVERMAN....................$ 23.82             8.48


----------------------------------------------------------------


 CARP9904-001 05/01/2000


ADAMS, ATHENS, DELAWARE, FAIRFIELD, FAYETTE, FRANKLIN, GALLIA,


GUERNSEY, HIGHLAND, HOCKING, JACKSON, LAWRENCE, LICKING,


MADISON, MARION, MEIGS, MORGAN, MUSKINGUM, NOBLE, PERRY,


PICKAWAY, PIKE, ROSS, SCIOTO, UNION, VINTON & WASHINGTON


                                  Rates          Fringes


Carpenter & Piledrivermen........$ 21.86             5.27


Diver............................$ 32.79             5.27


----------------------------------------------------------------


* ELEC0008-002 04/23/2007


DEFIANCE, FULTON, HANCOCK, HENRY, LUCAS, OTTAWA, PAULDING,


PUTNAM, SANDUSKY, SENECA, WILLIAMS & WOOD


                                  Rates          Fringes


CABLE SPLICER....................$ 33.67            15.45


ELECTRICIAN......................$ 32.07            15.37


----------------------------------------------------------------


 ELEC0032-003 06/01/2008


ALLEN, AUGLAIZE, HARDIN, LOGAN, MERCER, SHELBY, VAN WERT &


WYANDOT (Crawford, Jackson, Marseilles, Mifflin, Ridgeland,


Ridge & Salem Townships)


                                  Rates          Fringes


ELECTRICIAN......................$ 27.05            11.91


----------------------------------------------------------------


 ELEC0032-004 06/01/1998


ALLEN, HARDIN, VAN WERT & WYANDOT (Crawford, Jackson,


Marseilles, Mifflin, Richland, Ridge & Salem Townships)


                                  Rates          Fringes


Line Construction  


     Equipment Operator..........$ 20.27           4.12+a


     Groundman Truck Driver......$ 14.43           3.63+a


     Lineman.....................$ 22.52           4.31+a


  FOOTNOTE:  a. Half day's Paid Holiday: The last 4 hours of


  the workday prior to Christmas or New Year's Day


----------------------------------------------------------------


* ELEC0038-002 05/05/2008


CUYAHOGA, GEAUGA (Bainbridge, Chester & Russell Townships) &


LORAIN (Columbia Township)


                                  Rates          Fringes


ELECTRICIAN  


     Excluding Sound & 


     Communications Work.........$ 33.78            15.63


----------------------------------------------------------------


 ELEC0038-008 05/01/2006


CUYAHOGA, GEAUGA (Bainbridge, Chester & Russell Townships) &


LORAIN (Columbia Township)


                                  Rates          Fringes


Sound & Communication   


Technician  


     Communications Technician...$ 21.20         8.12+a+b


     Installer Technician........$ 20.45         8.04+a+b


FOOTNOTES;  


  a. 6 Paid Holidays: New Year's Day; Memorial Day; July 4th;


  Labor Day; Thanksgiving Day; & Christmas Day


  b. 1 week's paid vacation for 1 year's service; 2 weeks' paid


  vacation for 2 or more years' service


----------------------------------------------------------------


 ELEC0064-003 12/03/2007


COLUMBIANA (Butler, Fairfield, Perry, Salem & Unity Townships)


MAHONING (Austintown, Beaver, Berlin, Boardman, Canfield,


Ellsworth, Coitsville, Goshen, Green, Jackson, Poland,


Springfield & Youngstown Townships), & TRUMBULL (Hubbard &


Liberty Townships)


                                  Rates          Fringes


ELECTRICIAN......................$ 28.25           11.92`


----------------------------------------------------------------


 ELEC0071-001 05/29/2006


ASHLAND, CHAMPAIGN, CLARK, COSHOCTON, CRAWFORD, DELAWARE,


FAIRFIELD, FAYETTE, FRANKLIN, GUERNSEY, HIGHLAND, HOCKING,


JACKSON (Coal, Jackson, Liberty, Milton, Washington & Wellston


Townships), KNOX, LICKING, MADISON, MARION, MONROE, MORGAN,


MORROW, MUSKINGUM, NOBLE, PERRY, PICKAWAY, PIKE (Beaver,


Benton, Jackson, Mifflin, Pebble, Peepee, Perry & Seal


Townships),  RICHLAND, ROSS, TUSCARAWAS (Auburn, Bucks, Clay,


Jefferson, Oxford, Perry, Salem, Rush, Washington & York


Townships), UNION, VINTON (Clinton, Eagle, Elk, Harrison,


Jackson, Richland & Swan Townships) & WASHINGTON


                                  Rates          Fringes


Line Construction  


     Equipment Operators.........$ 25.47             9.78


     Groundmen...................$ 18.40             8.38


     Linemen; Cable Splicers.....$ 28.30            10.34


----------------------------------------------------------------


 ELEC0071-004 05/29/2006


AUGLAIZE, CLINTON, DARKE, GREENE, LOGAN, MERCER, MIAMI,


MONTGOMERY, PREBLE & SHELBY


                                  Rates          Fringes


Line Construction  


     Equipment Operator..........$ 25.47             9.78


     Groundman...................$ 18.40             8.38


     Lineman.....................$ 28.30            10.34


----------------------------------------------------------------


 ELEC0071-005 06/05/2006


ASHTABULA, CUYAHOGA, GEAUGA, LAKE & LORAIN


                                  Rates          Fringes


Line Construction  


     Cable Splicer; Lineman......$ 35.30            12.07


     Equipment Operator..........$ 31.77            11.34


     Groundman...................$ 24.71             9.88


----------------------------------------------------------------


 ELEC0071-008 05/29/2006


COLUMBIANA, MAHONING & TRUMBULL


                                  Rates          Fringes


Line Construction  


     Equipment Operator..........$ 25.47             9.78


     Groundman...................$ 18.40             8.38


     Lineman.....................$ 28.30            10.34


----------------------------------------------------------------


 ELEC0071-010 05/29/2006


BELMONT, CARROLL, HARRISON, HOLMES, JEFFERSON, MEDINA, PORTAGE,


STARK, SUMMIT & WAYNE


                                  Rates          Fringes


Line Construction  


     Equipment Operator..........$ 25.47             9.78


     Groundman...................$ 18.40             8.38


     Lineman.....................$ 28.30            10.34


----------------------------------------------------------------


 ELEC0071-013 05/29/2006


BROWN, BUTLER, CLERMONT, HAMILTON & WARREN


                                  Rates          Fringes


Line Construction  


     Equipment Operator..........$ 25.47             9.78


     Groundman...................$ 18.40             8.38


     Lineman.....................$ 28.30            10.34


----------------------------------------------------------------


 ELEC0082-002 06/02/2008


CLINTON, DARKE, GREENE, MIAMI, MONTGOMERY, PREBLE & WARREN


(Wayne, Clear Creek & Franklin Townships)


                                  Rates          Fringes


ELECTRICIAN......................$ 29.45            10.94


----------------------------------------------------------------


 ELEC0082-006 05/24/2004


CLINTON, DARKE, GREENE, MIAMI, MONTGOMERY, PREBLE & WARREN


(Wayne, Clear Creek & Franklin Townships)


                                  Rates          Fringes


Sound & Communication   


Technician  


     Cable Puller................$  9.14             4.91


     Installer/Technician........$ 18.28             6.32


----------------------------------------------------------------


 ELEC0129-003 03/01/2001


LORAIN (Except Columbia Township) & MEDINA (Litchfield &


Liverpool Townships)


                                  Rates          Fringes


ELECTRICIAN......................$ 27.25             6.85


----------------------------------------------------------------


 ELEC0129-004 09/01/2001


ERIE & HURON (Lyme, Ridgefield, Norwalk, Townsend, Wakeman,


Sherman, Peru, Bronson, Hartland, Clarksfield, Norwich,


Greenfield, Fairfield, Fitchville & New London Townships)


                                  Rates          Fringes


ELECTRICIAN......................$ 27.25             6.85


----------------------------------------------------------------


* ELEC0141-003 09/03/2007


BELMONT


                                  Rates          Fringes


CABLE SPLICER....................$ 25.41            18.17


ELECTRICIAN......................$ 25.16            18.17


----------------------------------------------------------------


 ELEC0212-003 11/01/2000


BROWN, CLERMONT & HAMILTON


                                  Rates          Fringes


Sound & Communication   


Technician  


     Cable Puller................$  9.00             2.64


     Installer...................$ 18.00            3.475


----------------------------------------------------------------


 ELEC0212-005 06/04/2007


BROWN, CLERMONT & HAMILTON


                                  Rates          Fringes


ELECTRICIAN......................$ 25.56            11.25


----------------------------------------------------------------


 ELEC0245-003 08/28/2006


DEFIANCE, FULTON, HANCOCK, HENRY, HURON, LUCAS, OTTAWA,


PAULDING,  PUTNAM, SANDUSKY, SENECA, WILLIAMS & WOOD


                                  Rates          Fringes


Line Construction  


     Cable Splicer...............$ 35.85    20.25%+4.80+a


     Groundman/Truck Driver......$ 18.64    20.25%+4.80+a


     Heli-arc Welding............$ 31.47    20.25%+4.80+a


     Lineman.....................$ 31.17    20.25%+4.80+a


     Operator - Class 1..........$ 24.94    20.25%+4.80+a


     Operator - Class 2..........$ 21.82    20.25%+4.80+a


     Traffic Signal & Lighting 


     Technician..................$ 28.05    20.25%+4.80+a


  FOOTNOTE:  a. 6 Observed Holidays: New Year's Day; Memorial


  Day; Independence Day; Labor Day; Thanksgiving Day; &


  Christmas Day. Employees who work on a holiday shall be


  paid at a rate of double their applicable classified


  straight-time rates for the work performed on such holiday.


----------------------------------------------------------------


 ELEC0246-006 10/29/2007


CARROLL (South of Fox, Harrison, Rose & Washington Townships),


COLUMBIANA (South of Butler, Fairfield, Knox, Salem & Unity


Townships), HARRISON & JEFFERSON


                                  Rates          Fringes


ELECTRICIAN......................$ 31.00          18.29+a


  FOOTNOTE: a. 1 1/2 Paid Holidays: The last scheduled workday


  prior to Christmas & 4 hours on Good Friday


----------------------------------------------------------------


* ELEC0306-005 06/04/2007


MEDINA (Brunswick, Chatham, Granger, Guilford, Harrisville,


Hinckley, Homer, Lafayette, Medina, Montville, Sharon, Spencer,


Wadsworth, Westfield & York Townships), PORTAGE (Atwater,


Aurora, Brimfield, Deerfield, Franklin, Mantua, Randolph,


Ravenna, Rootstown, Shalersville, Streetsboro & Suffield


Townships), SUMMIT & WAYNE (Baughman, Canaan, Chester,


Chippewa, Congress, Green, Milton, & Wayne Townships)


                                  Rates          Fringes


CABLE SPLICER....................$ 32.67       4.5%+10.75


ELECTRICIAN......................$ 30.25       4.5%+10.75


----------------------------------------------------------------


* ELEC0317-002 06/01/2005


GALLIA & LAWRENCE


                                  Rates          Fringes


CABLE SPLICER....................$ 27.46            16.12


ELECTRICIAN......................$ 26.15            16.08


----------------------------------------------------------------


 ELEC0317-008 06/01/1998


ADAMS, ATHENS, GALLIA, JACKSON (Bloomfield, Franklin, Hamilton,


Lick, Jefferson, Scioto & Madison Townships), LAWRENCE, MEIGS,


PIKE (Camp Creek, Marion, Newton, Scioto, Sunfish & Union


Townships), SCIOTO & VINTON (Brown, Knox, Madison, Vinton &


Wilkesville Townships)


                                  Rates          Fringes


Line Construction  


     Cable Splicers..............$ 23.66             8.48


     Equipment Operators.........$ 17.14             8.25


     Groundmen...................$ 13.92             8.14


     Linemen.....................$ 21.42             8.40


----------------------------------------------------------------


 ELEC0540-003 06/05/1997


TUSCARAWAS COUNTY (North of Auburn, Clay, Rush & York Townships)


                                  Rates          Fringes


Line Construction  


     Groundman; & Truck Driver...$ 14.65             8.18


     Line Equipment Operator.....$ 19.02             8.69


     Lineman; & Cable Splicer....$ 21.86             9.01


----------------------------------------------------------------


 ELEC0540-005 05/28/2007


CARROLL (Northern half, including Fox, Harrison, Rose &


Washington Townhships), COLUMBIANA (Knox Township), HOLMES,


MAHONING (Smith Township), STARK, TUSCARAWAS (North of Auburn,


Clay, Rush & York Townships), & WAYNE (South of Baughman,


Chester, Green & Wayne Townships)


                                  Rates          Fringes


ELECTRICIAN......................$ 26.69            15.63


----------------------------------------------------------------


 ELEC0573-003 06/02/2008


ASHTABULA (Colebrook, Wayne, Williamsfield, Orwell & Windsor


Townships), GEAUGA (Auburn, Middlefield, Parkman & Troy


Townships), MAHONING (Milton Township), PORTAGE (Charlestown,


Edinburg, Freedom, Hiram, Nelson, Palmyra, Paris & Windham


Townships) & TRUMBULL (Except Liberty & Hubbard Townships)


                                  Rates          Fringes


ELECTRICIAN......................$ 29.60            12.31


----------------------------------------------------------------


 ELEC0575-001 06/02/2008


ADAMS, FAYETTE, HIGHLAND, HOCKING, JACKSON (Bloomfield,


Franklin, Hamilton, Jefferson, Lick, Madison, Scioto, Coal,


Jackson, Liberty, Milton & Washington Townships), PICKAWAY


(Deer Creek, Perry, Pickaway, Salt Creek & Wayne Townships),


PIKE (Beaver, Benton, Jackson, Mifflin, Pebble, PeePee, Perry,


Seal, Camp  Creek, Newton, Scioto, Sunfish, Union & Marion


Townships), ROSS, SCIOTO & VINTON (Clinton, Eagle, Elk,


Harrison, Jackson, Richland & Swan Townships)


                                  Rates          Fringes


ELECTRICIAN......................$ 29.60            11.79


----------------------------------------------------------------


* ELEC0648-001 09/04/2006


BUTLER & WARREN (Deerfield, Hamilton, Harlan, Massie, Salem,


Turtle Creek, Union & Washington Townships)


                                  Rates          Fringes


CABLE SPLICER....................$ 25.30             8.80


ELECTRICIAN......................$ 24.80             8.80


----------------------------------------------------------------


* ELEC0673-004 05/28/2007


ASHTABULA (Excluding Orwell, Colebrook, Williamsfield, Wayne &


Windsor Townships), GEAUGA (Burton, Chardon, Claridon, Hambden,


Huntsburg, Montville, Munson, Newbury & Thompson Townships) &


LAKE


                                  Rates          Fringes


CABLE SPLICER....................$ 28.85            14.94


ELECTRICIAN......................$ 28.60            14.93


----------------------------------------------------------------


* ELEC0683-002 06/02/2008


CHAMPAIGN, CLARK, DELAWARE, FAIRFIELD, FRANKLIN, MADISON,


PICKAWAY (Circleville, Darby, Harrison, Jackson, Madison,


Monroe, Muhlenberg, Scioto, Walnut & Washington Townships) &


UNION


                                  Rates          Fringes


CABLE SPLICER....................$ 29.35            11.70


ELECTRICIAN......................$ 28.75            11.68


----------------------------------------------------------------


 ELEC0688-003 05/28/2008


ASHLAND, CRAWFORD, HURON (Richmond, New Haven, Ripley &


Greenwich Townships), KNOX (Liberty, Clinton, Union, Howard,


Monroe, Middleberry, Morris, Wayne, Berlin, Pike, Brown &


Jefferson Townships), MARION, MORROW, RICHLAND & WYANDOT


(Sycamore, Crane, Eden, Pitt, Antrim & Tymochtee Townships)


                                  Rates          Fringes


ELECTRICIAN......................$ 25.33            13.53


----------------------------------------------------------------


 ELEC0867-001 06/01/1998


ERIE


                                  Rates          Fringes


Line Construction  


     Lineman; Cable Splicer; & 


     Equipment Operator..........$ 20.75             4.09


     Truck Driver (Winch) 


     Groundman; & Groundman......$ 13.49             3.87


----------------------------------------------------------------


* ELEC0972-002 06/01/2007


ATHENS, MEIGS, MONROE, MORGAN, NOBLE, VINTON (Brown, Knox,


Madison, Vinton & Wilkesville Townships) & WASHINGTON


                                  Rates          Fringes


CABLE SPLICER....................$ 27.73            17.75


ELECTRICIAN......................$ 27.48            17.74


----------------------------------------------------------------


 ELEC1105-001 06/01/2008


COSHOCTON, GUERNSEY, KNOX (Jackson, Clay, Morgan, Miller,


Milford, Hilliar, Butler, Harrison, Pleasant & College


Townships), LICKING, MUSKINGUM, PERRY & TUSCARAWAS (Auburn,


York, Clay, Jefferson, Rush, Oxford, Washington, Salem, Perry &


Bucks Townships)


                                  Rates          Fringes


ELECTRICIAN......................$ 26.94            11.64


----------------------------------------------------------------


 ENGI0018-003 05/31/2008


ASHTABULA, CUYAHOGA, ERIE, GEAUGA, LAKE, LORAIN, MEDINA,


PORTAGE & SUMMIT


                                  Rates          Fringes


OPERATOR:  Power Equipment  


     GROUP 1.....................$ 30.03            10.81


     GROUP 2.....................$ 29.93            10.81


     GROUP 3.....................$ 28.89            10.81


     GROUP 4.....................$ 27.67            10.81


     GROUP 5.....................$ 22.38            10.81


     GROUP 6.....................$ 30.28            10.81


     GROUP 7.....................$ 30.53            10.81


OPERATING ENGINEER CLASSIFICATIONS   


  GROUP 1 - Air Compressor on Steel Erection; Barrier Moving


  Machine; Boiler Operator on Compressor or Generator when


  mounted on a Rig; Cableway; Combination Concrete Mixer &


  Tower; Concrete Plant (over 4 yd. Capacity); Concrete Pump;


  Crane (All Types, Including Boom Truck, Cherry Picker);


  Crane-Compact, Track or Rubber over 4,000 lbs. capacity;


  Cranes-Self Erecting, Stationary, Track or Truck (All


  Configurations); Derrick; Dragline; Dredge (Dipper, Clam or


  Suction); Elevating Grader or Euclid Loader; Floating


  Equipment (All Types); Gradall; Helicopter Crew


  (Operator-Hoist or Winch); Hoe (all types); Hoisting Engine


  on Shaft or Tunnel Work; Horizontal Directional Drill (over


  500,000 ft. lbs. thrust); Hydraulic Gantry (Lifting


  System); Industrial-Type Tractor; Jet Engine Dryer (D8 or


  D9) Diesel Tractor; Locomotive (Standard Gauge);


  Maintenance Operator Class A; Mixer, Paving (Single or


  Double Drum); Mucking Machine; Multiple Scraper;


  Piledriving Machine (All Types); Power Shovel; Prentice


  Loader; Quad 9 (Double Pusher); Rail Tamper (with auto


  lifting & aligning device); Refrigerating Machine (Freezer


  Operation); Rotary Drill, on Caisson work; Rough Terrain


  Fork Lift with Winch/Hoist; Side-Boom; Slip-Form Paver;


  Tower Derrick; Tree Shredder; Trench Machine (Over 24"


  wide); Truck Mounted Concrete Pump; Tug Boat; Tunnel


  Machine and/or Mining Machine; & Wheel Excavator


  GROUP 2 - Asphalt Paver; Automatic Subgrader Machine,


  Self-Propelled (CMI Type); Bobcat Type and/or Skid Steer


  Loader with Hoe Attachment Greater than 7,000 lbs.; Boring


  Machine More than 48"; Bulldozer; Endloader; Hydro Milling


  Machine; Kolman-type Loader (production type-Dirt); Lead


  Greaseman; Lighting & Traffic Signal Installation Equipment


  (includes all groups or classifications); Material Transfer


  Equipment (Shuttle Buggy) Asphalt; Pettibone-Rail


  Equipment; Power Grader; Power Scraper; Push Cat; Rotomill


  (all), Grinders & Planers of All types; Trench Machine (24"


  wide & under); & Vermeer type Concrete Saw


  GROUP 3 - A-Frame; Air Compressor on Tunnel Work (low


  pressure); Asphalt Plant Engineer; Bobcat-type and/or Skid


  Steer Loader with or without Attachments; Highway Drills


  (all types); Locomotive (narrow gauge); Material


  Hoist/Elevator; Mixer, Concrete (more than one bag


  capacity); Mixer, one bag capacity (Side Loader); Power


  Boiler (Over 15 lbs. Pressure) Pump Operator installing &


  operating Well Points; Pump (4" & over discharge); Roller,


  Asphalt; Rotovator (lime soil stabilizer); Switch & Tie


  Tampers (without lifting & aligning device); Utility


  Operator (Small equipment); & Welding Machines


  GROUP 4 - Backfiller; Ballast Re-locator; Bars, Joint & Mesh


  Installing Machine; Batch Plant; Boring Machine Operator


  (48" or less); Bull Floats; Burlap & Curing Machine;


  Concrete Plant (capacity 4 yd. & under); Concrete Saw


  (Multiple); Conveyor (Highway); Crusher; Deckhand;


  Farm-type Tractor with attachments (highway) except


  Masonry); Finishing Machine; Fireperson, Floating Equipment


  (all types); Fork Lift (highway); Form Trencher; Hydro


  Hammer; Hydro Seeder; Pavement Breaker; Plant Mixer; Post


  Driver; Post Hole Digger (Power Auger); Power Brush Burner;


  Power Form Handling Equipment; Road Widening Trencher;


  Roller (Brick, Grade & Macadam); Self-Propelled Power


  Spreader; Self-Propelled Power Subgrader; Steam Fireperson;


  Tractor (Pulling Sheepfoot, Roller or Grader); & Vibratory


  Compactor with Integral Power


  GROUP 5 - Compressor (Portable, Sewer, Heavy & Highway); Drum


  Fireperson (Asphalt); Generator; Masonry Fork Lift;


  Inboard-Outboard Motor Boat Launch; Masonry Fork Lift; Oil


  Heater (asphalt plant); Oiler; Power Driven Heater; Power


  Sweeper & Scrubber; Pump (under 4" discharge);


  Signalperson; Tire Repairperson; & VAC/ALLS


GROUP 6 - Master Mechanic & Boom from 150 to 180


GROUP 7 - Boom from 180 and over


----------------------------------------------------------------


 ENGI0018-004 05/01/2008


ADAMS, ALLEN, ASHLAND, ATHENS, AUGLAIZE, BELMONT, BROWN,


BUTLER, CARROLL, CHAMPAIGN, CLARK, CLERMONT, CLINTON,


COSHOCTON, CRAWFORD, DARKE, DEFIANCE, DELAWARE, FAIRFIELD,


FAYETTE, FRANKLIN, FULTON, GALLIA, GREENE, GUERNSEY, HAMILTON,


HANCOCK, HARDIN, HARRISON, HENRY, HIGHLAND, HOCKING, HOLMES,


HURON,  JACKSON, JEFFERSON, KNOX, LAWRENCE, LICKING, LOGAN,


LUCAS,  MADISON, MARION, MEIGS, MERCER, MIAMI, MONROE,


MONTGOMERY, MORGAN, MORROW, MUSKINGUM, NOBLE, OTTAWA, PAULDING,


PERRY, PICKAWAY, PIKE, PREBLE, PUTNAM, RICHLAND, ROSS,


SANDUSKY, SCIOTO, SENECA, SHELBY, STARK, TUSCARAWAS, UNION, VAN


WERT, VINTON, WARREN, WASHINGTON, WAYNE, WILLIAMS, WOOD &


WYANDOT


                                  Rates          Fringes


OPERATOR:  Power Equipment  


     GROUP 1.....................$ 28.54            10.81


     GROUP 2.....................$ 28.42            10.81


     GROUP 3.....................$ 27.38            10.81


     GROUP 4.....................$ 26.20            10.81


     GROUP 5.....................$ 20.74            10.81


     GROUP 6.....................$ 28.79            10.81


     GROUP 7.....................$ 29.04            10.81


OPERATING ENGINEER CLASSIFICATIONS   


  GROUP 1 - Air Compressor on Steel Erection; Barrier Moving


  Machine; Boiler Operator on Compressor or Generator when


  mounted on a Rig; Cableway; Combination Concrete Mixer &


  Tower; Concrete Plant (over 4 yd. Capacity); Concrete Pump;


  Crane (All Types, Including Boom Truck, Cherry Picker);


  Crane-Compact, Track or Rubber over 4,000 lbs. capacity;


  Cranes-Self Erecting, Stationary, Track or Truck (All


  Configurations); Derrick; Dragline; Dredge (Dipper, Clam or


  Suction); Elevating Grader or Euclid Loader; Floating


  Equipment (All Types); Gradall; Helicopter Crew


  (Operator-Hoist or Winch); Hoe (all types); Hoisting Engine


  on Shaft or Tunnel Work; Horizontal Directional Drill (over


  500,000 ft. lbs. thrust); Hydraulic Gantry (Lifting


  System); Industrial-Type Tractor; Jet Engine Dryer (D8 or


  D9) Diesel Tractor; Locomotive (Standard Gauge);


  Maintenance Operator Class A; Mixer, Paving (Single or


  Double Drum); Mucking Machine; Multiple Scraper;


  Piledriving Machine (All Types); Power Shovel; Prentice


  Loader; Quad 9 (Double Pusher); Rail Tamper (with auto


  lifting & aligning device); Refrigerating Machine (Freezer


  Operation); Rotary Drill, on Caisson work; Rough Terrain


  Fork Lift with Winch/Hoist; Side-Boom; Slip-Form Paver;


  Tower Derrick; Tree Shredder; Trench Machine (Over 24"


  wide); Truck Mounted Concrete Pump; Tug Boat; Tunnel


  Machine and/or Mining Machine; & Wheel Excavator


  GROUP 2 - Asphalt Paver; Automatic Subgrader Machine,


  Self-Propelled (CMI Type); Bobcat Type and/or Skid Steer


  Loader with Hoe Attachment Greater than 7,000 lbs.; Boring


  Machine More than 48"; Bulldozer; Endloader; Hydro Milling


  Machine; Kolman-type Loader (production type-Dirt); Lead


  Greaseman; Lighting & Traffic Signal Installation Equipment


  (includes all groups or classifications); Material Transfer


  Equipment (Shuttle Buggy) Asphalt; Pettibone-Rail


  Equipment; Power Grader; Power Scraper; Push Cat; Rotomill


  (all), Grinders & Planers of All types; Trench Machine (24"


  wide & under); & Vermeer type Concrete Saw


  GROUP 3 - A-Frame; Air Compressor on Tunnel Work (low


  pressure); Asphalt Plant Engineer; Bobcat-type and/or Skid


  Steer Loader with or without Attachments; Highway Drills


  (all types); Locomotive (narrow gauge); Material


  Hoist/Elevator; Mixer, Concrete (more than one bag


  capacity); Mixer, one bag capacity (Side Loader); Power


  Boiler (Over 15 lbs. Pressure) Pump Operator installing &


  operating Well Points; Pump (4" & over discharge); Roller,


  Asphalt; Rotovator (lime soil stabilizer); Switch & Tie


  Tampers (without lifting & aligning device); Utility


  Operator (Small equipment); & Welding Machines


  GROUP 4 - Backfiller; Ballast Re-locator; Bars, Joint & Mesh


  Installing Machine; Batch Plant; Boring Machine Operator


  (48" or less); Bull Floats; Burlap & Curing Machine;


  Concrete Plant (capacity 4 yd. & under); Concrete Saw


  (Multiple); Conveyor (Highway); Crusher; Deckhand;


  Farm-type Tractor with attachments (highway) except


  Masonry); Finishing Machine; Fireperson, Floating Equipment


  (all types); Fork Lift (highway); Form Trencher; Hydro


  Hammer; Hydro Seeder; Pavement Breaker; Plant Mixer; Post


  Driver; Post Hole Digger (Power Auger); Power Brush Burner;


  Power Form Handling Equipment; Road Widening Trencher;


  Roller (Brick, Grade & Macadam); Self-Propelled Power


  Spreader; Self-Propelled Power Subgrader; Steam Fireperson;


  Tractor (Pulling Sheepfoot, Roller or Grader); & Vibratory


  Compactor with Integral Power


  GROUP 5 - Compressor (Portable, Sewer, Heavy & Highway); Drum


  Fireperson (Asphalt); Generator; Masonry Fork Lift;


  Inboard-Outboard Motor Boat Launch; Masonry Fork Lift; Oil


  Heater (asphalt plant); Oiler; Power Driven Heater; Power


  Sweeper & Scrubber; Pump (under 4" discharge);


  Signalperson; Tire Repairperson; & VAC/ALLS


GROUP 6 - Master Mechanic & Boom from 150 to 180


GROUP 7 - Boom from 180 and over


----------------------------------------------------------------


* ENGI0066-023 06/01/2008


COLUMBIANA, MAHONING & TRUMBULL COUNTIES


                                  Rates          Fringes


OPERATOR:  Power Equipment  


     ASBESTOS; HAZARDOUS/TOXIC 


     WASTE PROJECTS


     GROUP 1 - A & B.............$ 34.11            13.66


     ASBESTOS; HAZARDOUS/TOXIC 


     WASTE PROJECTS


     GROUP 2 - A & B.............$ 33.86            13.66


     ASBESTOS; HAZARDOUS/TOXIC 


     WASTE PROJECTS


     GROUP 3 - A & B.............$ 30.92            13.66


     ASBESTOS; HAZARDOUS/TOXIC 


     WASTE PROJECTS


     GROUP 4 - A & B.............$ 27.43            13.66


     ASBESTOS; HAZARDOUS/TOXIC 


     WASTE PROJECTS


     GROUP 5 - A & B.............$ 24.12            13.66


     HAZARDOUS/TOXIC WASTE 


     PROJECTS


     GROUP 1 - C & D.............$ 31.30            13.66


     HAZARDOUS/TOXIC WASTE 


     PROJECTS


     GROUP 2 - C & D.............$ 31.09            13.66


     HAZARDOUS/TOXIC WASTE 


     PROJECTS


     GROUP 3 - C & D.............$ 28.35            13.66


     HAZARDOUS/TOXIC WASTE 


     PROJECTS


     GROUP 4 - C & D.............$ 25.15            13.66


     HAZARDOUS/TOXIC WASTE 


     PROJECTS


     GROUP 5 - C & D.............$ 22.11            13.66


     ALL OTHER WORK


     GROUP 1.....................$ 28.49            13.66


     ALL OTHER WORK


     GROUP 2.....................$ 28.22            13.66


     ALL OTHER WORK


     GROUP 3.....................$ 25.77            13.66


     ALL OTHER WORK


     GROUP 4.....................$ 22.86            13.66


     ALL OTHER WORK


     GROUP 5.....................$ 20.10            13.66


  GROUP 1 - Rig, Pile Driver or Caisson Type; & Rig, Pile


  Hydraulic Unit Attached


  GROUP 2 - Asphalt Heater Planer; Backfiller with Drag


  Attachment; Backhoe; Backhoe with


  Shear attached; Backhoe-Rear Pivotal Swing; Batch


  Plant-Central Mix Concrete; Batch Plant,  Portable


  concrete; Berm Builder-Automatic; Boat Derrick; Boat-Tug;


  Boring Machine Attached  to Tractor; Bullclam; Bulldozer;


  C.M.I. Road Builder & Similar Type; Cable Placer & Layer;


  Carrier-Straddle; Carryall-Scraper or Scoop; Chicago Boom;


  Compactor with Blade Attached;  Concrete Saw (Vermeer or


  similar type); Concrete Spreader Finisher; Combination,


  Bidwell  Machine; Crane; Crane-Electric Overhead;


  Crane-Rough Terrain; Crane-Side Boom;  Crane-Truck;


  Crane-Tower; Derrick-Boom; Derrick-Car; Digger-Wheel (Not


  trencher or road  widener); Double Nine; Drag Line; Dredge;


  Drill-Kenny or Similar Type; Easy Pour Median  Barrier


  Machine (or similar type); Electromatic; Frankie Pile;


  Gradall; Grader; Gurry;  Self-Propelled; Heavy Equipment


  Robotics Operator/Mechanic; Hoist-Monorail;


  Hoist-Stationary  & Mobile Tractor; Hoist, 2 or 3 drum;


  Horizontal Directional Drill Operator; Jackall; Jumbo


  Machine; Kocal & Kuhlman; Land-Seagoing Vehicle; Loader,


  Elevating; Loader, Front End;  Loader, Skid Steer;


  Locomotive; Mechanic/Welder; Metro Chip Harvester with


  Boom; Mucking  Machine; Paver-Asphalt Finishing Machine;


  Paver-Road Concrete; Paver-Slip Form (C.M.I. or  similar);


  Place Crete Machine with Boom; Post Driver (Carrier


  mounted); Power Driven Hydraulic  Pump & Jack (When used in


  Slip Form or Lift Slab Construction); Pump Crete Machine;


  Regulator-Ballast; Hydraulic Power Unit not attached to Rig


  for Pile Drillings; Rigs-Drilling; Roto  Mill or similar


  Full Lane (8' Wide & Over); Roto Mill or similar type


  (Under 8'); Shovel; Slip Form  Curb Machine; Speedwing;


  Spikemaster; Stonecrusher; Tie Puller & Loader; Tie Tamper;


  Tractor-Double Boom; Tractor with Attachments; Truck-Boom;


  Truck-Tire; Trench Machine;  Tunnel Machine (Mark 21 Java


  or similar); & Whirley (or similar type)


  GROUP 3 - Asphalt Plant; Bending Machine (Pipeline or similar


  type); Boring machine, Motor  Driven; Chip Harvester


  without Boom; Cleaning Machine, Pipeline Type; Coating


  Machine,  Pipeline Type; Compactor; Concrete Belt Placer;


  Concrete Finisher; Concrete Planer or  Asphalt; Concrete


  Spreader; Elevator; Fork Lift (Home building only); Fork


  Lift Walk Behind  (Hoisting over 1 buck high); Form Line


  Machine; Grease Truck operator; Grout Pump; Gunnite


  Machine; Horizontal Directional Drill Locator; Single Drum


  Hoist with or without Tower; Huck  Bolting Machine;


  Hydraulic Scaffold (Hoisting building materials); Paving


  Breaker (Self-propelled  or Ridden); Pipe Dream; Pot


  Fireperson (Power Agitated); Refrigeration Plant; Road


  Widener;  Roller; Sasgen Derrick; Seeding Machine; Soil


  Stabilizer (Pump type); Spray Cure Machine,


  Self-Propelled; Straw Blower Machine; Sub-Grader; Tube


  Finisher or Broom C.M.I. or similar  type; & Tugger Hoist


  GROUP 4 - Air Curtain Destructor & Similar Type; Batch


  Plant-Job Related; Boiler Operator;  Compressor; Conveyor;


  Curb Builder, self-propelled; Drill Wagon; Fork lift &


  Lulls; Generator  Set; Generator-Steam; Heater-Portable


  Power; Hydraulic Manipulator Crane; Jack-Hydraulic  Power


  driven; Jack-Hydraulic (Railroad); Ladavator; Minor Machine


  Operator; Mixer-Concrete;  Mulching Machine; Pin Puller;


  Power Broom; Pulverizer; Pump; Road Finishing Machine (Pull


  Type); Saw-Concrete-Self-Propelled (Highway Work); Signal


  Person; Spray Cure  Machine-Motor Powered; Stump Cutter;


  Tractor; Trencher Form; Water Blaster; Steam Jenny;


  Syphon; Vibrator-Gasoline; & Welding Machine


GROUP 5 - Brakeperson; Fireperson; & Oiler


----------------------------------------------------------------


 IRON0017-002 08/01/2007


ASHTABULA (North of Route 6, starting at the Geauga County


Line, proceeding east to State Route 45), CUYAHOGA, ERIE


(Eastern 2/3), GEAUGA, HURON (East of a line drawn from the


north border through Monroeville & Willard), LAKE, LORAIN,


MEDINA (North of Old Rte. #224), PORTAGE (West of a line from


Middlefield to Shalersville to Deerfield) & SUMMIT (North of


Old Rte. #224, including city limits of Barberton)


                                  Rates          Fringes


IRONWORKER  


     Ornamental; Reinforcing & 


     Structural..................$ 27.40            17.58


----------------------------------------------------------------


 IRON0044-002 06/01/2008


CLINTON (South of a line drawn from Blanchester to Lynchburg),


HAMILTON, HIGHLAND (Excluding eastern one-fifth & portion of


county inside lines drawn from Marshall to Lynchburg from the


northern county line through E. Monroe to Marshall) & WARREN


(South of a line drawn from Blanchester through Morrow to the


west county line)


                                  Rates          Fringes


IRONWORKER  


     Fence Erector...............$ 22.70            16.42


     Ornamental; Structural......$ 25.22            16.42


----------------------------------------------------------------


* IRON0055-003 07/01/2008


CRAWFORD (Area Between lines drawn from where Hwy #598 & #30


meet through N. Liberty to the northern border & from said Hwy


junction point due west to the border), DEFIANCE (S. of a line


drawn from where Rte. #66 meets the northern line through


Independence to the eastern county border), ERIE (Western 1/3),


FULTON, HANCOCK, HARDIN (North of a line drawn from Maysville


to a point 4 miles south of the northern line on the eastern


line), HENRY, HURON (West of a line drawn from the northern


border through Monroeville & Willard), LUCAS, OTTAWA, PUTNAM


(East of a line drawn from the northern border down through


Miller City to where #696 meets the southern border), SANDUSKY,


SENECA, WILLIAMS (East of a line drawn from Pioneer through


Stryker to the southern border), WOOD & WYANDOT (North of Rte.


#30)


                                  Rates          Fringes


IRONWORKER  


     Fence Erector...............$ 19.75            14.45


     Flat Road Mesh..............$ 20.75            14.45


     Tunnels & Caissons Under 


     Pressure....................$ 28.50            14.45


     All Other Work..............$ 28.00            14.45


----------------------------------------------------------------


 IRON0147-002 06/01/2007


ALLEN (Northern half), DEFIANCE (Northern part, excluding south


of a line drawn from where Rte. #66 meets the northern line


through Independence to the eastern county border), MERCER


(Northern half), PAULDING, PUTNAM (Western part, excluding east


of a line drawn from the northern border down through Miller


City to where #696 meets the southern border), VAN WERT &


WILLIAMS (Western part, excluding east of a line drawn from


Pioneer through Stryker to the southern border)


                                  Rates          Fringes


IRONWORKER.......................$ 23.02            15.67


----------------------------------------------------------------


 IRON0172-002 06/01/2008


CHAMPAIGN (Eastern one-third), CLARK (Eastern one-fourth),


COSHOCTON (West of a line beginning at the northwestern county


line going through Walhonding & Tunnel Hill to the southern


county line), CRAWFORD (South of Rte. #30), DELAWARE,


FAIRFIELD, FAYETTE, FRANKLIN, HARDIN (Excluding a line drawn


from Roundhead to Maysville), HIGHLAND (Eastern one-fifth),


HOCKING, JACKSON (Northern half), KNOX, LICKING, LOGAN (Eastern


one-third), MADISON, MARION, MORROW, MUSKINGUM (West of a line


starting at Adams Mill going to Adamsville & going from


Adamsville through Blue Rock to the southern border), PERRY,


PICKAWAY, PIKE (Northern half), ROSS, UNION, VINTON & WYANDOT


(South of Rte. #30)


                                  Rates          Fringes


IRONWORKER.......................$ 25.57            15.45


----------------------------------------------------------------


* IRON0207-004 06/01/2008


ASHTABULA (Southern part starting at the Geauga County line),


COLUMBIANA (E. of a line from Damascus to Highlandtown),


MAHONING (N. of Old Route #224), PORTAGE (E. of a line from


Middlefield to Shalersville to Deerfield) & TRUMBULL


                                  Rates          Fringes


IRONWORKER  


     Layout; Sheeter.............$ 27.31            16.03


     Ornamental; Reinforcing; 


     Structural..................$ 26.31            16.03


----------------------------------------------------------------


 IRON0290-002 06/01/2007


ALLEN (Southern half), AUGLAIZE, BUTLER (North of a line drawn


from east to the west county line going through Oxford,


Darrtown & Woodsdale), CHAMPAIGN (Excluding east of a line


drawn  from Catawla to the point where #68 intersects the


northern  county line), CLARK (Western two-thirds), CLINTON


(Excluding  south of a line drawn from Blanchester to


Lynchburg), DARKE,  GREENE, HIGHLAND (Inside lines drawn from


Marshall to Lynchburg  & from the northern county line through


East Monroe to  Marshall), LOGAN (West of a line drawn from


West Liberty to  where the northern county line meets the


western county line of  Hardin), MERCER (Southern half), MIAMI,


MONTGOMERY, PREBLE,  SHELBY & WARREN (Excluding south of a line


drawn from  Blanchester through Morrow to the western county


line)


                                  Rates          Fringes


IRONWORKER  


     Beyond 25 mile radius of 


     L.U. #290 Office, Dayton....$ 24.43            15.85


     Within 25 mile radius of 


     L.U. #290 Office, Dayton....$ 24.28            15.85


----------------------------------------------------------------


 IRON0348-005 08/01/2003


ASHTABULA (Eastern part from Lake Erie on the north to route


#322 on the south to include Conneaut, Kingsville, Sheffield,


Denmark, Dorset, Cherry Valley, Wayne, Monroe, Pierpont,


Richmond, Andover & Williamsfield Townships)


                                  Rates          Fringes


IRONWORKER  


     Structural, excluding 


     metal building erection & 


     Reinforcing.................$ 22.17            13.35


----------------------------------------------------------------


 IRON0372-002 06/01/2007


ADAMS (Western Part), BROWN, BUTLER (Southern Part), CLERMONT,


CLINTON (South of a line drawn from Blanchester to Lynchburg),


HAMILTON, HIGHLAND (Excluding eastern one-fifth & portion of


county inside lines drawn from Marshall to Lynchburg from the


northern county line through E. Monroe to Marshall) &


WARREN(South of a line drawn from Blanchester through Morrow to


the west county line)


                                  Rates          Fringes


IRONWORKER, REINFORCING  


     Beyond 30-mile radius of 


     Hamilton County Courthouse..$ 25.40            14.85


     Up to & including 30-mile 


     radius of Hamilton County 


     Courthouse..................$ 25.15            14.85


----------------------------------------------------------------


 IRON0549-003 07/01/2003


BELMONT, GUERNSEY, HARRISON, JEFFERSON, MONROE & MUSKINGUM


(Excluding portion west of a line starting at Adams Mill going


to Adamsville and going from Adamsville through Blue Rock to


the south border)


                                  Rates          Fringes


IRONWORKER.......................$ 25.82            12.64


----------------------------------------------------------------


 IRON0550-004 05/01/2008


ASHLAND, CARROLL, COLUMBIANA (W. of a line from Damascus to


Highlandtown), COSHOCTON (E. of a line beginning at NW Co. line


going through Walhonding & Tunnel Hill to the South Co. line),


HOLMES, HURON (S. of Old Rte. #224), MAHONING (S. of Old Rte.


#224), MEDINA (S. of Old Rte. #224), PORTAGE (S. of Old Rte.


#224), RICHLAND, STARK, SUMMIT (S. of Old Rte. #224, Excluding


city limits of Barberton), TUSCARAWAS, & WAYNE


                                  Rates          Fringes


Ironworkers:Structural,   


Ornamental and Reinforcing.......$ 23.88            16.07


----------------------------------------------------------------


* IRON0769-004 06/01/2008


ADAMS (Eastern Half), GALLIA, JACKSON (Southern Half), LAWRENCE


& SCIOTO


                                  Rates          Fringes


IRONWORKER  


     ZONE 1......................$ 27.12            17.07


     ZONE 2......................$ 27.52            17.07


     ZONE 3......................$ 29.12            17.07


  ZONE 1 - Up to 10 mile radius of Union Hall, Ashland, Ky.,


  1643 Greenup Ave.


  ZONE 2 - 10 to 50 mile radius of Union Hall, Ashland, Ky.,


  1643 Greenup Ave.


  ZONE 3 - 50 mile radius & over of Union Hall, Ashland, Ky.,


  1643 Greenup Ave.


----------------------------------------------------------------


 IRON0787-003 01/01/2008


ATHENS, MEIGS, MORGAN, NOBLE & WASHINGTON


                                  Rates          Fringes


IRONWORKER.......................$ 26.27            15.60


----------------------------------------------------------------


 LABO0265-008 05/01/2008


                                  Rates          Fringes


LABORER  


     ASHTABULA, ERIE, HURON, 


     LORAIN, LUCAS, MAHONING, 


     MEDINA, OTTAWA,   PORTAGE, 


     SANDUSKY, STARK, SUMMIT, 


     TRUMBULL & WOOD COUNTIES


      GROUP 1....................$ 25.55             6.70


      GROUP 2....................$ 25.72             6.70


      GROUP 3....................$ 26.05             6.70


      GROUP 4....................$ 26.50             6.70


     CUYAHOGA AND GEAUGA 


     COUNTIES ONLY: SEWAGE 


     PLANTS, WASTE PLANTS, 


     WATER TREATMENT 


     FACILITIES, PUMPING 


     STATIONS, & ETHANOL PLANTS 


     CONSTRUCTION................$ 28.16             6.70


     CUYAHOGA, GEAUGA & LAKE 


     COUNTIES


      GROUP 1....................$ 26.78             6.70


      GROUP 2....................$ 26.95             6.70


      GROUP 3....................$ 27.28             6.70


      GROUP 4....................$ 27.73             6.70


     REMAINING COUNTIES OF OHIO


      GROUP 1....................$ 25.12             6.70


      GROUP 2....................$ 25.29             6.70


      GROUP 3....................$ 25.62             6.70


      GROUP 4....................$ 26.07             6.70


LABORER CLASSIFICATIONS    


  GROUP 1 - Asphalt Laborer; Carpenter Tender; Concrete Curing


  Applicator; Dump Man (Batch Truck); Guardrail and Fence


  Installer; Joint Setter; Laborer (Construction); Landscape


  Laborer; Highway Lighting Worker; Signalization Worker;


  Mesh Handlers & Placer; Right-of-way Laborer; Riprap


  Laborer & Grouter; Scaffold Erector; Seal Coating; Surface


  Treatment or Road Mix Laborer; Sign Installer; Slurry Seal;


  Utility Man; Bridge Man; Handyman; Waterproofing Laborer;


  Flagperson; Hazardous Waste (level D); Diver Tender; Zone


  Person & Traffic Control


  GROUP 2 - Skid Steer; Asphalt Raker; Concrete Puddler; Kettle


  Man Pipeline); Machine Driven Tools (Gas, Electric, Air);


  Mason Tender; Brick Paver; Mortar Mixer; Power Buggy or


  Power Wheelbarrow; Sheeting & Shoring Man; Surface Grinder


  Man; Plastic Fusing Machine Operator; Pug Mill Operator; &


  Vacuum Devices (wet or dry); Rodding Machine Operator;


  Diver; Screwman or Paver; Screed Person; Water Blast, Hand


  Held Wand; Pumps 4" & Under (Gas, Air or Electric) &


  Hazardous Waste (level C); Air Track and Wagon Drill;


  Bottom Person; Cofferdam (below 25 ft. deep); Concrete Saw


  Person; Cutting with Burning Torch; Form Setter; Hand


  Spiker (Railroad); Pipelayer; Tunnel Laborer (without air)


  & Caisson; Underground Person (working in Sewer and


  Waterline, Cleaning, Repairing & Reconditioning);


  Sandblaster Nozzle Person; & Hazardous Waste (level B)


  GROUP 3 - Blaster; Mucker; Powder Person; Top Lander;


  Wrencher (Mechanical Joints & Utility Pipeline); Yarner;


  Hazardous Waste (level A); Concrete Specialist; Concrete


  Crew in Tunnels (With Air-pressurized - $1.00 premium);


  Curb Setter & Cutter; Grade Checker; Utility Pipeline


  Tapper; Waterline; and Caulker


  GROUP 4 - Miner (With Air-pressurized - $1.00 premium); &


  Gunite Nozzle Person


TUNNEL LABORER WITH AIR-PRESSURIZED ADD $1.00 TO BASE RATE


  SIGNAL PERSON WILL RECEIVE THE RATE EQUAL TO THE RATE PAID


  THE LABORER CLASSIFICATION FOR WHICH HE OR SHE IS SIGNALING.


----------------------------------------------------------------


 PAIN0006-002 05/01/2008


ASHTABULA, CUYAHOGA, GEAUGA, LAKE, LORAIN, PORTAGE (N. of the


East-West Turnpike) & SUMMIT (N. of the East-West Turnpike)


                                  Rates          Fringes


PAINTER  


     COMMERCIAL NEW WORK; 


     REMODELING; & RENOVATIONS


      GROUP 1....................$ 26.59            10.17


      GROUP 2....................$ 26.99            10.17


      GROUP 3....................$ 27.29            10.17


      GROUP 4....................$ 28.29            10.17


     COMMERCIAL REPAINT


      GROUP 1....................$ 25.09            10.17


      GROUP 2....................$ 25.49            10.17


      GROUP 3....................$ 25.79            10.17


  PAINTER CLASSIFICATIONS - COMMERCIAL NEW WORK; REMODELING; &


  RENOVATIONS


GROUP 1 - Brush; & Roller   


GROUP 2 - Sandblasting & Buffing   


  GROUP 3 - Spray Painting; Closed Steel Above 55 feet; Bridges


  & Open Structural Steel; Tanks - Water Towers; Bridge


  Painters; Bridge Riggers; Containment Builders


GROUP 4 - Bridge Blaster 


PAINTER CLASSIFICATIONS - COMMERCIAL REPAINT    


GROUP 1 - Brush; & Roller   


GROUP 2 - Sandblasting & Buffing   


GROUP 3 - Spray Painting


----------------------------------------------------------------


 PAIN0006-014 07/01/2007


FULTON, HENRY, LUCAS, OTTAWA (Excluding Allen, Bay, Bono,


Catawba  Island, Clay Center, Curtice, Danbury, Eagle Beach,


Elliston, Elmore, Erie, Fishback, Gem Beach & Genova) & WOOD


                                  Rates          Fringes


PAINTER  


     NEW COMMERCIAL WORK


      GROUP 1....................$ 24.76            10.69


      GROUP 2....................$ 25.01            10.69


      GROUP 3....................$ 25.26            10.69


      GROUP 4....................$ 25.51            10.69


      GROUP 5....................$ 25.46            10.69


      GROUP 6....................$ 25.76            10.69


      GROUP 7....................$ 26.06            10.69


REPAINT IS 90% OF JR                      


PAINTER CLASSIFICATIONS    


GROUP 1 - Brush, Spray & Sandblasting Pot Tender    


  GROUP 2 - Refinery & Refinery Tanks; Surfaces 30 ft. or over


  where material is applied to or labor performed on above


  ground level (exterior), floor level (interior)


GROUP 3 - Swing Stage & Chair    


  GROUP 4 - Solvent-Based Catalized Epoxy Materials of 2 or


  More Component Materials, to include Solvent-Based


  Conversion Varnish


  GROUP 5 - All Methods of Spray, Paint or Any Material applied


  with a Pressure Device


  GROUP 6 - Solvent Based Material; Sand and Abrasive Blasting


  GROUP 7 - Television & Radio Tower, Bridge, Horizontal Cable


  & Tank/Stack/Water Tank over 30 ft. (all include


  Scaffolding-Brush)


----------------------------------------------------------------


 PAIN0006-021 07/01/2007


ALLEN, AUGLAIZE, CHAMPAIGN, DEFIANCE, HARDIN, LOGAN, MERCER,


PAULDING, PUTNAM, SHELBY, VAN WERT & WILLIAMS


                                  Rates          Fringes


PAINTER  


     Brush & Roller..............$ 22.60             8.20


     Drywall Finishing & Taping..$ 21.50             8.20


     Lead Abatement..............$ 24.35             8.20


     Spray, Sandblasting, 


     Pressure Cleaning & 


     Refinery....................$ 23.35             8.20


     Swing Stage, Chair, 


     Spiders & Cherry Pickers....$ 22.85             8.20


     Wallcoverings...............$ 21.30             8.20


  All surfaces 40 ft. or over where material is applied to or


  labor performed on, above ground level (exterior), floor


  level (interior) - $.50 premium


Applying Coal Tar Products - $1.00 premium


----------------------------------------------------------------


* PAIN0012-008 06/14/2008


BUTLER


                                  Rates          Fringes


PAINTER  


     GROUP 1.....................$ 20.49             6.83


     GROUP 2.....................$ 23.10             6.83


     GROUP 3.....................$ 23.60             6.83


     GROUP 4.....................$ 23.85             6.83


     GROUP 5.....................$ 24.10             6.83


PAINTER CLASSIFICATIONS   


  GROUP 1:  Bridge Equipment Tender; Bridge/Containment Builder


GROUP 2:  Brush & Roller   


GROUP 3:  Spray   


GROUP 4:  Sandblasting; & Waterblasting   


  GROUP 5:  Elevated Tanks; Steeplejack Work; Bridge; & Lead


  Abatement


----------------------------------------------------------------


* PAIN0012-010 06/14/2008


BROWN, CLERMONT, CLINTON, HAMILTON & WARREN


                                  Rates          Fringes


PAINTER  


     HEAVY & HIGHWAY BRIDGES-


     GUARDRAILS-LIGHTPOLES-


     STRIPING


      Bridge Equipment Tender 


      and Containment Builder....$ 20.49             6.83


      Bridges when highest 


      point of clearance is 60 


      feet or more; & Lead 


      Abatement Projects.........$ 24.10             6.83


      Brush & Roller.............$ 23.10             6.83


      Sandblasting & Hopper 


      Tender; Water Blasting.....$ 23.85             6.83


      Spray......................$ 23.60             6.83


----------------------------------------------------------------


 PAIN0012-014 05/01/2007


DELAWARE, FAIRFIELD, FAYETTE, FRANKLIN, MADISON, PICKAWAY, ROSS


& UNION


                                  Rates          Fringes


PAINTER  


     Bridges.....................$ 32.25             8.27


     Brush; Roller...............$ 22.77             8.27


     Sandblasting; 


     Steamcleaning; 


     Waterblasting (3500 PSI or 


     Over)& Hazardous Work.......$ 23.47             8.27


     Spray.......................$ 23.27             8.27


     Stacks; Tanks; & Towers.....$ 26.28             8.27


     Structural Steel & Swing 


     Stage.......................$ 23.07             8.27


----------------------------------------------------------------


 PAIN0093-001 12/01/2007


ATHENS, GUERNSEY, HOCKING, MONROE, MORGAN, NOBLE & WASHINGTON


                                  Rates          Fringes


PAINTER  


     Base Rate; Power 


     Generating Facilities.......$ 24.27             9.95


     Bridges; Locks; Dams; High 


     Tension Towers; Energized 


     Substations.................$ 27.17             9.95


----------------------------------------------------------------


* PAIN0249-002 05/01/2008


CLARK, DARKE, GREENE, MIAMI, MONTGOMERY & PREBLE


                                  Rates          Fringes


PAINTER  


     GROUP 1 - Brush & Roller....$ 22.29             7.48


     GROUP 2 - Swing, Scaffold 


     Bridges; Structural Steel; 


     Open Acid Tank; High 


     Tension Electrical 


     Equipment; & Hot Pipes......$ 22.70             7.48


     GROUP 3 - Spray; 


     Sandblast; Steamclean; 


     Lead Abatement..............$ 23.04             7.48


     GROUP 4 - Steeplejack Work..$ 23.24             7.48


     GROUP 5 - Coal Tar..........$ 23.79             7.48


     GROUP 6 - Bridge Equipment 


     Tender & or Containment 


     Builder.....................$ 25.88             7.48


     GROUP 7 - Tanks, Stacks & 


     Towers......................$ 26.28             7.48


     GROUP 8 - Bridge Blaster, 


     Rigger......................$ 32.25             7.48


----------------------------------------------------------------


 PAIN0356-002 07/01/2007


KNOX, LICKING, MUSKINGUM & PERRY


                                  Rates          Fringes


PAINTER  


     Bridge Equipment Tenders & 


     Containment Builders........$ 26.69             6.95


     Bridges; Blasters & Riggers.$ 33.36             6.95


     Brush & Roller..............$ 19.66             6.95


     Sandblasting; Steam 


     Cleaning; Waterblasting & 


     Hazardous Work..............$ 24.58             6.95


     Spray.......................$ 20.16             6.95


     Structural Steel & Swing 


     Stage.......................$ 24.18             6.95


     Tanks; Stacks & Towers......$ 27.39             6.95


----------------------------------------------------------------


 PAIN0406-002 06/01/2007


ASHLAND, CRAWFORD, MARION, MORROW & RICHLAND


                                  Rates          Fringes


PAINTER..........................$ 22.82             8.30


----------------------------------------------------------------


 PAIN0438-002 12/01/2007


BELMONT, HARRISON & JEFFERSON


                                  Rates          Fringes


PAINTER  


     Base Rate; Power 


     Generating Facilities.......$ 24.10             9.95


     Bridges; Locks; Dams; High 


     Tension Towers; Energized 


     Substations.................$ 27.00             9.95


----------------------------------------------------------------


* PAIN0476-001 06/01/2008


COLUMBIANA, MAHONING & TRUMBULL


                                  Rates          Fringes


PAINTER  


     GROUP 1.....................$ 22.95             9.40


     GROUP 2.....................$ 23.15             9.40


     GROUP 3.....................$ 23.16             9.40


     GROUP 4.....................$ 23.45             9.40


     GROUP 5.....................$ 23.60             9.40


     GROUP 6.....................$ 23.85             9.40


     GROUP 7.....................$ 24.03             9.40


PAINTER CLASSIFICATIONS   


GROUP 1:  Brush & Roller   


GROUP 2:  Bridges   


GROUP 3:  Structural Steel   


GROUP 4:  Spray, Except Bar Joist/Deck   


  GROUP 5:  Epoxy/Mastic; Spray- Bar Joist/Deck; Working Above


  50 Feet; Swingstages


GROUP 6:  Tanks; Sandblasting   


GROUP 7:  Towers; Stacks


----------------------------------------------------------------


 PAIN0555-002 06/01/2007


ADAMS, HIGHLAND, JACKSON, PIKE & SCIOTO


                                  Rates          Fringes


PAINTER  


     GROUP 1.....................$ 24.02            10.78


     GROUP 2.....................$ 25.07            10.78


     GROUP 3.....................$ 26.14            10.78


     GROUP 4.....................$ 28.22            10.78


PAINTER CLASSIFICATIONS   


GROUP 1 - Containment Builder   


GROUP 2 - Brush; Roller; Power Tools, Under 40 feet   


  GROUP 3 - Sand Blasting; Spray; Steam Cleaning; Pressure


  Washing; Epoxy & Two Component Materials; Lead Abatement;


  Hazardous Waste; Toxic Materials; Bulk & Storage Tanks of


  25,000 Gallon Capacity or More; Elevated Tanks


GROUP 4 - Stacks; Bridges


----------------------------------------------------------------


 PAIN0603-002 06/01/2007


CARROLL, COSHOCTON, HOLMES, STARK, TUSCARAWAS & WAYNE


                                  Rates          Fringes


PAINTER  


     Bridges; Towers, Poles & 


     Stacks; Sandblasting 


     Steel; Structural Steel & 


     Metalizing..................$ 20.71             8.60


     Brush & Roller..............$ 20.00             8.60


     Spray; Tank Interior & 


     Exterior....................$ 20.53             8.60


----------------------------------------------------------------


 PAIN0639-001 05/01/2003


                                  Rates          Fringes


Sign Painter & Erector...........$ 17.57       4.55+a+b+c


  FOOTNOTES: a. 7 Paid Holidays: New Year's Day; Memorial Day;


  July 4th; Labor Day; Thanksgiving Day; Christmas Day & 1


  Floating Day


  b. Vacation Pay: After 1 year's service - 5 days' paid


  vacation; After 2, but less than 10 years' service - 10


  days' paid vacation; After 10, but less than 20 years'


  service - 15 days' paid vacation; After 20 years' service -


  20 days' paid vacation


  c. Funeral leave up to 3 days maximum paid leave for death of


  mother, father, brother, sister, spouse, child,


  mother-in-law, father-in-law, grandparent and inlaw


  provided employee attends funeral


----------------------------------------------------------------


 PAIN0788-002 06/01/2007


ERIE, HANCOCK, HURON, OTTAWA (Allen, Bay, Bono, Catawba Island,


Clay Center, Curtice, Danbury, Eagle Beach, Elliston, Elmore,


Erie, Fishback, Gem Beach & Genoa), SANDUSKY, SENECA & WYANDOT


                                  Rates          Fringes


PAINTER  


     Brush & Roller..............$ 21.82             8.66


     Structural Steel............$ 23.27             8.66


WINTER REPAINT:  Between December 1 to March 31 - 90%JR   


  $.50 PER HOUR SHALL BE ADDED TO THE RATE OF PAY FOR THE


  CLASSIFICATION OF WORK:


  While working swingstage, boatswain chair, needle beam and


  horizontal cable. While operating sprayguns, sandblasting,


  cobblasting and high pressure waterblasting (4000psi).


  $1.00 PER HOUR SHALL BE ADDED TO THE RATE OF PAY FOR THE


  CLASSIFICATION OF WORK:


  For the application of catalized epoxy, including latex epoxy


  that is deemed hazardous, lead abatement, or for work or


  material where special precautions beyond normal work


  duties must be taken. For working on stacks, tanks, and


  towers over 40 feet in height.


----------------------------------------------------------------


 PAIN0841-001 06/01/2007


MEDINA, PORTAGE (South of and including Ohio Turnpike), &


SUMMIT (South of and including Ohio Turnpike)


                                  Rates          Fringes


Painters:  


     GROUP 1.....................$ 23.05             8.98


     GROUP 2.....................$ 23.70             8.98


     GROUP 3.....................$ 23.80             8.98


     GROUP 4.....................$ 23.90             8.98


     GROUP 5.....................$ 24.30             8.98


     GROUP 6.....................$ 37.70             8.98


GROUP 1 - Brush, Roller & Paperhanger


GROUP 2 - Epoxy Application


  GROUP 3 - Night Rate, Swing Scaffold, Bosum Chair & Window


  Jack


GROUP 4 - Spray Gun Operator of Any & All Coatings


  GROUP 5 - Sandblast, Painting of Standpipes, etc. from


  Scaffolds, Bridge Work and/or Open Structural Steel,


  Standpipes and/or Water Towers, Synthetic Exterior, Lead


  Abatement, Asbestos Removal, Drywall Finisher and/or Taper,


  Drywall Finisher and Follow-up Man Using Automatic Tools


  GROUP 6 - Public & Commerce Transportation, Steel or


  Galvanized, Bridges, Tunnels & Related Support Items


----------------------------------------------------------------


 PAIN0970-007 12/01/2007


GALLIA, LAWRENCE, MEIGS & VINTON


                                  Rates          Fringes


PAINTER  


     Base Rate...................$ 24.23             9.95


     Bridges, Locks, Dams & 


     Tension Towers..............$ 27.13             9.95


----------------------------------------------------------------


 PLUM0042-002 07/01/2007


ASHLAND, CRAWFORD, ERIE, HURON, KNOX, LORAIN, MORROW, RICHLAND


&  WYANDOT


                                  Rates          Fringes


Plumber, Pipefitter,   


Steamfitter......................$ 26.30            14.90


----------------------------------------------------------------


 PLUM0050-002 01/01/2008


DEFIANCE, FULTON, HANCOCK, HENRY, LUCAS, OTTAWA, PAULDING,


PUTNAM, SANDUSKY, SENECA, WILLIAMS & WOOD


                                  Rates          Fringes


Plumber, Pipefitter,   


Steamfitter......................$ 32.11            16.98


----------------------------------------------------------------


 PLUM0055-003 05/01/2008


ASHTABULA, CUYAHOGA, GEAUGA, LAKE, MEDINA (N. of Rte. #18 &


Smith Road) & SUMMIT (N. of Rte. #303, including the corporate


limits of the city of Hudson)


                                  Rates          Fringes


PLUMBER..........................$ 31.50            17.75


----------------------------------------------------------------


 PLUM0083-001 07/01/2007


BELMONT & MONROE (North of Rte. #78)


                                  Rates          Fringes


Plumber and Steamfitter..........$ 28.76            14.68


----------------------------------------------------------------


 PLUM0094-002 05/01/2007


CARROLL (N. half), STARK & WAYNE


                                  Rates          Fringes


PLUMBER/PIPEFITTER...............$ 26.10            13.92


----------------------------------------------------------------


 PLUM0120-002 05/01/2008


ASHTABULA, CUYAHOGA, GEAUGA, LAKE, LORAIN (the C.E.I. Power


House in Avon Lake), MEDINA (N. of Rte. #18) & SUMMIT (N. of


#303)


                                  Rates          Fringes


PIPEFITTER.......................$ 33.17            16.10


----------------------------------------------------------------


* PLUM0162-002 06/01/2008


CHAMPAIGN, CLARK, CLINTON, DARKE, FAYETTE, GREENE, MIAMI,


MONTGOMERY & PREBLE


                                  Rates          Fringes


Plumber, Pipefitter,   


Steamfitter......................$ 27.50            16.07


----------------------------------------------------------------


* PLUM0168-002 06/01/2008


MEIGS, MONROE (South of Rte. #78), MORGAN (South of Rte. #78)


& WASHINGTON


                                  Rates          Fringes


PLUMBER/PIPEFITTER...............$ 29.73            15.32


----------------------------------------------------------------


* PLUM0189-002 06/01/2008


DELAWARE, FAIRFIELD, FRANKLIN, HOCKING, LICKING, MADISON,


MARION,  PERRY, PICKAWAY, ROSS & UNION


                                  Rates          Fringes


Plumber, Pipefitter,   


Steamfitter......................$ 30.01            15.48


----------------------------------------------------------------


 PLUM0219-002 06/01/2007


MEDINA (Rte. #18 from eastern edge of Medina Co., west to


eastern corporate limits of the city of Medina, & on the county


road from the west corporate limits of Medina running due west


to and through community of Risley to the western edge of


Medina County - All territory south of this line), PORTAGE &


SUMMIT (S. of Rte. #303)


                                  Rates          Fringes


Plumber and Steamfitter..........$ 28.56            16.11


----------------------------------------------------------------


 PLUM0392-002 06/01/2007


BROWN, BUTLER, CLERMONT, HAMILTON & WARREN


                                  Rates          Fringes


PLUMBER/PIPEFITTER...............$ 27.96            13.13


----------------------------------------------------------------


 PLUM0396-001 06/01/2008


COLUMBIANA (Excluding Washington & Yellow Creek Townships &


Liverpool Twp. - Secs. 35 & 36 - West of County Road #427),


MAHONING & TRUMBULL


                                  Rates          Fringes


PLUMBER/PIPEFITTER...............$ 26.66            14.06


----------------------------------------------------------------


 PLUM0495-002 06/01/2008


CARROLL (Rose, Monroe, Union, Lee, Orange, Perry & Loudon


Townships), COLUMBIANA (Washington & Yellow Creek Townships &


Liverpool Township, Secs. 35 & 36, West of County Rd. #427),


COSHOCTON, GUERNSEY, HARRISON, HOLMES, JEFFERSON, MORGAN (South


to State Rte. #78 & from McConnelsville west on State Rte. #37


to the Perry County line), MUSKINGUM, NOBLE & TUSCARAWAS


                                  Rates          Fringes


Plumber, Pipefitter,   


Steamfitter......................$ 29.23            14.38


----------------------------------------------------------------


* PLUM0577-002 06/01/2008


ADAMS, ATHENS, GALLIA, HIGHLAND, JACKSON, LAWRENCE, PIKE,


SCIOTO & VINTON


                                  Rates          Fringes


Plumber, Pipefitter,   


Steamfitter......................$ 25.70            16.22


----------------------------------------------------------------


* PLUM0776-002 07/01/2008


ALLEN, AUGLAIZE, HARDIN, LOGAN, MERCER, SHELBY & VAN WERT


                                  Rates          Fringes


Plumber, Pipefitter,   


Steamfitter......................$ 29.05            14.85


----------------------------------------------------------------


 TEAM0377-003 05/01/2008


STATEWIDE, EXCEPT CUYAHOGA, GEAUGA & LAKE


                                  Rates          Fringes


TRUCK DRIVER  


     GROUP 1.....................$ 21.93            10.51


     GROUP 2.....................$ 22.35            10.51


TRUCK DRIVER CLASSIFICATIONS   


  GROUP 1 - Asphalt Distributor; Batch; 4- Wheel Service;


  4-Wheel Dump; Oil Distributor & Tandem


  GROUP 2 - Tractor-Trailer Combination: Fuel; Pole Trailer;


  Ready Mix; Semi-Tractor; & Asphalt Oil Spraybar Man When


  Operated From Cab; 5 Axles & Over; Belly Dump; End Dump;


  Articulated Dump; Heavy Duty Equipment; Low Boy; & Truck


  Mechanic


----------------------------------------------------------------


 TEAM0436-002 05/01/2008


CUYAHOGA, GEAUGA & LAKE


                                  Rates          Fringes


TRUCK DRIVER  


     GROUP 1.....................$ 24.45            10.35


     GROUP 2.....................$ 24.95            10.35


GROUP 1:  Straight & Dump, Straight Fuel


  GROUP 2:  Semi Fuel, Semi Tractor, Euclids, Darts, Tank,


  Asphalt Spreaders, Low Boys, Carry-All, Tourna-Rockers,


  Hi-Lifts, Extra Long Trailers, Semi-Pole Trailers, Double


  Hook-Up Tractor Trailers including Team Track & Railroad


  Siding, Semi-Tractor & Tri-Axle Trailer, Tandem Tractor &


  Tandem Trailer, Tag Along Trailer, Expandable Trailer or


  Towing Requiring Road Permits, Ready-Mix (Agitator or


  Non-Agitator), Bulk Concrete Driver, Dry Batch Truck,


  Articulated End Dump


----------------------------------------------------------------


WELDERS - Receive rate prescribed for craft performing


operation to which welding is incidental.


================================================================


Unlisted classifications needed for work not included within


the scope of the classifications listed may be added after


award only as provided in the labor standards contract clauses


(29CFR 5.5 (a) (1) (ii)).


----------------------------------------------------------------


In the listing above, the "SU" designation means that rates


listed under the identifier do not reflect collectively


bargained wage and fringe benefit rates.  Other designations


indicate unions whose rates have been determined to be


prevailing.


----------------------------------------------------------------


                   WAGE DETERMINATION APPEALS PROCESS


1.) Has there been an initial decision in the matter? This can


be:


*  an existing published wage determination


*  a survey underlying a wage determination


*  a Wage and Hour Division letter setting forth a position on


   a wage determination matter


*  a conformance (additional classification and rate) ruling


On survey related matters, initial contact, including requests


for summaries of surveys, should be with the Wage and Hour


Regional Office for the area in which the survey was conducted


because those Regional Offices have responsibility for the


Davis-Bacon survey program. If the response from this initial


contact is not satisfactory, then the process described in 2.)


and 3.) should be followed.


With regard to any other matter not yet ripe for the formal


process described here, initial contact should be with the


Branch of Construction Wage Determinations.  Write to:



Branch of Construction Wage Determinations



Wage and Hour Division



U.S. Department of Labor



200 Constitution Avenue, N.W.



Washington, DC 20210


2.) If the answer to the question in 1.) is yes, then an


interested party (those affected by the action) can request


review and reconsideration from the Wage and Hour Administrator


(See 29 CFR Part 1.8 and 29 CFR Part 7). Write to:



Wage and Hour Administrator



U.S. Department of Labor



200 Constitution Avenue, N.W.



Washington, DC 20210


The request should be accompanied by a full statement of the


interested party's position and by any information (wage


payment data, project description, area practice material,


etc.) that the requestor considers relevant to the issue.


3.) If the decision of the Administrator is not favorable, an


interested party may appeal directly to the Administrative


Review Board (formerly the Wage Appeals Board).  Write to:



Administrative Review Board



U.S. Department of Labor



200 Constitution Avenue, N.W.



Washington, DC 20210


4.) All decisions by the Administrative Review Board are final.


================================================================


          END OF GENERAL DECISION



_1278935965.doc
NOTICE TO BIDDER/OFFEROR


For proper identification and handling of your bid/offer, ENSURE the following information is on the envelope containing your bid/offer or complete and affix the below label on the lower left corner of the envelope.


BID/OFFER


		SOLICITATION NO.  


HSCG83-08-B-3WT311



		DATE FOR RECEIPT OF BID/OFFER


05 SEP 2008



		TIME OF RECEIPT OF BID/OFFER


                                            |                  2:30  PM



		OFFICE DESIGNATED TO RECEIVE BID/OFFER


CONTRACTING OFFICER


U. S. COAST GUARD


CIVIL ENGINEERING UNIT CLEVELAND


1240 E. NINTH ST., ROOM 2179


CLEVELAND, OH 44199-2060






_1278936242.doc
		SOLICITATION OFFER


AND AWARD


(Construction, Alteration, or Repair)

		1. SOLICITATION NO.


HSCG83-08-B-3WT311

		2. tYPE OF SOLICITATION


   FORMCHECKBOX 
 sealed bid (ifb)

   FORMCHECKBOX 
 negotiated (rfp)

		3. DATE ISSUED


07/31/2008

		PAGE OF PAGES


  of   



		IMPORTANT - The "offer" section on page 2 must be fully completed by offeror.



		4. contract nO.


     

		5. requisition/purchase request no.


                         Lodge

		6. project no.


09-C03271



		7. issued by                                                                           code

		     

		8. address offer to



		Contracting Officer (cp)                  USCG Civil Engineering Unit               1240 E. Ninth St., Room 2179              Cleveland, Ohio  44199-2060

		Same as Block 7.


Note:  Solicitations, Amendments, bid opening results, etc. are available at 


https://www.fbo.gov 







		9. FOR INFORMATION
              CALL

		a. name


Laurie Walker

		b telephone no. (Include area code) (no collect calls)

216-902-6110



		SOLICITATION



		NOTE: In sealed bid solicitations "offer" and "offeror" mean "bid" and "bidder".



		10. THE GOVERNMENT REQUIRES PERFORMANCE OF THE WORK DESCRIBED IN THESE DOCUMENTS (Title, identifying no., date):


INSTALL FLOATING DOCKS, USCG STATION LORAIN,OH

Bid Item(s) - See SECTION B - Supplies or Services and Prices/costs.


Davis Bacon Area Wage Rates apply to this project.


This procurement is a Total HUBZone Small Business Set-Aside.


The Liquidated Damages clause is not included in this solicitation.

Any amendments issued to this solicitation will be posted at the website listed in Block 8.


Note:  All questions pertaining to this solicitation shall be submitted, IN WRITING, to the address in Block 7 or faxed to 216-902-6277/78,  Attn: Laurie Walker.  Please utilize the 


"Request for Information" attachment for this purpose.  All questions must be received in this office not later than five working days prior to the bid opening. 







		11. The contractor shall begin performance within    10  calendar days and complete it within    120  calendar days after receiving


 FORMCHECKBOX 
 award,    FORMCHECKBOX 
 notice to proceed.  This performance period is    FORMCHECKBOX 
 mandatory,    FORMCHECKBOX 
 negotiable.  (See 52.211-10 )



		12A. THE CONTRACTOR MUST FURNISH ANY REQUIRED PERFORMANCE AND PAYMENT BONDS?


         (If "YES", indicate within how many calendar days after award in Item 12B.)


 FORMCHECKBOX 
 YES        FORMCHECKBOX 
 NO

		12B. CALENDAR DAYS


Ten



		13. ADDITIONAL SOLICITATION REQUIREMENTS:



A. 
Sealed offers in original and  0  copies to perform the work required are due at the place specified in Item 8 by  2:30 PM  (hour)
local time  09/05/2008  (date).  If this is a sealed bid solicitation, offers must be publicly opened at that time.  Sealed envelopes
containing offers shall be marked to show the offeror's name and address, the solicitation number, and the date and time offers are due.



B. 
An offer guarantee    FORMCHECKBOX 
 is,    FORMCHECKBOX 
 is not required.



C. 
All offers are subject to the (1) work requirements, and (2) other provisions and clauses incorporated in the solicitation in full text or by
reference.



D. 
Offers providing less than  60  calendar days for Government acceptance after the date offers are due will not be considered and
will be rejected.









STANDARD FORM 1442 (Rev. 4-85)



Prescribed by GSA



FAR (48 CFR) 53.236-1(e)


53.301-1442
FEDERAL ACQUISITION REGULATION (FAR)


		OFFER (Must be fully completed by offeror)



		14. name and address of offeror (Include ZIP Code)




		15. telephone no. (Include area code)


Tel:                  FAX:



		     

		16. remittance address (Include only if different than Item 14)




email address: ____________________________




		DUNS:                               


		



		CODE        

		FACILITY CODE         

		



		17. The offeror agrees to perform the work required at the prices specified below in strict accordance with the terms of this solicitation, if this offer is
accepted by the Government in writing      calendar days after the date offers are due.  (Insert any number equal to or greater than the minimum
requirement stated in Item 13D.  Failure to insert any number means the offeror accepts the minimum in Item 13D.)



		AMOUNTS

		B-1: $_______________________


B-2: $_______________________


B-3: $_______________________







		18. The offeror agrees to furnish any required performance and payment bonds                    






		19. ACKNOWLEDGMENT OF AMENDMENTS


(The offeror acknowledges receipt of amendments to the solicitation - give number and date of each)



		AMENDMENT NO.

		     

		     

		     

		     

		     

		     

		     

		     



		DATE

		     

		     

		     

		     

		     

		     

		     

		     



		20A. name and title of person authorized to sign offer


         (Type or print)


     

		20B. signature


     

		20C. offer date


     



		AWARD (To be completed by Government)



		21. items accepted:


     



		22. amount


     

		23. accounting and appropriation data


     



		24. SUBMIT INVOICES TO ADDRESS SHOWN IN
       (4 copies unless otherwise specified)

		ITEM


7

		25. Other than full and open competition pursuant to


 FORMCHECKBOX 
 10 USC 2304(c) (       )    FORMCHECKBOX 
 41 USC USC 253(c) (       )



		26. administered by                                                           code

		     

		27. payment will be made by



		See Block 7

		CO (0324)                                 USCG Finance Center                       1430A Kristina Way                        Chesapeake, VA  23326-0324                 For payment inquiries, call: (757)523-6940



		CONTRACTING OFFICER WILL COMPLETE ITEM 28 OR 29 AS APPLICABLE



		 FORMCHECKBOX 
 28. NEGOTIATED AGREEMENT (Contractor is required to
sign this document and return      copies to issuing office.)


Contractor agrees to furnish and deliver all items or perform all work, requisitions identified on this form and any continuation sheets for the consideration slated in this contract.  The rights and obligations of the parties to this contract shall be governed by (a) this contract award, (b) the solicitation, and (c) the clauses, representations, certifications, and specifications or incorporated by reference in or attached to this contract.

		 FORMCHECKBOX 
 29. AWARD (Contractor is not required to sign this document.)


Your offer on this solicitation is hereby accepted as to the items listed.  This award consummates the contract, which consists of (a) the Government solicitation and your offer, and (b) this contract award.  No further contractual document is necessary.



		30A. name and title of contractor or person authorized to sign

         (Type or print)


     

		31A. name of contracting officer (Type or print)

     



		30b. signature


     

		30C. DATE


     

		31b. united states of america


by          

		31c. award date
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General Decision Number: IL080018 03/14/2008  IL18


Superseded General Decision Number: IL20070018


State: Illinois


Construction Types: Heavy (Dredging and Marine)


Counties: Illinois Statewide.


MECHANICAL DREDGING (CLAMSHELL, DRAGLINE, AND BACKHOE) AND 


MARINE CONSTRUCTION):


ILLINOIS, INDIANA, MICHIGAN, MINNESOTA, NEW YORK, OHIO,


PENNSYLVANIA AND WISCONSIN  DREDGING AND MARINE CONSTRUCTION


Dredging and Marine Construction Projects: floating/land


equipment engaged in clamshell, backhoe and dragline dredging,


marine construction, bridges,salvage operations and cranes,


loaders, dozers, or other equipment used for disposal of dredge


spoils or marine construction materials on land at the slip or


dock, at the project site, where the above material/spoils is


being handled, and all equipment utilized on


breakwall/breakwater structures on the Great Lakes, Islands


therein, their connecting and tributary waters, including the


Illinois Waterway to the Lock at Lockport, Illinois, the New


York State Barge Canal System between Tonawanda, New York and


Waterford, New York and Oswego, New York, the Duluth-Superior


area to the Fond du Lac Bridge Crossing (Minnesota State


Highway 23) on the St. Louis River and on the St. Lawrence


River eastward to the International Boundary near St. Regis,


New York.


Modification Number     Publication Date


          0              02/08/2008


          1              02/22/2008


          2              03/07/2008


          3              03/14/2008


*  SUIL2003-001 01/01/2005


MECHANICAL DREDGING (CLAMSHELL, DRAGLINE, AND BACKHOE) AND


MARINE CONSTRUCTION):


                                  Rates          Fringes


Dredging:  


     Fireman, Oiler, Deckhand, 


     & Scowman (with dipper, 


     hydraulic or other 


     floating equipment engaged 


     in hydraulic and dipper 


     dredging operations) 


     Pipeline men (both afloat 


     & ashore including 


     loading, unloading, 


     maintaining, and handling 


     pipelines for hydraulic 


     dredges and sandboats 


     Rangeman, Tankerman, 


     Sweepman and service Truck 


     Driver......................$ 22.51         7.61+a+b


     Lead Deckhand...............$ 29.68         7.61+a+b


Hydraulic Dredging  


     LAUNCH OPERATOR - Vessel 


     800 Horse- Power Or Less....$ 25.15         7.61+a+b


     TUG ENGINEER................$ 26.49         7.61+a+b


     TUG OPERATOR - Vessel Over 


     800 Horse-Power.............$ 26.49         7.61+a+b


     TUG WORKERS: Fireman, 


     Lineman, Oiler, Deckhand, 


     Tankerman. Scowman, (on/or 


     with tugboats, launches, 


     or other self-propelled 


     boats)......................$ 22.51         7.61+a+b


MECHANIC  


     FLOATING EQUIPMENT: 


     Illinois


      Class I....................$ 48.40        17.05+b&c


      Class II...................$ 46.90        17.05+b&c


      Class III..................$ 41.70        17.05+b&c


      Class IV...................$ 34.70        17.05+b&c


     FLOATING EQUIPMENT: Indiana


      Class I....................$ 42.45        15.55+b&c


      Class II...................$ 40.95        15.55+b&c


      Class III..................$ 36.45        15.55+b&c


      Class IV...................$ 30.30        15.55+b&c


     FLOATING EQUIPMENT: 


     Michigan


      Class I....................$ 32.30        19.37+b&c


      Class II...................$ 30.80        19.37+b&c


      Class III..................$ 27.45        19.37+b&c


      Class IV...................$ 22.80        19.37+b&c


     FLOATING EQUIPMENT: 


     Minnesota


      Class I....................$ 36.20        12.95+b&c


      Class II...................$ 34.70        12.95+b&c


      Class III..................$ 30.90        12.95+b&c


      Class IV...................$ 25.70        12.95+b&c


     FLOATING EQUIPMENT:


     New York:(Cattaraugus, 


     Chautauga, Erie and 


     Orleans Counties)


      Class I....................$ 37.15        18.56+b&c


      Class II...................$ 35.65        18.56+b&c


      Class III..................$ 31.75        18.56+b&c


      Class IV...................$ 26.40        18.56+b&c


     FLOATING EQUIPMENT:


     New York:(Cayuga, 


     Jefferson, Oswego, and St. 


     Lawrence Counties)


      Class I....................$ 34.45        18.65+b&c


      Class II...................$ 32.95        18.65+b&c


      Class III..................$ 29.30        18.65+b+c


      Class IV...................$ 24.40        18.65+b&c


     FLOATING EQUIPMENT:


     New York:(Monroe and Wayne 


     Counties and the City of 


     Rochester)


      Class I....................$ 35.90        17.38+b&c


      Class II...................$ 34.45        17.38+b&c


      Class III..................$ 33.65        17.38+b&c


      Class IV...................$ 30.35        17.38+b&c


     FLOATING EQUIPMENT:


     New York:(Niagara)


      Class I....................$ 34.60        18.15+b&c


      Class II...................$ 33.10        18.15+b&c


      Class III..................$ 29.45        18.15+b&c


      Class IV...................$ 24.50        18.15+b&c


     FLOATING EQUIPMENT:


     Ohio:(Ashtabula, Cuyahoga, 


     Erie,Lake, and Lorain 


     Counties)


      Class I....................$ 35.34        10.10+b&c


      Class II...................$ 33.84        10.10+b&c


      Class III..................$ 30.12        10.10+b&c


      Class IV...................$ 25.04        10.10+b&c


     FLOATING EQUIPMENT:


     Ohio:(Lucas, Henry, 


     Ottawa, Wood and Sandusky 


     Counties)


      Class I....................$ 33.63        10.10+b&c


      Class II...................$ 32.13        10.10+b&c


      Class III..................$ 28.60        10.10+b+c


      Class IV...................$ 23.78        10.10+b&c


     FLOATING EQUIPMENT:


     Pennsylvania:(Erie County):


      Class I....................$ 30.90        12.69+b&c


      Class II...................$ 29.40        12.69+b&c


      Class III..................$ 26.20        12.69+b&c


      Class IV...................$ 21.80        12.69+b&c


     FLOATING EQUIPMENT:


     Wisconsin:Includes all 


     marine/floating type work 


     on projects in the 


     Superior/Duluth Harbor, 


     Lake Superior.


      Class I....................$ 35.40        15.75+b&c


      Class II...................$ 33.90        15.75+b&c


      Class III..................$ 30.20        15.75+b&c


      Class IV...................$ 25.10        15.75+b&c


PAID HOLIDAYS (WHERE APPLICABLE):


A- NEW YEAR'S DAY


B- MEMORIAL DAY


C- INDEPENDENCE DAY


D- LABOR DAY


E- THANKSGIVING DAY


F- CHRISTMAS DAY


G- PRESIDENT'S  DAY


H- VETERAN'S DAY.   


FOOTNOTES:  


a.  $30.10 per day per employee for medical 


b.  Eight paid holidays: A thru H 


c.  Hazardous/Toxic Waste Material:


*Level A $2.50 per hour      


*Level B  2.00 per hour      


*Level C  1.00 per hour      


*Level D  0.50 per hour     


  Such wages shall be above the classifications of work listed


  under mechanical dredging and Marine construction of this


  general wage decision.  *Working with Hazardous Waste at


  this level as defined by the U. S. Enviromental Protection


  Agency.


CLASSIFICATION DESCRIPTIONS   


Class I -   Master Mechanic - assist and direct 


  Class II, Class III, and Class IV, diver/wet tender, engineer


  (hydraulic dredge)


  Class II -  Crane/Backhoe Operator and Mechanic/Welder,


  assistant engineer(hydraulic dredge), leverman (hydraulic


  dredge), diver tender


  Class III - Deck Equipment Operator (Machineryman)


  Maintenance of Crane (over 50 ton capacity) or Backhoe


  (115,000 pounds or more), Tug/launch operator, Loader/dozer


  and like equipment on Barge, breakwater wall, slip/dock,


  Scow, Deck Machinery, etc.


  Class IV -  Deck Equipment Operator(Machineryman/Fireman)


  (Four equipment units or more) Deck Hand, Deck Engineer and


  Crane Maintenance 50 ton capacity and under or Backhoe


  weighing 115,000  pounds or less, assistant tug operator.


----------------------------------------------------------------


WELDERS - Receive rate prescribed for craft performing


operation to which welding is incidental.


================================================================


Unlisted classifications needed for work not included within


the scope of the classifications listed may be added after


award only as provided in the labor standards contract clauses


(29CFR 5.5 (a) (1) (ii)).


----------------------------------------------------------------


In the listing above, the "SU" designation means that rates


listed under the identifier do not reflect collectively


bargained wage and fringe benefit rates.  Other designations


indicate unions whose rates have been determined to be


prevailing.


----------------------------------------------------------------


                   WAGE DETERMINATION APPEALS PROCESS


1.) Has there been an initial decision in the matter? This can


be:


*  an existing published wage determination


*  a survey underlying a wage determination


*  a Wage and Hour Division letter setting forth a position on


   a wage determination matter


*  a conformance (additional classification and rate) ruling


On survey related matters, initial contact, including requests


for summaries of surveys, should be with the Wage and Hour


Regional Office for the area in which the survey was conducted


because those Regional Offices have responsibility for the


Davis-Bacon survey program. If the response from this initial


contact is not satisfactory, then the process described in 2.)


and 3.) should be followed.


With regard to any other matter not yet ripe for the formal


process described here, initial contact should be with the


Branch of Construction Wage Determinations.  Write to:



Branch of Construction Wage Determinations



Wage and Hour Division



U.S. Department of Labor



200 Constitution Avenue, N.W.



Washington, DC 20210


2.) If the answer to the question in 1.) is yes, then an


interested party (those affected by the action) can request


review and reconsideration from the Wage and Hour Administrator


(See 29 CFR Part 1.8 and 29 CFR Part 7). Write to:



Wage and Hour Administrator



U.S. Department of Labor



200 Constitution Avenue, N.W.



Washington, DC 20210


The request should be accompanied by a full statement of the


interested party's position and by any information (wage


payment data, project description, area practice material,


etc.) that the requestor considers relevant to the issue.


3.) If the decision of the Administrator is not favorable, an


interested party may appeal directly to the Administrative


Review Board (formerly the Wage Appeals Board).  Write to:



Administrative Review Board



U.S. Department of Labor



200 Constitution Avenue, N.W.



Washington, DC 20210


4.) All decisions by the Administrative Review Board are final.


================================================================


          END OF GENERAL DECISION
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DIVISION 1


(January 2002 Version)


SECTION 01010


SCOPE OF WORK


1.  Work  Included: Major items of work shall include the following: 


1.1
Base Work Items

1.1.1
Remove existing 8’-0” by 48’-0” timber floating dock in its entirety and dispose of accordingly.

1.1.2
Remove (2) existing electrical light poles and associated fixtures and dispose of accordingly.


1.1.3
Construct new 10’-0” by 10’-0” timber platform/turnout and concrete access ramp/platform as shown on drawings.


1.1.4
Construct and install (1) 8’-0” by 40’-0” concrete floating dock and (1) 6’-0” by 32’-0” concrete floating dock and associated 20’-0” gangways as detailed on drawings.


1.1.5
Install (2) new 20 FT aluminum light poles, foundations, associated 250 Watt HPS fixtures and associated conduit and wiring at locations shown on drawings.


1.2
Unit Work Items

1.2.1
Conduct underwater inspection of area identified on drawing to determine number of timber piles that will require removal.  

1.2.2
Remove (10) 12” diameter timber piles and dispose of in accordance with all federal, state and local regulations.  (Bid shall be based on removal of (10) 30-foot long piles.)

1.3
Work associated with these items are described in the following specification sections and/or are shown on the contract drawings. Incidental work items not listed above and necessary for completing the project shall be included.


2.  DRAWINGS:  Drawings and the accompanying specifications are the property of the Government and comprise legal documentation that pertains exclusively to this project.  Drawings can only be obtained electronically by downloading the files identified with this solicitation at http://www.eps.gov.  CEU Cleveland will not provide hard copies of drawings.  


		2.1  Construction Drawings:

		CG DWG. 7434-D, Sheets 1 – 8 of 8.





		2.2  Reference Drawings

		None





SECTION 01015


CONTRACTOR WORK HOURS


1.  WORK HOURS:  Accomplish work during normal unit operational hours of 7:30 a.m. to 4:30 p.m., Monday through Friday unless otherwise approved by the Coast Guard.  Note any departures from these work hours on the Daily Reports.


2.  SATURDAY, SUNDAY AND HOLIDAYS:  The contractor shall provide the Contracting Officer's Technical Representative at least forty-eight hours advance notice prior to working on weekends or Federal holidays.  The Government may reject any such request without impacting the completion time of the contract.


3.  CONTRACT COMPLETION:  The contractor shall complete work within the time frame indicated upon issuance of the Notice to Proceed. Limitations imposed by these work hours will not entitle the Contractor additional time to complete the project. Refer to FAR Clause 52.211-10 "Commencement, Prosecution and Completion of Work".


SECTION 01028


PRE-BID SITE VISITS


1.  GENERAL:  Bidders are responsible for visiting the site to field verify existing conditions and determine actual dimensions and the nature of the work required. Failure to visit the site does not relinquish the bidder from determining the extent and scope of the work required and estimating the difficulty and cost to complete the project. Requests for equitable adjustments, in either time or money, arising from failing to field verify site conditions may be denied. Provisions regarding the site visit requirements are outlined in FAR Clause 52.236-3 “Site Investigation and Conditions Affecting the Work”


2.  SITE VISIT:  Arrange pre-bid site visits to verify existing conditions with the Officer in Charge, U.S. Coast Guard Station Lorain at (440) 288-1207.  The Officer in Charge may limit hours of access or levy certain restrictions regarding visits to the site.

SECTION 01030


PRE-CONSTRUCTION SITE CONDITIONS


1.  SITE CONDITION VERIFICATION:  The Contractor shall verify the conditions of the existing site, equipment and facilities potentially affected by the work under this contract and photograph and/or videotape the conditions in order to document their pre-construction condition.  Copies of the photos and videos shall be submitted to the Contracting Officer prior to starting work.


2.  UTILITIES:  The contractor shall use proactive measures such as digging, metering, testing, underground utility location devices, and utility company location services to locate all underground utilities identified in the area of work at no additional expense to the Government.  Additional cost of unplanned outages and repair of damaged utilities, including emergency repairs by others, not properly identified by the Contractor shall be the Contractor’s responsibility.


SECTION 01040


COORDINATION


1.  INTERFERENCE WITH COAST GUARD OPERATIONS: Accomplish work in a manner that causes minimal impact on normal operations.  The Contractor shall notify the Contracting Officer’s Technical Representative at least five working days in advance of any planned outages of water, electrical, telephone, or sanitary facilities. Notify the Contracting Officer’s Technical Representative at least one week prior to beginning construction.


2.  MILITARY STATION REGULATIONS:


2.1  The Contractor, his employees, and subcontractors shall become familiar with and obey all station regulations.  All personnel employed on the project shall keep within the limits of the work and avenues of ingress and egress, and shall not enter any other areas outside of the site of the work unless required to do so in the performance of their duties.  The Contractor's equipment shall be conspicuously marked for identification.


2.2  There shall be NO SMOKING in any Coast Guard building.


2.3  Storage Areas: The Contracting Officer’s Technical Representative will determine exact location and boundaries of staging areas.  Under no circumstances shall materials be stored in areas that will interfere with aircraft operations.


2.4  Storm Protection: If a gale force wind warning or higher is issued, take precautions to minimize any danger to persons and protect the work and nearby Government property.  Precautions shall include, but not be limited to, closings, removing loose materials, tools and equipment, from exposed locations.  Remove and secure scaffolding and temporary work.  Close openings in the work area if storms of lessor intensity are imminent.


SECTION 01041


FIELD ADJUSTMENTS


1.  The Contracting Officer’s Technical Representative may authorize field adjustments.  Field adjustments are those alterations that do not affect time, price, or intent of the contract documents.  All field adjustments shall be documented in the Daily Reports and on the As-Built Drawings.


SECTION 01062


UTILITY PERMITS


1.  The Contractor is responsible for obtaining all permits required for connection to all public or private utility systems.  This shall include all permit, inspection, administrative and accessory costs normally charged of customers by the utility. 


1.1  All Tie-in and/or connection fees will be paid by the Contractor.


SECTION 01063


BUILDING PERMITS


1.  NO BUILDING PERMITS from state or local governments are required for work performed on federal property.  Courtesy permits may be obtained at the Contractor's option.  No payment will be made to the Contractor for any permit cost.  Design changes to obtain courtesy permits, even at no cost, will not be allowed without written approval of the Contracting Officer.


SECTION 01067


ENVIRONMENTAL PERMITS


1.  Unless directed by other sections of this specification, the Contractor will not be responsible for obtaining environmental permits.


SECTION 01200 


PROJECT MEETINGS


1.  LOCATION:  Project meetings will be conducted either on-site or with a conference call.  The following meetings may be held:


1.1  Pre-Construction Conference:  After award of a contract, the Coast Guard will arrange a conference with the contractor, and necessary Coast Guard personnel.  The purpose of this conference is to orient the Contractor to Government procedures for wage rates, contractual and administrative matters, and to discuss specific issues regarding actual construction.


1.2  Progress and Technical Review Meetings:  These meetings generally take place at the project site.  Either party may request a meeting to review the progress of the project and/or review or clarify the technical requirements of the specifications.


SECTION 01300


SUBMITTALS

1.  GENERAL:  The Contractor shall submit to the Contracting Officer (4) copies of submittals required by this specification and/or itemized on the "List of Submittals" found at the end of this division.


2.  REQUEST:  A "CONTRACT ITEM ACCEPTANCE REQUEST" shall accompany all submittals.  All items shall be individually listed and clearly identified, referencing the applicable Section and Paragraph.  A copy of this form is located at the end of this division and may be reproduced as needed.


2.1  Up to eight (8) items may be listed on an individual acceptance request.  Number each Contract Item Acceptance Request consecutively (Submittals # 1, 2, etc.) and re-submittals with letters (Submittal #1A is the first re-submittal of Submittal #1).


2.2  Submittals shall be forwarded to the Contracting Officer.  The contractor shall allow 14 calendar days, excluding mailing time, for the review process in the Construction Schedule and all project planning.  In instances where submittal review must be expedited, the Contractor may annotate the Contract Item Acceptance Request as "Urgent" and provide a FAX number for prompt return.  The Coast Guard will make every effort to accelerate the review of each urgent submittal; however, the Contractor should not anticipate a reduced time schedule and shall plan project progress accordingly.


3.  ACCEPTANCE:  Submittals will be stamped "Accepted," "Accepted with Comments," or "Resubmit".  Acceptance, Acceptance with comments or Resubmit for each item will be indicated on the Contract Item Acceptance Request form and one copy returned to the Contractor.


3.1  Prompt re-submittal of items is required.  The Contractor shall furnish a new Contract Item Acceptance Request numbered in accordance with the requirements of paragraph 2.1.


4.  DEFECTIVE WORK: Acceptance of Submittals does not restrict the Government's right to reject departures from contract requirements, use of damaged or improperly installed items/materials, or latent defects, nor does it prejudice the Government's rights of rejecting any work found defective at Final Inspection and Acceptance.


4.1  Work started or completed prior to submittal acceptance is solely at Contractor's risk and may jeopardize contract performance.


SECTION 01310 


CONSTRUCTION SCHEDULE, SCHEDULE OF VALUES,


AND PROGRESS SCHEDULE


1.  In accordance with the Notice to Proceed letter, the Contractor shall submit the following:


a.  Construction Schedule-This schedule shall be prepared using a horizontal bar graph with time scale.  It shall be in an industry accepted Project Management format and shall accurately display:


1.  All major categories of work to be performed within the required contract completion date broken out in sufficient detail to track progress throughout the life of the contract.  Major work categories should include but are not limited to mobilization, carpentry, plumbing, mechanical, electrical, roofing, concrete, site work, and demobilization.  In addition to construction activities, procurement times for critical items, submittal turnaround time, mobilization, final inspection, punchlist work, and demobilization shall be shown on the schedule.




2.  The duration of each work category.




3.  Any concurrent work categories.



b.  Schedule of Values-This schedule shall be prepared as a detailed cost breakdown of the contract price and be submitted with the Construction Schedule.  This schedule shall include but not be limited to costs of materials, equipment, and labor for all major work categories shown on the Construction Schedule.  The Contractor shall adhere to the following guidelines when developing the Schedule of Values.


1.  Format - The line items in the Schedule of Values shall be the same as that of the Construction Schedule.


2.  Bonds - Bonding costs will only be paid in a lump sum if they are broken out separately and included with the schedule of values.  The Contractor shall provide evidence that he has furnished full payment to the surety.


3.  Materials - To request progress payments for materials delivered to the construction or fabrication site, the particular category of work associated with the materials must be broken down into separate material and labor costs.


2.  UPDATES:  Each month and /or with each progress payment request, the Contractor shall submit the following:



a.  Progress Schedule-This schedule shall be an update of the Construction Schedule.  It shall show the current schedule of all work.


1.  Modifications - If modifications are made to the contract, the work added shall be tracked separately from the original Construction Schedule and shall maintain its individuality on the Progress Schedule throughout the life of the contract.   Progress Payment requests shall not lump modification costs into the original contract price.


SECTION 01370


CONSTRUCTION DAILY REPORTS


1.  GENERAL:  The Contractor shall complete a Daily Report for each and every day after mobilization.  The importance of an accurate, fully detailed Daily Report, promptly delivered to the designated On-Site Representative can not be overemphasized.  The report shall provide an accurate cumulative summary of the history and performance of the work.  The Daily Report shall document weather; work hours; work in-place; inspections and tests conducted, and their results; dimensional checks; equipment and material checks; data on workers by classification; the mobilization and demobilization of construction equipment; materials delivered to the site; and any other pertinent noteworthy event; e.g., personnel injury, site visit by Coast Guard personnel, etc.


2.  RESPONSIBILITY:  The Daily Reports play an important role in settling disputes and claims for both parties.  For this reason the On-Site Representative and the Contractor's Superintendent, together, should review the report to ensure its completeness and accuracy.  Each day's report shall be submitted to the On-Site Representative no later than 10:00 a.m. the following morning.  The maximum allowable retainage will be enforced for late, sporadic or non-submission of Daily Reports.  In the absence of an On-Site Representative the Contractor shall mail the Daily Reports directly to the Contracting Officer every Friday.  Should the Daily Report indicate an accident, environmental issue, OSHA violation or any crisis the On-Site Representative deems important, the Report should be faxed to the Contracting Officer at (216) 902-6278 immediately.


3.  DESIGNATED ON-SITE REPRESENTATIVE RESPONSIBILITY:  After a Notice to Proceed for site work has been issued the On-Site Representative shall complete a Daily Report for each day until the Contractor mobilizes.  After the Contractor is at the site, the On-Site Representative shall ensure that the Contractor completes the Daily Report in accordance with Paragraphs 1 and 2 above.  Any items of dispute or other notes the On-Site Representative feels appropriate shall be added to the Daily Report.  The On-Site Representative is also responsible for informing the COTR when the contractor fails to submit daily reports.


SECTION 01510


TEMPORARY UTILITIES


1.  GENERAL:  All temporary utility connections shall be compatible with existing materials and equipment to provide safe and efficient installation, operation and removal.  The contractor shall provide portable toilets and other services necessary to complete the project.


2.  ELECTRICITY AND WATER: Electrical power and water are available on the site.  The Contractor will be permitted to utilize these utilities in performing the work, provided that the existing systems are not overloaded.  The Contractor is responsible for installing and removing all connections to existing systems and shall ensure work and materials are in accordance with local codes.  The use of the electricity shall be limited to tools that can be operated on 60 Hertz, single phase, 20 ampere, 120 volt circuits.


3.  TELEPHONE: Telephone services will not be available for use by the Contractor.


4.  WATER HOOKUP: All connections to the water system shall be equipped with back flow protection.  Temporary potable water pipes and hoses shall be sterilized before being placed in operation and every time the system is opened to the atmosphere for repair or relocation.


5.  SANITARY FACILITIES: It shall be the Contractor's responsibility to furnish and maintain approved portable toilet facilities for all Contractor personnel.  The On-Site Representative will designate the physical location for the facility and the Contractor shall maintain the toilet facility to the satisfaction of the Government.  Contractor personnel are forbidden to use toilet facilities within existing buildings.


SECTION 01540


SAFETY PROGRAM


1.  GENERAL:  The Contractor is wholly responsible for work site safety.  The Contractor shall implement a safety program that protects the lives and health of personnel in the construction area, prevents damage to property, and avoids work interruptions.  The Contractor shall provide appropriate safety barricades, signs, signal lights, etc. (see SECTION 01570) as well as complying with the requirements of all applicable Federal, State and Local safety laws, rules and regulations.


2.  COMPLIANCE:  The Contractor is specifically required to comply with the requirements of the U. S. Army Corps of Engineers "Safety and Health Requirements Manual" (EM 385-1-1, latest version available) and the “Accident Prevention” clause (FAR 52.236-13).  Once accepted, this safety plan shall become part of the contract requirements.  Note:  This review/acceptance does not in any way relinquish the Contractor from responsibility for work site safety nor the obligation to comply with the OSHA regulations found in 29 CFR 1910 & 1926 or any other State or Local safety law, rule or regulation applicable to the contract work.  The Coast Guard will cooperate fully with the Department of Labor (Occupational Safety and Health Administration) in their enforcement of OSHA regulations.

3.  SAFETY PLAN: The Contractor shall submit a written safety plan.  At a minimum, this plan shall describe the Contractor's general safety program and identify specific safety provisions for hazards incidental to the contract work; e.g., elevated working surfaces, working over water, working from floating work platforms, overhead crane operations, etc.


SECTION 01541


EQUIPMENT/UTILITY LOCKOUT AND TAGOUT REQUIREMENTS


1.  GENERAL:  The Contractor shall comply with OSHA 29 CFR 1910.147, “The Control of Hazardous Energy “ (Lockout/Tagout).  The Contractor shall provide a Lockout/Tagout Plan to the Contracting Officer prior to starting any work affected by the energy in the equipment/utility system.


2.  APPLICATION:  The Contractor shall be responsible for locking out and tagging out of service, all equipment/utility systems involved in the work under this contract.  After the Contracting Officer’s Technical Representative has approved an outage, Government personnel and the Contractor shall independently secure the equipment/utility system and tag the respective system out of service.  The Contractor shall provide their own locks and chains that are required to secure the equipment/utility systems; e.g., steam, water, air, and/or electricity.


SECTION 01542


MATERIAL SAFETY DATA SHEETS AND MATERIAL HANDLING PROCEDURES


1.  DATA SHEETS: Submit a Material Safety Data Sheet (MSDS) for all materials containing hazardous substances required for contract execution. Information provided in MSDS’s shall meet the requirements of 29 CFR 1910.1200. MSDS’s require Contracting Officer review and acceptance prior to bringing these materials on site.


2.  MATERIAL STORAGE: Limit the quantity of these materials stored on site to the amount needed for execution of work. Storage of excess materials will not be permitted. Assure that the storage of these materials comply with all applicable federal, state, and local laws and regulations and provide additional storage facilities (paint lockers, etc.) as required for the storage of such materials. Coordinate the physical location of storage areas with the On-site Representative prior to bringing these materials on site. 


3.  PROTECTIVE MEASURES: The contractor shall take all protective measures outlined on the MSDS’s and as required by federal, state, and local regulations to protect all personnel in the vicinity of the work area from exposure to these materials. The Contractor shall submit a separate plan outlining the measures required.  The Contracting Officer's Technical Representative shall review protective measures prior to allowing use of these materials.


4.  DISPOSAL OF EXCESS MATERIAL: The Contractor shall dispose of all excess hazardous materials as required by the MSDS and all applicable federal, state, and local laws and regulations.


SECTION 01544


TEMPORARY FIRE PROTECTION


1.  Temporary Fire Protection:  Install and maintain temporary fire-protection facilities to protect against predictable and controllable fire loss.  Comply with NFPA 10 "Standard for Portable Fire Extinguishers" and NFPA 241 "Standard for Safeguarding Construction, Alterations and Demolition Operations".


1.1  Locate fire extinguishers where convenient and effective for their intended purpose, but not less than one extinguisher at each floor stairwell and one at each building construction opening for personnel egress.


1.2  Maintain unobstructed access to fire extinguishers, fire hydrants, temporary fire-protection facilities, stairways and other access routes for fighting fires.


1.3  Provide independent supervision of welding, flame cutting and other open flame work.  Provide each fire supervisor with an appropriate fire extinguisher.


1.4  Provide training for all personnel on-site in the proper operation of each type of fire extinguisher provided.  Provide all personnel with the proper notification procedure to summon the local fire department or emergency medical service.


1.5  There shall be NO SMOKING or unsupervised open flame permitted inside any structure, temporary or permanent; nor within 25 feet of combustible material or within 50 feet of flammable liquids or compressed gasses.


SECTION 01550


ACCESS ROADS AND PARKING


1.  ACCESS:  Access to the site is available from public roads.  Any damage to these roads by the Contractor's vehicles shall be repaired without cost to the Government.

2.  PARKING:  Vehicular operations and parking shall comply with all applicable government orders and regulations.  All driveways and entrances serving the Government shall be kept clear and available to emergency vehicles at all times.


3.  VEHICLE AND VEHICLE OPERATION:  All vehicles, owned by the Contractor or employees of the Contractor, and operators of these vehicles, shall meet all state regulations for safety, noise, loading and minimum liability insurance.  All vehicle operators demonstrating reckless or careless operation in the opinion of the Government shall not be allowed to operate vehicles on government property for the duration of the contract.


4.  VISITORS:  No visiting vehicles will be permitted on government property unless the operator is employed by a subcontractor or supplier.


SECTION 01566


GENERAL CLEANUP & SITE RESTORATION OF WORK AREAS


1.  GENERAL:  The Contractor shall remove and properly dispose of all trash and debris incidental to the contract work from the limits of government property, as well as all adjacent affected areas.  The Contracting Officer shall determine the extent and interval of these cleanups.


2.  WORK AREA CLEANUP:  At the end of each day the entire work area and all adjacent affected areas shall be thoroughly cleaned by removing all trash, debris, dust, etc. caused by the contract work.  Any floor, wall or ceiling surfaces that may have been stained or soiled by the contract work shall be restored to pre-construction condition.


3.  SITE RESTORATION:  If at any time while performing the contract the Contractor causes damage or destruction to any portion of any Government facility or grounds; e.g., bulkheads, pavement, lawns, shrubbery, etc., it shall be the Contractor's responsibility to replace and/or restore the damage as approved by the Contracting Officer’s Technical Representative at no additional cost to the Government.


4.  POST CONSTRUCTION CLEANUP:  Upon completion of the job, the Contractor shall clean up the job site, returning it to a state of cleanliness equal to or exceeding that in which it was found.  The Contractor shall properly dispose of any trash, extra materials, dirt, debris, or other litter that remains.  If the job site appearance is not to the satisfaction of the Contracting Officer’s Technical Representative, final acceptance will not be approved.


SECTION 01569


HAZARDOUS WASTE


1.  GENERAL:  The Contractor shall comply with all federal, state, and local environmental regulations dealing with the generation, management, storage, and disposal of solid, toxic, and hazardous wastes.  The Contractor shall ensure that all wastes are properly containerized, labeled and placarded, managed, tested, stored, transported and disposed of in accordance with all applicable regulations.


2.  USED ELECTRIC LAMPS:  40 CFR 273 requires that electric lamps, including incandescent, fluorescent, neon and high intensity discharge (mercury vapor, high/low pressure sodium, metal halide) lamps that are no longer of use be recycled or treated as hazardous waste.  The Contractor shall not dispose of any used electric lamps as solid waste.  The Contractor shall recycle all waste electric lamps generated as a result of this work only at a licensed recycling facility


3.  METALS:  Unless noted otherwise, scrap metal shall not be landfilled or treated as hazardous waste.  Recycle all scrap metal by smelting or any other acceptable recycling process.  Scrap metal includes ductwork, light fixture housings, pipe, mechanical and electrical equipment, doors and frames, etc.


4.  SUBMITTALS:  The Contractor shall provide the Contracting Officer with signed and fully executed originals of all hazardous waste profiles, test results, hazardous waste manifests and/or other shipping papers, electric lamp disposal documents and all other required documentation.  Maximum payment retention shall be withheld until this documentation is received.


SECTION 01570


LIGHTS, SIGNS AND BARRICADES


1.  GENERAL:  The contractor shall provide and maintain all warning lights, sign, and barriers to insure the safety of pedestrians or vehicles traveling near or through any hazardous area caused by the execution of the Contract work.


2.  LIGHTING:  All lighting requirements shall meet table 7-1 in the US Army Corps of Engineers Safety and Health Requirements Manual (EM 385-1-1).

SECTION 01571


MARINE LIGHTS AND SIGNALS

1.  GENERAL:  The Contractor's Marine equipment shall display such lights and day signals as may be required under applicable Navigation Rules.  The Contractor shall inquire at the nearest Coast Guard Marine Safety Office for specific information on these rules.  The Contractor to the satisfaction of the Contracting Officer shall mark offshore structures during all phases of construction and removal.  Contractor shall provide any lights, daymarkers or buoys required.  Contractor shall contact Commander, Ninth Coast Guard District (dpw-2) at (216) 902-6065 for issuance of "Notice to Mariners" a minimum of 10 (ten) days in advance of commencing any work.


SECTION 01620


STAGING AREAS AND ACCESS


1.  LOCATION:  The Contractor shall store materials and operate equipment within the confines of the staging area identified by the Government.  Storage of materials outside of the staging area will not be permitted.


2.  COORDINATION:  Two weeks prior to construction, the Contractor shall contact the Officer in Charge, U.S. Coast Guard Station Lorain, at (440) 288-1207, to verify the condition of the staging area.


3.  ADJACENT AREAS:  The Contractor shall ensure that all land and vegetation adjacent to the staging area and access drive remain undisturbed and undamaged; all damages shall be repaired at no cost to the Government.


SECTION 01650


RECOVERED MATERIALS NOTICE

1.  GENERAL:  It is the intent of CEU Cleveland to comply with the requirements of Section 6002 of the Solid Waste Disposal Act as amended by the Resource Conservation and Recovery Act (RCRA or the Act) as amended, 42 U.S.C. 6962 and Executive Order 12873 as they apply to the procurement of the materials designated in paragraph 2.


2.  DESIGNATED RECOVERED MATERIALS  It is the purpose of this section to designate items that are or can be made with recovered materials.  These designated items can be found at http://www.epa.gov/epaoswer/non-hw/procure/products.htm .


3.  CONTRACTOR RESPONSBILITY:  The contractor should provide recycled materials to the extent practical, provided the materials meet all other requirements of the applicable specification section.


SECTION 01720


AS BUILT DRAWINGS


1.  GENERAL:  Maintain one full size set of contract drawings to record variations from the original design.  All deviations shall be neatly and clearly marked in RED on these drawings to show work and/or materials actually provided.  As Built drawings shall be updated as work progresses and kept at the work site for the duration of the contract. These drawings shall be available for Contracting Officer Technical Representative review upon request.


2.  DISCOVERED UTILITIES:  Indicate the exact location of any underground utility lines discovered in the course of the work on the As-Built drawings. 


3.  PERMITTED VARIATIONS:  As Built drawings shall reflect the actual construction and materials provided when alternative materials or work methods are allowed in the specifications and/or drawings or if the scope is altered by award of bid items, subsequent changes or modifications.


4.  STANDARDS:  Variations shown on As Built drawings shall be neat, clear and conform with standard drafting practices.  Mark-ups shall include supplementary notes, legends, and details necessary to convey the exact representation of construction actually provided. To comply with Computer Assisted Design (CAD) practices, only full size AS BUILT drawings are acceptable.

5. SUBMITTAL: Submit As Built drawings for Contracting Officer’s Technical Represenative acceptance upon completion of the contract. Final payment will not be until all required As Built drawings are accepted. Maximum retention shall be withheld for late or incomplete As Built drawings. 
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SECTION 02220


DEMOLITION AND REMOVAL


PART 1 – GENERAL


1.1
REFERENCES


The publications listed below form a part of this specification to the extent referenced.  The publications are referred to in the text by the basic designation only.  Refer to the latest editions.



AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)



ANSI A10.6
Safety Requirements for Demolition Operations



U.S. ARMY CORPS OF ENGINEERS (USACE)



EM 385-1-1
Safety and Health Requirements Manual


1.2
GENERAL REQUIREMENTS


Do not begin demolition until authorization is received from the Contracting Officer’s Technical Representative.  Remove rubbish and debris from the project site; do not allow accumulations outside the building.  The work includes demolition and removal of resulting rubbish and debris.  Rubbish and debris shall be removed from Government property daily, unless otherwise directed, to avoid accumulation at the demolition site.  Materials that cannot be removed daily shall be stored in areas specified by the Contracting Officer’s Technical Representative.  In the interest of occupational safety and health, the work shall be performed in accordance with EM 385-1-1, Section 23, Demolition, and other applicable Sections.


1.3
SUBMITTALS



Submit the following in accordance with Section 01300, "Submittals".


1.3.1
Certificates



a. Demolition plan


1.4
REGULATORY AND SAFETY REQUIREMENTS


Comply with federal, state, and local hauling and disposal regulations.  In addition to the requirements of the "Contract Clauses," safety requirements shall conform with ANSI A10.6.


1.5
DUST AND DEBRIS CONTROL


Prevent the spread of dust and debris and avoid the creation of a nuisance or hazard in the surrounding area.  Do not use water if it results in hazardous or objectionable conditions such as, but not limited to, ice, flooding, or pollution.


1.6
PROTECTION


1.6.1
Existing Work


Before beginning any demolition work, the Contractor shall survey the site and examine the drawings and specifications to determine the extent of the work.  The Contractor shall take necessary precautions to avoid damage to existing items to remain in place, to be reused, or to remain the property of the Government; any damaged items shall be repaired or replaced as approved by the Contracting Officer’s Technical Representative.  The Contractor shall coordinate the work of this section with all other work and shall construct and maintain shoring, bracing, and supports as required.  The Contractor shall ensure that structural elements are not overloaded and shall be responsible for increasing structural supports or adding new supports as may be required as a result of any cutting, removal, or demolition work performed under this contract.  Do not overload pavements to remain.  Provide new supports and reinforcement for existing construction weakened by demolition or removal work.  Repairs, reinforcement, or structural replacement must have Contracting Officer’s Technical Representative approval.


1.6.2
Facilities


Protect electrical and mechanical services and utilities.  Where removal of existing utilities and pavement is specified or indicated, provide approved barricades, temporary covering of exposed areas, and temporary services or connections for electrical and mechanical utilities.  Floors, roofs, walls, columns, pilasters, and other structural components that are designed and constructed to stand without lateral support or shoring, and are determined to be in stable condition, shall remain standing without additional bracing, shoring, of lateral support until demolished, unless directed otherwise by the Contracting Officer’s Technical Representative.  The Contractor shall ensure that no elements determined to be unstable are left unsupported and shall be responsible for placing and securing bracing, shoring, or lateral supports as may be required as a result of any cutting, removal, or demolition work performed under this contract.


1.6.3
Protection of Personnel


During the demolition work the Contractor shall continuously evaluate the condition of the structure being demolished and take immediate action to protect all personnel working in and around the demolition site.  No area, section, or component of floors, roofs, walls, columns, pilasters, or other structural element will be allowed to be left standing without sufficient bracing, shoring, or lateral support to prevent collapse or failure while workmen remove debris or perform other work in the immediate area.


1.7
BURNING


The use of burning at the project site for the disposal of refuse and debris will not be permitted.


1.8
REQUIRED DATA


Demolition plan shall include procedures for coordination with other work in progress, a disconnection schedule of utility services, and a detailed description of methods and equipment to be used for each operation and of the sequence of operations.


1.9
USE OF EXPLOSIVES



Use of explosives will not be permitted.


PART 2 – PRODUCTS


2.1
Not used.


PART 3 – EXECUTION


3.1
DISPOSITION OF MATERIAL


3.1.1
Title to Materials


Except where specified in other sections, all materials and equipment removed, and not reused, shall become the property of the Contractor and shall be removed from Government property.  Title to materials resulting from demolition, and materials and equipment to be removed, is vested in the Contractor upon approval by the Contracting Officer’s Technical Representative of the Contractor's demolition and removal procedures, and authorization by the Contracting Officer’s Technical Representative to begin demolition.  The Government will not be responsible for the condition or loss of, or damage to, such property after contract award.  Materials and equipment shall not be viewed by prospective purchasers or sold on the site.


3.2
CLEANUP


Debris and rubbish shall be removed excavations.  Debris shall be removed and transported in a manner that prevents spillage on streets or adjacent areas.  Local regulations regarding hauling and disposal shall apply.


End of Section 02220


SECTION 02350


STEEL PIPE PILES


PART 1 – GENERAL


1.1
Work Included

Furnish all labor, materials, and equipment to install steel pipe anchor piles for the floating docks.

1.2
References

The publications listed below form a part of this specification to the extent referenced.  The publications are referred to in the text by basic designation only.  Refer to the latest editions.



American Society for Testing and Materials (ASTM)



A 27
Standard Specification for Steel Castings, Carbon, for General 


Application



A 252
Specification for Welded and Seamless Steel Pipe Piles



C 94
Specification for Ready-Mixed Concrete



C 309
Specification for Liquid Membrane-Forming Compounds for 


Curing Concrete



AMERICAN WELDING SOCIETY (AWS)



D1.1
Structural Welding Code Steel



AMERICAN CONCRETE INSTITUTE (ACI)



211.1
Selecting Proportions for Normal, Heavyweight, and Mass 



Concrete


1.3
Submittals

1.3.1
Equipment Descriptions


For information only, submit specifications and operating instructions for pile driving equipment and descriptions of power plant, leads, cushion material, helmet, templates, and guide frames to be used. 


1.3.2
Certificates


Submit certificate of conformance for pipe piles attesting that they meet the specified requirements. 


1.3.3
Manufacturer Data



Submit manufacturer product information for pile points.


1.3.4
Records



Submit pile-driving records for each pile driven.


1.3.5
Mix Design


Submit concrete mix design indicating specifications and proportions for concrete materials to be used. 


1.3.6
Delivery Tickets


Submit delivery tickets for concrete and certification that concrete provided met the requirements specified herein and conformed to the approved mix design.


1.4
Delivery, Storage, and Handling

Deliver, handle, and store piles to prevent damage to piles prior to installation.


PART 2 – PRODUCTS


2.1
Pipe Piles

PP 12.75 x 0.50.  Pipe piles shall be new, without splices and shall conform to ASTM A 252, grade 3. Piles shall be seamless, straight seam butt-welded, or spiral seam butt-welded and with plain ends.  Pile lengths shall be a minimum twelve inches longer than the length indicated between the tip and cutoff elevation.


2.2
Pile Points

60 degree conical type with inside flange and stiffening ribs. Points shall be made of heat-treated cast steel conforming to ASTM A 27 65/35


2.3
Concrete Fill

ASTM C 94, minimum 4000 psi compressive strength at 28 days, 5 to 7 percent air entrainment, 3 to 5 inch slump and free of calcium chloride or any admixture containing calcium chloride. Maximum water to cement ratio shall be 0.45. Accomplish air entrainment using an air-entraining admixture. Concrete mix design is the Contractor's responsibility and shall be in accordance with ACI 211.1.


2.4
Concrete Curing Compound


ASTM C 309.


PART 3 – EXECUTION


3.1
Pile Driving Equipment

Use a pile hammer having a delivered force or energy suitable for the total weight of the pile and the character of subsurface material to be encountered.  Operate hammer at the rate(s) recommended by the manufacturer throughout the entire driving period.  Repair damage to piling caused by use of a pile hammer with excess delivered force or energy.  Use pile driving rig, leads, templates, and guide frames as necessary to install piles within specified tolerances. 


3.1.1
Pile Protection



Use a protecting cap during driving to prevent damage to the top of the steel piling.


3.2
Preparation

Inspect piles when delivered and when in the leads immediately before driving.  Repair damages or defects in pile coatings as specified.  Mark the piles in one-foot increments with lengths numbered in five-foot increments starting at the tip.  Install pile points in accordance with manufacturer's instructions and as required to make installation watertight.  Perform welding in accordance with AWS D1.1.


3.3
Driving Piles

Handle and drive piles so to prevent overstress or leading from a true position.  Drive piles plumb and at the locations shown on the drawings.  Operate hammer at manufacturer's rated speed and drive piles without interruption to the indicated minimum tip elevation shown on the drawings.  Record pile data as specified in paragraph 3.5.


3.3.1
Tolerances


Piles shall be plumb and horizontally located so that the final floating dock system will be oriented and located as indicated, so the floating dock system will rise and fall uniformly from low water to pile cutoff elevation without binding and so there is uniform distance between all piles and floating dock system pile guides.  Do not manipulate piles into position. Inspect piles for heave.  Redrive heaved piles to the required tip elevation.


3.3.2
Misdriven or Damaged Piles


Piles damaged, mislocated, driven out of alignment, driven below the design cutoff, or outside of the tolerances shall be replaced with new or be pulled and redriven as directed by the Contracting Officer's Technical Representative.  Additional work required due to improper location or installation is the Contractor's responsibility.


3.3.3
Predrilling, Spudding or Jetting



Predrilling, spudding or jetting of piles is not permitted.


3.4
Cutoffs and Fill

Cut piles at indicated cutoff elevation using an approved method and remove all pile cutoffs from the site. Completely fill piles with concrete. Place concrete in-the-dry, continuously, and in a smooth flow without segregating. Place concrete by pumping or use chutes or tremie where a drop of more than 25 feet is required. Provide mechanical vibration for consolidation of at least the top 5 feet of concrete in each pile. Finish the tops as indicated, and apply liquid curing compound in accordance with the manufacturer's instructions. 


3.5
Records

Keep a complete and accurate record of each pile driven.  Indicate pile location, diameter, original length, mudline elevation, tip elevation, cutoff elevation, penetration in blows per foot for entire length of penetration for the pile, penetration in inches per blow for last 10 blows, hammer data including rate of operation, make, and size, unusual pile behavior, or circumstances experienced during driving such as redriving, heaving, weaving, obstructions and unanticipated interruptions.  Make the pile driving records available to the Contracting Officer's Technical Representative within 24 hours of completion of pile driving.  Submit complete records of the installed piles to the Contracting Officer within 7 calendar days after completion of driving.


END OF SECTION 02350

PILE DRIVING LOG


CONTRACT NO._______________________  CONTRACT NAME_____________________


CONTRACTOR____________________________TYPE OF PILE_______________________


PILE LOCATION_____________  PILE SIZE:BUTT/TIP: __________LENGTH___________


GROUND ELEVATION______________________CUT OFF ELEVATION_______________


PILE TIP ELEVATION_________________    VERTICAL (_____)   BATTER 1 ON (_____) 


SPLICES ELEVATION____________________ COMPANY___________________________


HAMMER:       MAKE & MODEL_________________  WT. RAM______________________


STROKE______________________RAM RATED ENERGY___________________________


DESCRIPTION & DIMENSIONS OF DRIVING CAP_________________________________


CUSHION MATERIALS & THICKNESS___________________________________________


INSPECTOR________________________________________________________


"DEPTH" COLUMN OF PILE DRIVING RECORD REFERENCED TO:


_____________________ CUT-OFF ELEVATION


_____________________ FINISH FLOOR ELEVATION


TIME:  START DRIVING__________  FINISH DRIVING___________  DRIVING TIME___________


INTERRUPTIONS (TIME, TIP ELEV. & REASON)_________________________________________________


JET PRESSURE & ELEVATIONS_______________________________________________________________


____________________________________________________________________________________________


DRIVING RESISTANCE _______________________________________________________


DEPTH   NO. OF       DEPTH      NO. OF         DEPTH      NO. OF


FT.           BLOWS          FT.         BLOWS            FT.       BLOWS



  0
_____

18
_____

36
_____



  1
_____

19
_____

37
_____



  2
_____

20
_____

38
_____



  3
_____

21
_____

39
_____



  4
_____

22
_____

40
_____



  5
_____

23
_____

41
_____



  6
_____

24
_____

42
_____



  7
_____

25
_____

43
_____



  8
_____

26
_____

44
_____



  9
_____

27
_____

45
_____



10
_____

28
_____

46
_____



11
_____

29
_____

47
_____



12
_____

30
_____

48
_____



13
_____

31
_____

49
_____



14
_____

32
_____

50
_____



15
_____

33
_____

51
_____



16
_____

34
_____

52
_____



17
_____

35
_____

53
_____
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54
_____
77
_____
  99
_____


55
_____
78
_____
100
_____


56
_____
79
_____
101
_____


57
_____
80
_____
102
_____


58
_____
81
_____
103
_____


59
_____
82
_____
104
_____


60
_____
83
_____
105
_____


61
_____
84
_____
106
_____


62
_____
85
_____
107
_____


63
_____
86
_____
108
_____


64
_____
87
_____
109
_____


65
_____
88
_____
110
_____


66
_____
89
_____
111
_____


67
_____
90
_____
112
_____


68
_____
91
_____
113
_____


69
_____
92
_____
114
_____


70
_____
93
_____
115
_____


71
_____
94
_____
116
_____


72
_____
95
_____
117
_____


73
_____
96
_____
118
_____


74
_____
97
_____
119
_____


75
_____
98
_____
120
_____


76
_____


________________________________________________________________


DRIVING RESISTANCE IN BLOWS PER INCH FOR LAST FOOT OF


PENETRATION: DEPTH________

                  DEPTH________


1"___2"___3"___4"___5"___6"___7"___8"___9"___10"___11"___12"___


ELEV._______                                                                                          ELEV ._________


REMARKS_______________________________________________________________


_________________________________________________________________________


CUT OFF ELEVATION:  FROM DRAWING



______________


TIP ELEVATION = GROUND ELEVATION - DRIVEN DEPTH =
______________


DRIVEN LENGTH = CUT OFF ELEVATION - TIP ELEVATION =
______________


CUT OFF LENGTH = PILE LENGTH - DRIVEN LENGTH =

______________
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SECTION 02390


CONCRETE FLOATING DOCKS AND GANGWAYS

PART 1 – GENERAL


1.1
Work Included

Furnish all labor, materials, and equipment to install a new concrete floating docks and new aluminum gangways as indicated.

1.2
References

The publications listed below form a part of this specification to the extent referenced.  The publications are referred to in the text by basic designation only.  Refer to the latest editions.



AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)



A 27
Cast Steel



A 36
Structural Steel



A 47
Malleable Iron



A 53
Pipe, Steel, Black and Hot-Dipped, Zinc-Coated, Welded and 


Seamless 



A 123
Zinc Coating "Hot-Dipped" for Structural Steel



A 153
Zinc Coating Hot-Dipped" for Iron and Steel Hardware



A 185
Welded Steel Wire Fabric for Steel Reinforcement



A 325
Structural Bolts, Steel, Heat Treated, 120/105 ksi Minimum Tensile Strength



A 500
Cold-Formed Welded and Seamless Carbon Steel Tubing in 


Rounds and Shapes



A 615
Deformed and Plain Billet-steel Bars for Concrete Reinforcement



A 775
Epoxy-Coated Reinforcing Steel Bars



C 31
Making and Curing Concrete Test Specimens in the Field



C 39
Compressive Strength of Cylindrical Concrete Specimens



C 138
Unit Weight, Yield, and Air Content of Concrete



C 143
Slump of Hydraulic Cement Concrete



C 150
Portland Cement



C 173
Air Content of Freshly Mixed Concrete by the Volumetric Method



C 231
Air Content of Freshly Mixed Concrete by the Pressure Method



C 260
Air-Entraining Admixtures for Concrete



C 330
Lightweight Aggregates for Structural Concrete



C 578
Preformed Cellular Polystyrene



D 256
Standard Test Methods for Determining the Pendulum Impact 


Resistance of Notched Specimens of Plastics



D 638
Standard Test Method for Tensile Properties of Plastics



D 1894
Standard Test Method for Static and Kinetic Coefficients of 


Friction of Plastic Film and Sheeting



AMERICAN WOOD PRESERVERS ASSOCIATION (AWPA):



C1
All Timber Products - Preservative Treatment by Pressure 



Processes 



C18
Standard for Pressure Treated Material in Marine Construction



M4
Standard for the Care of Preservative-Treated Wood Products



ALUMINUM ASSOCIATION (AA):




Specifications for Aluminum Structures



American Concrete Institute (ACI): 



318
Building Code Requirements for Reinforced Concrete



AMERICAN INSTITUTE OF STEEL CONSTRUCTION (AISC):




Manual of Steel Construction



NATIONAL FOREST PRODUCTS ASSOCIATION (NFPA)


National Design Specification for Wood Construction and Design Values for Wood Construction - Supplement



AMERICAN WELDING SOCIETY (AWS)



D1.1
Structural Welding Code



FEDERAL SPECIFICATIONS (FS)



DOD-P-21035
Paint, High Zinc Dust Content, Galvanized Repair


1.3
Submittals

1.3.1
Drawings:



a.  Floating Dock Systems


Submit shop drawings for floating dock systems.  The drawings shall include system float and assembly plans and cross sections of individual floats.  Drawings shall show overall dimensions of the systems, and locate, show the arrangement of, and identify all system components such as corners, wales, thru rods, cleats, rub rails, rubber fenders, anchor bolts, and pile guides.  Drawings shall show individual float details such as reinforcing, concrete dimensions, and edge, corner, and finish features.  The drawings shall also include wale, cleat, thru rod, fender, pile guide, corner, connection, and lifting device details.



b.  Gangways 


Submit shop drawings for gangways.  The drawings shall include plans, elevations, sections and details that show overall and critical dimensions, and which locate, show the arrangement of, and identify all components.



c.  Accessories


Submit shop drawings for connections such as walers and rub rails.  Drawings shall detail installation and indicate material and coating specifications.


1.3.2
Manufacturer Qualifications


Submit manufacturer company profile and information indicating experience per paragraph 1.4.  Submit the name, location, and description of previous installations for floating dock system per paragraph 1.4.


1.3.3
Concrete Test Results



Submit certified test results for concrete testing to be done per paragraph 3.3.1.


1.3.4
Warranty



Submit manufacturer's warranty for floating dock system per paragraph 1.4.


1.4
Quality Assurance

Floating dock accessories shall be a professionally engineered product of a company having a minimum of 10 continuous years of specialized experience in the design and manufacture of concrete floating dock systems.  Additionally the proposed floating dock accessories for this project shall have been successfully used in at least five other similar (salt water, coastal, same or more northern latitude, same or greater displacement vessels) installations for at least five years.  The manufacturer shall warranty the materials and workmanship of the floating dock accessories (walers, thru rods and pile guides) for a minimum 1 year after date of installation.


1.5
Delivery, Storage, and Handling

Ship concrete floats after the concrete has reached its design strength.  Handle and store floats in accordance with the manufacturer's instructions.  Deliver, handle, and store all floating dock components, accessories, and gangway to prevent cracking, spalling, bending, crushing, bruising or other adverse damage.  Install new floating dock system according to manufacturer’s recommendations and methods to prevent damage.


1.6
General System Description and Requirements

1.6.1
System Description


Floating dock system shall consist of a series of reinforced lightweight concrete encased polystyrene flotation modules which are joined together by continuous double timber wales on two sides and steel rods running thru walers and flotation modules.  Floating dock system shall have side or end mounted steel guide pile assemblies and indicated accessories such as cleats, and fenders.


1.6.2
Design, Fabrication, and Construction Requirements

Design, fabricate, and construct the floating dock accessories according to the following as applicable.



a. Aluminum: AA "Specifications for Aluminum Structures"



b. Concrete: ACI 318



c. Steel: AISC "Manual of Steel Construction"



d. Timber: NFPA "National Design Specification for Wood Construction" 



e. Welding: AWS D1.1


1.6.3
Floating Dock Performance Requirements


The fully assembled and in place floating dock systems with gangways and all accessories installed shall be designed to meet the following minimum requirements.



a.
Freeboard under dead load only shall be 18 to 24 inches and the system shall float 

level.




The system shall support a uniform 50 PSF live load.  Freeboard under dead load 


and uniform 50 PSF live load shall not reduce freeboard below deck awash and 


the system shall float level.




The system shall support a 500 pound concentrated live load located anywhere on 


the dock surface and the load shall not cause the system to tilt more than 4 



degrees.




Cleats and their connections shall withstand a minimum working load of 1,500 


pounds applied in any direction.




The system shall withstand the impact of the design vessel striking the dock at 


any location while moving at velocity of 2 FPS at an angle of 20 degrees to the 


longitudinal axis of the dock.



b.
The system shall withstand winter weather environmental conditions.




The system shall withstand a minimum 15 PSF wind load acting on the dock 


system and the design vessels moored to it and a minimum 40 PSF wind load 


acting on the dock system alone.




The system and all system components shall withstand all practical loading 


combinations and potential fatigue.




The system design life shall be 20 years.



c.
The design vessel characteristics shall be as follows:






45’ RBM
25’ RBS


Overall Length


45'

29’-4”


Beam


15’-0”

8’-6”



Displacement


20 Tons
3.7 Tons



Draft


4'-1”

3’-3”


1.6.4
Gangway Performance Requirements

Gangway and its shore side hinge connection shall support its dead weight and a 50 PSF uniform live load.  Handrails shall withstand a 200 pound concentrated load applied at any point and in any direction and (not applied simultaneously) a 50 pound per foot uniform load applied in any direction.  Gangway hinge connection shall permit vertical rotation from mean low water to vertical position and a plus or minus 3 inch horizontal (perpendicular to longitudinal axis of the gangway) movement of the end of the gangway supported by the floating dock.

PART 2 – PRODUCTS


2.1
Concrete Floats

2.1.1
Concrete


Lightweight with maximum unit weight of 115 pcf, minimum 7 day compressive strength of 3000 psi, maximum slump of 4 inches, and air entrainment of 6% to 8%.  Portland cement shall conform to ASTM C 150 Type II or III, aggregate shall conform to ASTM C 330, admixtures shall conform to ASTM C 260, and water shall be potable.


2.1.2
Reinforcing Steel Bars


ASTM A 615 Grade 60, deformed, and epoxy coated per ASTM A 775.


2.1.3
Reinforcing Welded Wire Fabric


ASTM A 185 and galvanized per ASTM A 123.


2.1.4
Flotation Billets

One-piece, solid polystyrene foam with a nominal unit weight of 1.1 pcf conforming to ASTM C 578.


2.2
Timber

Timber wales, rub rails, and other timber members shall be minimum Southern Pine No. 1 Dense grade as graded by the Southern Pine Inspection Bureau.  All timber shall be preservative treated with CCA to a minimum net retention of 0.60 pcf per AWPA C1 and C18.


2.3
Hardware

All hardware such as thru rods, bolts, nuts, washers, shear plates, split rings, and nails shall be galvanized per ASTM A 153.


2.3.1
Thru Rods and Plate Washers



ASTM A 36.


2.3.2
Bolts and Nuts



ASTM A 325.


2.3.3
Malleable Iron Washers



ASTM A 47.


2.3.4
Shear Plates



ASTM A 47, Grade 32510 malleable iron.


2.3.5
Split Rings



SAE 1010 carbon steel.


2.3.6
Nails



Common wire type.


2.4
Steel

All steel products such as plate, shapes, pipe, tubing, and fabrications shall be galvanized after fabrication per ASTM A 123.


2.4.1
Plate and Shapes: ASTM A 36.


2.4.2
Pipe and Tube: ASTM A 53, Grade B.


2.4.3
Welding Products: AWS D1.1.


2.5
Aluminum Gangway and Wear Plate

Fabricated 6061-T6 aluminum alloy extrusions and plates with Type 304 or 316 stainless steel bolts, nuts, washers and hinges.  Gangway shall be complete with pipe handrail on both sides, a walking surface with integral transverse non-skid properties (stick on strips, spray on surfacing or affixed cross-cleats or other mechanical devices to provide a non-skid surface are not permitted), non-slip tread plate, UHMW-polyethylene rollers, stainless steel hinges, rubber fender, and other features as indicated.  Wear plate shall have a non-slip surface.


2.6
Accessories and Miscellaneous

2.6.1
Cleats



ASTM A 47 malleable iron or ASTM A 27 cast iron galvanized per ASTM A 153.


2.6.2
Rubber Fenders



Shall be as specified in Section 02490.


2.6.3
Galvanizing Repair



FS DOD-P-21035


2.6.4
UHMW Polyethylene Rub Blocks and Rollers


Ultra-high molecular weight polyethylene.  Material shall be ultraviolet-stabilized, non-marking, non-water absorbent, have a minimum 5000 psi ultimate and 3000 psi yield tensile strength (ASTM D 638), a maximum coefficient of friction (vs. steel) of 0.20 (ASTM D 1894), a maximum Taber weight loss abrasion resistance of 18, and a minimum double notch Izod impact of 18 foot pounds per inch (ASTM D 256).  For each pile guide assembly provide 4 extra rub blocks for future replacement.


2.6.5
Anchor Bolts for Concrete


Single-unit, removable, vibration resistant anchor bolt assembly suitable for use in concrete, block, brick and stone.  Anchors shall have a dual-level expansion mechanism and a countersunk or hex head as indicated.  Anchors shall be made of Type 304 or Type 316 stainless steel.  The hole size shall be the same as the anchor size.


PART 3 – EXECUTION


3.1
Fabrication


Per paragraph 1.6 and as specified below:


3.1.1
Concrete Floats


Concrete for floats shall be cast in one placement to yield a monolithic module which has flotation billets, inserts, and reinforcing accurately located and so the concrete completely encases the flotation material and is free of cold joints, bonded sections, mechanical sections, voids, and honeycombing.  Deck surface and edge finishing shall be as indicated.


3.1.2
Timber


Timber wales, rub rails, and other members shall be cut, drilled, counterbored, dapped, and otherwise fabricated at the manufacturer's plant as completely as practicable.


3.1.3
Steel and Hardware


All welding shall be done by certified welders and be in accordance with AWS D1.1.  Fabricate all steel and hardware as completely as practicable before galvanizing.


3.2
Installation

3.2.1
Floating Dock System and Gangway


Install floating dock system and gangway in accordance with the manufacturer's instructions and as indicated.  Install floating dock system so there is uniform clearance between the anchor pipe piles and the pile guide rub blocks and so the entire system will rise and fall freely from mean low water to the top of anchor piles.  The entire floating dock system when installed and under dead load only (including gangway, wear plate, fenders, and cleats, etc.) shall float within 4 degrees of the horizontal plane of the waterline and the elevation difference between adjacent floats shall not exceed 1/8 inch.  If the floating dock system does not meet the level or elevation requirements, the Contractor shall replace floats, wales or other components with new as required to meet the requirements.  Replacement of floats, wales or other items shall be at no additional cost to the Government.


3.2.2
Accessories


Install accessories such as cleats, fenders, and anchor bolts as indicated and in accordance with the manufacturer's instructions.


3.2.3
Stop work immediately and notify COTR if existing floats show any signs of deterioration or cracking due to accessory installation.


3.3
Testing

3.3.1
Concrete Testing


For each batch of concrete used to manufacture the concrete floats the following sampling and testing shall be performed by an independent testing laboratory:



a.  3 compression test cylinders per ASTM C 31 and C 39



     2 tested at seven days and 1 held in reserve.



b.  2 slump tests per ASTM C 143.



c.  2 air content tests per ASTM C 231 or C 138 or C 173 as appropriate.


3.3.2
Floating Dock System


During the progress of work and before final acceptance the Government reserves the right to direct the Contractor to perform testing and measurement of the individual concrete floats and the installed system.  Tests may include but not be limited to:



a.  freeboard and list of individual floats under dead and design live load.



b.  freeboard and list of the installed system under dead and design live load.


3.4
Inspection

3.4.1
Manufacturing Facility


The Contracting Officer's Technical Representative shall be permitted to inspect the manufacture of the concrete floats and the completed concrete floats at the point of manufacture.  Provide a minimum 7 days notice prior to the start of manufacture and a minimum 7 days prior to shipment so the Government can arrange inspections.


3.4.2
Pre-Installation


The Contractor shall store the concrete floats and/or temporarily position each float so that the Contracting Officer's Technical Representative can visually examine all six surfaces for defects prior to installation.  Defects such as spalling, scaling, cracking, honeycombing, and exposed reinforcing may be the cause for rejection of a float.  Defective units shall be repaired or replaced with new as directed by the Contracting Officer at no additional cost to the Government.


3.5
Field Treatment

3.5.1
Timber


Field treat cuts, counterbores, bevels, notches, re-facing and abrasions made in the field in accordance with AWPA M4.  Trim cuts and abrasions before field treatment.  Coat all depressions or openings around bolt holes, joints, or gaps including recesses formed by counterboring with same preservative used in the pressure treatment.


3.5.2
Galvanized Surfaces


Repair and re-coat galvanized coating which has been field or shop cut, burned by welding, abraded or otherwise damaged to the point that the base metal is exposed.  Thoroughly clean the damaged area by wire brushing and remove all traces of welding flux and loose or cracked galvanized coating before re-coating.  Coat cleaned area with 2 coats of galvanizing repair paint.  Apply paint in accordance with manufacturer's instructions.


END OF SECTION 02390


SECTION 02461


WOOD MARINE PILES


PART 1 – GENERAL


1.1
Work Included


This section covers pile driving for timber piles.


1.2
References

The publications listed below form a part of this specification to the extent referenced.  The publications are referred to in the text by the basic designation only.  Refer to the latest editions.



AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)



B 209
Aluminum and Aluminum-Alloy Sheet and Plate



D 25
Round Timber Piles



D 1143
Piles Under Static Axial Compressive Load



AMERICAN WOOD-PRESERVERS' ASSOCIATION (AWPA)



C1
All Timber Products – Preservative Treatment by Pressure 



Processes



C3
Piles, Pressure Treatment



M4
Care of Preservative-Treated Wood Products



M6
Brands Used on Forest Products



FEDERAL SPECIFICATIONS (FS)



FS RR-W-410
Wire Rope and Strand


1.3
Submittals


Submit the following in accordance with Section 01300, "Submittals".


1.3.1
Manufacturer's Catalog Data



a.  Driving equipment



b.  Driving helmet



c.  Pile shoes


1.3.2
Statements



a.  MSDS and CIS


Provide Materials and Safety Data Sheets (MSDS) and Consumer Information Sheets (CIS) associated with timber pile preservative treatment.  Contractor shall comply with all safety precautions indicated on MSDS and CIS.


1.3.3
Records



a.  Job piles records



Submit pile driving records within 15 calendar days after completion of driving.


1.4
Delivery, Storage, and Handling


Store piles in accordance with AWPA M4.  Comply with paragraph entitled "MSDS and



CIS."


PART 2 – PRODUCTS


2.1
Piles

Provide Douglas fir or Southern pine clean-peeled piles conforming to ASTM D 25.  Piles shall be in one piece.  Splices will not be permitted.  Each treated pile shall be branded by the producer, in accordance with AWPA M6.  Pile circumferences shall be as follows:


a.  Bearing Piles:  Minimum butt circumference measured at 3 feet from the butt end shall be 12 inches as indicated.


2.2
Preservative Treatment

Treat piles by the full-cell pressure process to a minimum net retention of 0.60 pcf of wood in accordance with AWPA C1 and AWPA C3 for marine piling, as follows:


a.  Bearing Piles:  CCA waterborne preservative for marine piles.


2.3
Pile Shoes

Steel boot or welded-plate point shoe especially fabricated for pile driving.  Shoes shall be the product of a manufacturer regularly engaged in the manufacture of pile fittings.  Provide size to fit pile tip.  Fabricate boot type of 3/16 inch carbon steel fully welded, with at least three straps, each with three 3/16 inch nail holes.  Fabricate welded-plate point type of four 3/16 inch or 1/4 inch steel plates, fully welded and sized to adequately cover full pointed area of pile; provide each plate with one 3/16 inch or one 1/4 inch nail hole.  Shoes may be furnished without painted finish.  Provide on the point of each pile.


PART 3 – EXECUTION


3.1
Installation

3.1.1
Bearing Piles


Inspect piles when delivered and when in the leads immediately before driving.  Cut piles at cutoff grade with pneumatic tools by sawing or other approved method.  Where cutoff is below existing mudline elevation, complete excavation, sheeting, dewatering, and backfilling before pile is driven to cutoff elevation.  Where required, provide bolt holes that will ensure a driving fit and counter-bore holes for the bolt head and washers.


3.1.1.1
Driving Piles


Operate hammer at manufacturer's rated speed, and drive pile without interruption to the indicated tip elevation.  If, in driving, it is found that a pile is not of sufficient length to give the capacity specified, notify the Contracting Officer, who will determine the corrective procedure to be followed.


3.1.1.2
Driving Equipment Select and use a pile hammer of sufficient weight and energy to install the specified pile without damage into the soils expected to be encountered.  Place driving helmet, or cap and cushion block combination capable of protecting the head of the pile between top of pile and the ram to prevent impact damage to pile.  If block is damaged, split, highly compressed, charred or burned, or has become spongy or deteriorated, replace with new block.  Helmet or block shall uniformly transmit energy to pile with a minimum loss of energy.


3.1.1.3
Tolerances in Driving Bearing Piles


At cutoff elevation, butts shall be within 4 inches of the location indicated.  Manipulation of piles is prohibited.  Manipulation to move piles into position will be permitted only within the aforementioned tolerance to return the pile to the design location.  However, piles shall not be manipulated more than 1.5 percent of the exposed length above the mudline.  A variation of not more than 0.25 inch per foot of pile length from the vertical for plumb piles or more than 0.50 inch per foot of pile length from the required angle for batter piles will be permitted.  Inspect piles for heave.  Redrive heaved piles to the required tip elevation.  Remove and replace with new piles those damaged, misplaced, driven below the design cutoff, or driven out of alignment, or provide additional piles, driven as directed.


3.1.1.4
Records


Keep a complete and accurate record of each pile driven.  Indicate pile location, deviations from design location, diameter, original length, mudline elevation, tip elevation, cutoff elevation, penetration in blows per foot for the last 10 feet for job piles, hammer data including rate of operation, make, and size, and unusual pile behavior or circumstances experienced during driving such as redriving, heaving, weaving, obstructions and unanticipated interruptions.  Preprinted forms for recording pile driving data will be furnished upon request.  Make pile driving records available to the Contracting Officer’s Representative at the job site, a minimum of 24 hours after each day of pile driving and FAX pile records to Contracting Officer.  Include in the construction records the wood species, preservative type, retention, and producer of installed treated timber.


3.2
Protection of Piles

Square the heads and tips of piles to the driving axis.  Laterally support piles during driving, but do not unduly restrain piles from rotation in the leads.  Swinging leads will not be permitted.  Where pile orientation is essential, take precautionary measures to maintain the orientation during driving.  Driven batter piles of sufficient unsupported lengths to cause a measurable deflection shall have free ends secured until piles are fixed in the structure to prevent excessive bending stresses.  Handle, protect, and field treat piles in accordance with AWPA M4.


3.3
Field Quality Control

3.3.1
Inspections


When Government inspections result in product rejection, the Contractor shall promptly segregate and remove rejected material from the premises. The Government may also charge the Contractor an additional cost of inspection or test when prior rejection makes reinspection or retest necessary.


END OF SECTION 02461


PILE DRIVING LOG


CONTRACT NO._______________________  CONTRACT NAME_____________________


CONTRACTOR____________________________TYPE OF PILE_______________________


PILE LOCATION_____________  PILE SIZE:BUTT/TIP: __________LENGTH___________


GROUND ELEVATION______________________CUT OFF ELEVATION_______________


PILE TIP ELEVATION_________________    VERTICAL (_____)   BATTER 1 ON (_____) 


SPLICES ELEVATION____________________ COMPANY___________________________


HAMMER:       MAKE & MODEL_________________  WT. RAM______________________


STROKE______________________RAM RATED ENERGY___________________________


DESCRIPTION & DIMENSIONS OF DRIVING CAP_________________________________


CUSHION MATERIALS & THICKNESS___________________________________________


INSPECTOR________________________________________________________


"DEPTH" COLUMN OF PILE DRIVING RECORD REFERENCED TO:


_____________________ CUT-OFF ELEVATION


_____________________ FINISH FLOOR ELEVATION


TIME:  START DRIVING__________  FINISH DRIVING___________  DRIVING TIME___________


INTERRUPTIONS (TIME, TIP ELEV. & REASON)_________________________________________________


JET PRESSURE & ELEVATIONS_______________________________________________________________


____________________________________________________________________________________________


DRIVING RESISTANCE _______________________________________________________


DEPTH   NO. OF       DEPTH      NO. OF         DEPTH      NO. OF


FT.           BLOWS          FT.         BLOWS            FT.       BLOWS



  0
_____

18
_____

36
_____



  1
_____

19
_____

37
_____



  2
_____

20
_____

38
_____



  3
_____

21
_____

39
_____



  4
_____

22
_____

40
_____



  5
_____

23
_____

41
_____



  6
_____

24
_____

42
_____



  7
_____

25
_____

43
_____



  8
_____

26
_____

44
_____



  9
_____

27
_____

45
_____



10
_____

28
_____

46
_____



11
_____

29
_____

47
_____



12
_____

30
_____

48
_____



13
_____

31
_____

49
_____



14
_____

32
_____

50
_____



15
_____

33
_____

51
_____



16
_____

34
_____

52
_____



17
_____

35
_____

53
_____
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54
_____
77
_____
  99
_____


55
_____
78
_____
100
_____


56
_____
79
_____
101
_____


57
_____
80
_____
102
_____


58
_____
81
_____
103
_____


59
_____
82
_____
104
_____


60
_____
83
_____
105
_____


61
_____
84
_____
106
_____


62
_____
85
_____
107
_____


63
_____
86
_____
108
_____


64
_____
87
_____
109
_____


65
_____
88
_____
110
_____


66
_____
89
_____
111
_____


67
_____
90
_____
112
_____


68
_____
91
_____
113
_____


69
_____
92
_____
114
_____


70
_____
93
_____
115
_____


71
_____
94
_____
116
_____


72
_____
95
_____
117
_____


73
_____
96
_____
118
_____


74
_____
97
_____
119
_____


75
_____
98
_____
120
_____


76
_____


________________________________________________________________


DRIVING RESISTANCE IN BLOWS PER INCH FOR LAST FOOT OF


PENETRATION: DEPTH________

                  DEPTH________


1"___2"___3"___4"___5"___6"___7"___8"___9"___10"___11"___12"___


ELEV._______                                                                                          ELEV ._________


REMARKS_______________________________________________________________


_________________________________________________________________________


CUT OFF ELEVATION:  FROM DRAWING



______________


TIP ELEVATION = GROUND ELEVATION - DRIVEN DEPTH =
______________


DRIVEN LENGTH = CUT OFF ELEVATION - TIP ELEVATION =
______________


CUT OFF LENGTH = PILE LENGTH - DRIVEN LENGTH =

______________
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SECTION 02490


MARINE FENDERING


PART 1 – GENERAL


1.1
Work Included

Furnish all labor, materials, and equipment to install rubber fenders on floating docks as indicated.


1.2
References

The publications listed below form a part of this specification to the extent referenced.  The publications are referred to in the text by basic designation only.  Refer to the latest editions.



American Society for Testing and Material (ASTM):



D 2000
Rubber Products in Automotive Applications


1.3
Manufacturer Qualifications

Manufacturer of rubber fenders shall have been in the business of manufacturing extruded rubber marine fenders for at least 10 years and upon request provide proof of at least three installations that have been in service at least three years.


PART 2 – PRODUCTS


2.1
Rubber Fenders

Fenders shall be extruded rubber type of shape and size shown in the drawings.  Thickness shall be a minimum 1/2 inches at all locations.  Fender material shall be natural or synthetic rubber conforming to ASTM D 2000, 3BA 712 A14, B13, C12, EA13, F17, G21 (min.  150 ppi) and be homogenous and free from any defects, impurities, pores or cracks.  Color shall be non-marking gray.


2.2
Hardware and Steel


Shall be as specified in Section 02390.


PART 3 – EXECUTION


3.1
Installation

Handle, store, cut, and drill rubber fenders per manufacturer’s instructions.  Install fenders as shown in drawings or per floating dock manufacturer's standard installation.  Install per Section 02390.


END OF SECTION 02490


SECTION 03300


CAST-IN-PLACE CONCRETE


PART 1 – GENERAL


1.1
REFERENCES


The publications listed below form a part of this specification to the extent referenced.  The publications are referred to in the text by basic designation only.  Refer to the latest editions.



AMERICAN CONCRETE INSTITUTE (ACI)



ACI 211.1
Selecting Proportions for Normal, Heavyweight, and Mass Concrete



ACI 301
Structural Concrete



ACI 302.1R
Concrete Floor and Slab Construction



ACI 304R
Measuring, Mixing, Transporting, and Placing Concrete



ACI 305R
Hot Weather Concreting



ACI 306.1
Cold Weather Concreting


ACI 347R
Formwork for Concrete



AMERICAN HARDBOARD ASSOCIATION (AHA)



AHA A135.4
Basic Hardboard



AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)



ASTM A 82
Steel Wire, Plain, for Concrete Reinforcement



ASTM A 185
Steel Welded Wire Fabric, Plain, for Concrete Reinforcement



ASTM A 496
Steel Wire, Deformed, for Concrete Reinforcement



ASTM A 497
Steel Welded Wire Fabric, Deformed, for Concrete Reinforcement



ASTM A 615
Deformed and Plain Billet-Steel Bars for Concrete Reinforcement



ASTM A 616
Rail-Steel Deformed and Plain Bars for Concrete Reinforcement



ASTM A 617
Axle-Steel Deformed and Plain Bars for Concrete Reinforcement



ASTM C 31
Making and Curing Concrete Test Specimens in the Field



ASTM C 33
Concrete Aggregates



ASTM C 94
Ready-Mixed Concrete



ASTM C 143
Slump of Hydraulic Cement Concrete



ASTM C 150
Portland Cement



ASTM C 171
Sheet Materials for Curing Concrete



ASTM C 172
Sampling Freshly Mixed Concrete



ASTM C 192
Making and Curing Concrete Test Specimens in the Laboratory



ASTM C 260
Air-Entraining Admixtures for Concrete



ASTM C 330
Lightweight Aggregates for Structural Concrete



ASTM C 494
Chemical Admixtures for Concrete



ASTM C 618
Coal Fly Ash and Raw or Calcined Natural Pozzolan for Use as a Mineral Admixture in Concrete



ASTM C 920
Elastomeric Joint Sealants



ASTM C 989
Ground Granulated Blast-Furnace Slag for Use in Concrete and Mortars



ASTM C 1017
Chemical Admixtures for Use in Producing Flowing Concrete



ASTM C 1107
Packaged Dry, Hydraulic-Cement Grout (Nonshrink)



ASTM D 1190
Concrete Joint Sealer, Hot-Applied Elastic Type



ASTM D 1751
Preformed Expansion Joint Filler for Concrete Paving and Structural Construction (Nonextruding and Resilient Bituminous Types)



ASTM D 1752
Preformed Sponge Rubber and Cork Expansion Joint Fillers for Concrete Paving and Structural Construction



ASTM D 4397
Polyethylene Sheeting for Construction, Industrial, and Agricultural Applications



U.S. DEPARTMENT OF COMMERCE PRODUCT STANDARDS (PS)



PS-1
Construction and Industrial Plywood


1.2
DEFINITIONS


a.  "Cementitious material" as used herein shall include all portland cement, pozzolan, fly ash, ground iron blast-furnace slag, and silica fume.


b.  "Exposed to public view" means situated so that it can be seen from eye level from a public location after completion of the building.  A public location is accessible to persons not responsible for operation or maintenance of the building.


1.3
SUBMITTALS



Submit the following in accordance with Section 01300, "Submittals."


1.3.1
Design Data

Thirty days minimum prior to concrete placement, submit a mix design for each strength and type of concrete.  Submit a complete list of materials including type; brand; source and amount of cement, fly ash, pozzolans, ground slag and admixtures; and applicable reference specifications.  Provide mix proportion data using at least three different water-cement ratios for each type of mixture, which will produce a range of strength encompassing those required for each class and type of concrete required.  If source material changes, resubmit mix proportion data using revised source material.  No material shall be provided unless proven by trial mix studies to meet the requirements of this specification, unless otherwise approved in writing by the COTR.  The submittal shall clearly indicate where each mix design will be used when more than one mix design is submitted.  



a.  Concrete mix design

1.3.2
Field Test Reports



a. Slump Tests


1.4
DELIVERY, STORAGE, AND HANDLING


Do not deliver concrete until vapor barrier, forms, reinforcement, embedded items, and chamfer strips are in place and ready for concrete placement. ACI 301 for job site storage of materials.  Protect materials from contaminants such as grease, oil, and dirt.  Ensure materials can be accurately identified after bundles are broken and tags removed.


1.4.1
Reinforcement


Store reinforcement of different sizes and shapes in separate piles or racks raised above the ground to avoid excessive rusting.  Protect from contaminants such as grease, oil, and dirt.  Ensure bar sizes can be accurately identified after bundles are broken and tags removed.


PART 2 – PRODUCTS


2.1
MATERIALS FOR FORMS


Provide wood, plywood, or steel.  Use plywood or steel forms where a smooth form finish is required.  Lumber shall be square edged or tongue-and-groove boards, free of raised grain, knotholes, or other surface defects.  Plywood: PS-1, B-B concrete form panels or better or AHA A135.4, hardboard for smooth form lining.  Steel form surfaces shall not contain irregularities, dents, or sags.


2.2
FORM TIES AND ACCESSORIES


The use of wire alone is prohibited.  Form ties and accessories shall not reduce the effective cover of the reinforcement.


2.3
CONCRETE


2.3.1
Contractor-Furnished Mix Design

ACI 211.1, ACI 301 except as otherwise specified.  The compressive strength (f'c) of the concrete for each portion of the structure(s) shall be as indicated and as specified below, or as shown on drawings.




f'c

ASTM C 33



(Min. 28-
Maximum 
Range

Max.Water-




Day Comp.
Nominal
of 

Cement
Air 




Strength)
Aggregate
Slump

Ratio

Entr.



Location
(psi)

(Size No.)
(inches)
(by weight)
(percent)


All Concrete
   4000

     57

     3

     0.45
    6


Maximum slump shown above may be increased one inch for methods of consolidation other than vibration.  Slump may be increased to 8 inches when superplasticizers are used.  Provide air entrainment using air-entraining admixture.  Air entrainment shall be within plus or minus 1.0 percent of the value specified. 


2.3.1.1
Mix Proportions for Normal Weight Concrete


Trial design batches, mixture proportioning studies, and testing requirements for various classes and types of concrete specified shall be the responsibility of the Contractor.  Mixture proportions shall be based on compressive strength as determined by test specimens fabricated in accordance with ASTM C 192 and tested in accordance with ASTM C 39.  Samples of all materials used in mixture proportioning studies shall be representative of those proposed for use in the project and shall be accompanied by the manufacturer's or producer's test report indicating compliance with these specifications.  Trial mixtures having proportions, consistencies, and air content suitable for the work shall be made based on methodology described in ACI 211.1.  The trial mixture shall use at least three different water-cement ratios for each type of mixture, which will produce a range of strength encompassing those required for each class and type of concrete required on the project.  The maximum water-cement ratio required will be based on equivalent water-cement ratio calculations as determined by the conversion from the weight ratio of water to cement plus pozzolan, silica fume, and ground granulated blast-furnace slag by weight equivalency method.  Laboratory trial mixture shall be designed for maximum permitted slump and air content.  Each combination of material proposed for use shall have separate trial mixture, except for accelerator or retarder use can be provided without separate trial mixture.  The temperature of concrete in each trial batch shall be reported.  For each water-cement ratio, at least three test cylinders for each test age shall be made and cured in accordance with ASTM C 192 and tested in accordance with ASTM C 39 for 7 and 28 days.  From these results, a curve shall be plotted showing the relationship between water-cement ratio and strength for each set of trial mix studies.  In addition a curve shall be plotted showing the relationship between 7 and 28 day strengths.


2.3.1.2
Required Average Strength of Mix Design


The selected mixture shall produce an average compressive strength exceeding the specified strength by the amount indicated in ACI 301.  When a concrete production facility has a record of at least 15 consecutive tests, the standard deviation shall be calculated and the required average compressive strength shall be determined in accordance with ACI 301.  When a concrete production facility does not have a suitable record of tests to establish a standard deviation, the required average strength shall be as follows:



a.  For f'c between 3000 and 5000 psi, 1200 psi plus f'c.


2.4
MATERIALS


2.4.1
Cement


ASTM C 150, Type I or II blended cement except as modified herein.  The blended cement shall consist of a mixture of ASTM C 150, Type II, cement and one of the following materials:  ASTM C 618 pozzolan or fly ash, ASTM C 989 ground iron blast-furnace slag.  The pozzolan or fly ash content shall not exceed 25 percent by weight of the total cementitious material.  The ground iron blast-furnace slag shall not exceed 50 percent by weight of total cementitious material.  For exposed concrete, use one manufacturer for each type of cement, ground slag, fly ash, and pozzolan.


2.4.1.1
Fly Ash and Pozzolan


ASTM C 618, Type N, F, or C, except that the maximum allowable loss on ignition shall be 6 percent for Types N and F.  Add with cement.


2.4.1.2
Ground Iron Blast-Furnace Slag



ASTM C 989, Grade 120.


2.4.2
Water


Water shall be fresh, clean, and potable; free from injurious amounts of oils, acids, alkalis, salts, organic materials, or other substances deleterious to concrete.


2.4.3
Aggregates


ASTM C 33, except as modified herein.  Furnish aggregates for exposed concrete surfaces from one source.  Aggregates shall not contain any substance which may be deleteriously reactive with the alkalies in the cement. 


2.4.3.1
Aggregates for Lightweight Concrete



ASTM C 330.


2.4.4
Nonshrink Grout



ASTM C 1107.


2.4.5
Admixtures


ASTM C 494: Type A, water reducing; Type B, retarding; Type C, accelerating; Type D, water-reducing and retarding; and Type E, water-reducing and accelerating admixture.  Do not use calcium chloride admixtures.


2.4.5.1
Air-Entraining



ASTM C 260.


2.4.5.2
High Range Water Reducer (HRWR) (Superplasticizers)



Type G (HRWR retarding admixture) and ASTM C 1017.  


2.4.6
Vapor Barrier


ASTM D 4397 polyethylene sheeting, minimum 10 mil thickness.


2.4.6.1
Polyethylene Sheeting



ASTM D 4397, minimum 10 mil thickness.


2.4.7
Materials for Curing Concrete

2.4.7.1
Impervious Sheeting


ASTM C 171; waterproof paper, clear or white polyethylene sheeting, or polyethylene-coated burlap.


2.4.8
Expansion/Contraction Joint Filler


ASTM D 1751 or ASTM D 1752, 1/2 inch thick, unless otherwise indicated.


2.4.9
Joint Sealants

2.4.9.1
Horizontal Surfaces, 3 Percent Slope, Maximum


ASTM D 1190 or ASTM C 920, Type M, Class 25, Use T.


2.5
REINFORCEMENT


2.5.1
Reinforcing Bars


ACI 301 unless otherwise specified.  ASTM A 615 and ASTM A 617 with the bars marked A, S, W, Grade 60; or ASTM A 616 with the bars marked R, Grade 60.  


2.5.2
Welded Wire Fabric


ASTM A 185 or ASTM A 497.  Provide flat sheets of welded wire fabric for slabs and toppings.


2.5.3
Wire



ASTM A 82 or ASTM A 496.


2.5.4
Reinforcing Bar Supports



Provide bar ties and supports of coated or non-corrodible material.


PART 3 – EXECUTION


3.1
FORMS


ACI 301.  Provide forms, shoring, and scaffolding for concrete placement.  Set forms mortar-tight and true to line and grade.  Chamfer above grade exposed joints, edges, and external corners of concrete 0.75 inch unless otherwise indicated. Provide formwork with clean-out openings to permit inspection and removal of debris.  Forms submerged in water shall be watertight.


3.1.1
Coating


Before concrete placement, coat the contact surfaces of forms with a nonstaining mineral oil, nonstaining form coating compound, or two coats of nitrocellulose lacquer.  Do not use mineral oil on forms for surfaces to which adhesive, paint, or other finish material is to be applied.


3.1.2
Removal of Forms and Supports


After placing concrete, forms shall remain in place for the time periods specified in ACI 347R.  Prevent concrete damage during form removal.


3.2
FORMED SURFACES


3.2.1
Tolerances



ACI 347R and as indicated.


3.2.2
As-Cast Form


Provide form facing material producing a smooth, hard, uniform texture on the concrete.  Arrange facing material in an orderly and symmetrical manner and keep seams to a practical minimum.  Support forms as necessary to meet required tolerances.  Material with raised grain, torn surfaces, worn edges, patches, dents, or other defects which will impair the texture of the concrete surface shall not be used.


3.3
PLACING REINFORCEMENT AND MISCELLANEOUS MATERIALS


ACI 301.  Provide bars, wire fabric, wire ties, supports, and other devices necessary to install and secure reinforcement.  Reinforcement shall not have rust, scale, oil, grease, clay, or foreign substances that would reduce the bond.  Rusting of reinforcement is a basis of rejection if the effective cross-sectional area or the nominal weight per unit length has been reduced.  Remove loose rust prior to placing steel.  Tack welding is prohibited.


3.3.1
Reinforcement Supports


Place reinforcement and secure with galvanized or non corrodible chairs, spacers, or metal hangers.  For supporting reinforcement on the ground, use concrete or other non corrodible material, having a compressive strength equal to or greater than the concrete being placed.


3.3.2
Splicing


As indicated.  For splices not indicated ACI 301.  Do not splice at points of maximum stress.  Overlap welded wire fabric the spacing of the cross wires, plus 2 inches.  


3.3.3
Cover



ACI 301 for minimum coverage, unless otherwise indicated.


3.3.4
Expansion Joints and Contraction Joints


Provide expansion joint at edges of interior floor slabs on grade abutting vertical surfaces, and as indicated.  Make expansion joints 1/2 inch wide unless indicated otherwise.  Fill expansion joints not exposed to weather with preformed joint filler material.  Completely fill joints exposed to weather with joint filler material and joint sealant.  Do not extend reinforcement or other embedded metal items bonded to the concrete through any expansion joint unless an expansion sleeve is used.  Provide contraction joints, either formed or saw cut or cut with a jointing tool, to the indicated depth after the surface has been finished.  Sawed joints shall be completed within 4 to 12 hours after concrete placement.  Protect joints from intrusion of foreign matter.


3.4
BATCHING, MEASURING, MIXING, AND TRANSPORTING CONCRETE


ASTM C 94, ACI 301, ACI 302.1R, and ACI 304R, except as modified herein.  Batching equipment shall be such that the concrete ingredients are consistently measured within the following tolerances: 1 percent for cement and water, 2 percent for aggregate, and 3 percent for admixtures.  Furnish mandatory batch ticket information for each load of ready mix concrete.


3.4.1
Measuring


Make measurements at intervals as specified in paragraphs entitled "Sampling" and "Testing."


3.4.2
Mixing


ASTM C 94 and ACI 301.  Machine mix concrete.  Begin mixing within 30 minutes after the cement has been added to the aggregates.  Reduce mixing time and place concrete within 60 minutes if the air temperature is greater than 85 degrees F except as follows:  if set retarding admixture is used and slump requirements can be met, limit for placing concrete may remain at 90 minutes.  Additional water may be added, provided that both the specified maximum slump and water-cement ratio are not exceeded.  When additional water is added, an additional 30 revolutions of the mixer at mixing speed is required.  If the entrained air content falls below the specified limit, add a sufficient quantity of admixture to bring the entrained air content within the specified limits. Dissolve admixtures in the mixing water and mix in the drum to uniformly distribute the admixture throughout the batch.


3.4.3
Transporting


Transport concrete from the mixer to the forms as rapidly as practicable. Prevent segregation or loss of ingredients.  Clean transporting equipment thoroughly before each batch.  Do not use aluminum pipe or chutes.  Remove concrete which has segregated in transporting and dispose of as directed.


3.5
PLACING CONCRETE


Place concrete as soon as practicable after the forms and the reinforcement have been inspected and approved.  Do not place concrete when weather conditions prevent proper placement and consolidation; in uncovered areas during periods of precipitation; or in standing water.  Prior to placing concrete, remove dirt, construction debris, water, snow, and ice from within the forms.  Deposit concrete as close as practicable to the final position in the forms.  Do not exceed a free vertical drop of 3 feet from the point of discharge.  Place concrete in one continuous operation from one end of the structure towards the other.  Position grade stakes on 10 foot centers maximum in each direction when pouring interior slabs and on 20 foot centers maximum for exterior slabs.


3.5.1
Vibration


ACI 301.  Furnish a spare vibrator on the job site whenever concrete is placed.  Consolidate concrete slabs greater than 4 inches in depth with high frequency, internal, mechanical vibrating equipment supplemented by hand spading and tamping.  Consolidate concrete slabs 4 inches or less in depth by wood tampers, spading, and settling with a heavy leveling straightedge.  Operate vibrators with vibratory element submerged in the concrete, with a minimum frequency of not less than 6000 impulses per minute when submerged.  Do not use vibrators to transport the concrete in the forms.  Insert and withdraw vibrators approximately 18 inches apart.  Penetrate the previously placed lift with the vibrator when more than one lift is required.  Place concrete in 18 inch maximum vertical lifts.  External vibrators shall be used on the exterior surface of the forms when internal vibrators do not provide adequate consolidation of the concrete.


3.5.2
Cold Weather


ACI 306.1.  Do not allow concrete temperature to decrease below 50 degrees FObtain approval prior to placing concrete when the ambient temperature is below 40 degrees F or when concrete is likely to be subjected to freezing temperatures within 24 hours.  Cover concrete and provide sufficient heat to maintain 50 degrees F minimum adjacent to both the formwork and the structure while curing.  Limit the rate of cooling to 5 degrees F in any 1 hour and 50 degrees F per 24 hours after heat application.


3.5.3
Hot Weather


ACI 305R.  Maintain required concrete temperature using Figure 2.1.5 in ACI 305R to prevent the evaporation rate from exceeding 0.2 pound of water per square foot of exposed concrete per hour.  Cool ingredients before mixing or use other suitable means to control concrete temperature and prevent rapid drying of newly placed concrete.  Shade the fresh concrete as soon as possible after placing.  Start curing when the surface of the fresh concrete is sufficiently hard to permit curing without damage.  Provide water hoses, pipes, spraying equipment, and water hauling equipment, where job site is remote to water source, to maintain a moist concrete surface throughout the curing period.  Provide burlap cover or other suitable, permeable material with fog spray or continuous wetting of the concrete when weather conditions prevent the use of either liquid membrane curing compound or impervious sheets.  For vertical surfaces, protect forms from direct sunlight and add water to top of structure once concrete is set.


3.6
FLOOR, SLAB, AND PAVEMENT FINISHES AND MISCELLANEOUS CONSTRUCTION


ACI 302.1R, unless otherwise specified.  Where straightedge measurements are specified, Contractor shall provide straightedge.


3.6.1
Finish


Place, consolidate, and immediately strike off concrete to obtain proper contour, grade, and elevation before bleedwater appears.  Permit concrete to attain a set sufficient for floating and supporting the weight of the finisher and equipment.  If bleedwater is present prior to floating the surface, drag the excess water off or remove by absorption with porous materials.  Do not use dry cement to absorb bleedwater.


3.6.2
Broomed


Use on surfaces of exterior walks, platforms, patios, and ramps, unless otherwise indicated.  Perform a floated finish, then draw a broom or burlap belt across the surface to produce a coarse scored texture.  Permit surface to harden sufficiently to retain the scoring or ridges.  Broom transverse to traffic or at right angles to the slope of the slab.


3.6.3
Concrete Walks


Provide 4 inches thick minimum.  Provide contraction joints spaced every 5 linear feet unless otherwise indicated.  Cut contraction joints one inch deep with a jointing tool after the surface has been finished.  Provide 0.5 inch thick transverse expansion joints at changes in direction where sidewalk abuts curb, steps, rigid pavement, or other similar structures; space expansion joints every 50 feet maximum.  Give walks a broomed finish.  Unless indicated otherwise, provide a transverse slope of 1/48.  Limit variation in cross section to 1/4 inch in 5 feet.


3.7
CURING AND PROTECTION


ACI 301 unless otherwise specified.  Begin curing immediately following form removal.  Avoid damage to concrete from vibration created by blasting, pile driving, movement of equipment in the vicinity, disturbance of formwork or protruding reinforcement, and any other activity resulting in ground vibrations.  Protect concrete from injurious action by sun, rain, flowing water, frost, mechanical injury, tire marks, and oil stains.  Do not allow concrete to dry out from time of placement until the expiration of the specified curing period.  Do not use membrane-forming compound on surfaces where appearance would be objectionable, on any surface to be painted, where coverings are to be bonded to the concrete, or on concrete to which other concrete is to be bonded.  If forms are removed prior to the expiration of the curing period, provide another curing procedure specified herein for the remaining portion of the curing period.  Provide moist curing for those areas receiving liquid chemical sealer-hardener or epoxy coating.


3.7.1
Moist Curing



Remove water without erosion or damage to the structure.


3.7.1.1
Ponding or Immersion


Continually immerse the concrete throughout the curing period.  Water shall not be more than 20 degrees F less than the temperature of the concrete. For temperatures between 40 and 50 degrees F, increase the curing period by 50 percent.


3.7.1.2
Fog Spraying or Sprinkling


Apply water uniformly and continuously throughout the curing period.  For temperatures between 40 and 50 degrees F, increase the curing period by 50 percent.


3.7.1.3
Impervious Sheeting


Wet the entire exposed surface of the concrete thoroughly with a fine spray of water and cover with impervious sheeting throughout the curing period. Lay sheeting directly on the concrete surface and overlap edges 12 inches minimum.  Provide sheeting not less than 18 inches wider than the concrete surface to be cured.  Secure edges and transverse laps to form closed joints.  Repair torn or damaged sheeting or provide new sheeting.  Cover or wrap columns, walls, and other vertical structural elements from the top down with impervious sheeting; overlap and continuously tape sheeting joints; and introduce sufficient water to soak the entire surface prior to completely enclosing.


3.7.2
Curing Periods


ACI 301 except 10 days for retaining walls, pavement or chimneys, 21 days for concrete that will be in full-time or intermittent contact with seawater, salt spray, alkali soil or waters.  Begin curing immediately after placement.  Protect concrete from premature drying, excessively hot temperatures, and mechanical injury; and maintain minimal moisture loss at a relatively constant temperature for the period necessary for hydration of the cement and hardening of the concrete.  The materials and methods of curing shall be subject to approval by the COTR.


3.8
FIELD QUALITY CONTROL


3.8.1
Sampling


ASTM C 172.  Collect samples of fresh concrete to perform tests specified.  ASTM C 31 for making test specimens.


3.8.2
Testing


3.8.2.1
Slump Tests


ASTM C 143.  Take concrete samples during concrete placement.  The maximum slump may be increased as specified with the addition of an approved admixture provided that the water-cement ratio is not exceeded.  Perform tests at commencement of concrete placement, when test cylinders are made, and for each batch (minimum) or every 20 cubic yards (maximum) of concrete.


END OF SECTION 03300


SECTION 05500


METAL FABRICATIONS


PART 1 – GENERAL


1.1
Work Included

Provide all materials, labor, and equipment to install cleats and handrails as shown on contract drawings.


1.2
References

The publication listed below form a part of this specification to the extent referenced.  The publications are referred to in the text by basic designation only.  Refer to the latest editions.



AMERICAN INSTITUTE OF STEEL CONSTRUCTION (AISC):



AISC S303
Steel Buildings and Bridges



AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI):



ANSI B18.2.1
Square and Hex Bolts and Screws Inch Series



AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM):



A 36
Carbon Structural Steel



A 53
Pipe, Steel, Black and Hot-Dipped, Zinc-Coated Welded and 


Seamless



A 123
Zinc (Hot-Dip Galvanized) Coatings on Iron and Steel Products



A 153
Zinc Coating (Hot-Dip) on Iron and Steel Hardware



A 780
Repair of Damaged and Uncoated Areas of Hot-Dip Galvanized 


Coatings



F 593
Stainless Steel Bolts, Hex Cap Screws, and Studs



F 594
Stainless Steel Nuts



AMERICAN WELDING SOCIETY, INC. (AWS):



D1.1
Structural Welding Code Steel



FEDERAL SPECIFICATIONS (FS):



FS TT-P-664
Primer Coating, Alkyd, Corrosion-Inhibiting, Lead and Chromate Free, VOC-Compliant


1.3
Submittals


Submit the following in accordance with Section 01300, "Submittals."


1.3.1
Drawings



a. Handrailing


1.3.1.1
Submit fabrication drawings showing layout(s), connections to structural system, and anchoring details as specified in AISC S303.


1.4
Project Conditions

1.4.1
Field Measurements

Where handrails are to be placed in conjunction with other construction elements, check actual dimensions for placement of handrail by accurate field measurements before fabrication; show recorded measurements on final shop drawings.  Coordinate fabrication schedule with construction progress to avoid delaying the work.


1.5
Qualification of Welders

Qualify welders in accordance with AWS D1.1.  Use procedures, materials, and equipment of the type required for the work.


1.6
Delivery, Storage, and Protection

Protect from corrosion, deformation, and other types of damage.  Store items in an enclosed area free from contact with soil and weather.  Remove and replace damaged items with new items.


PART 2 – PRODUCTS


2.1
Materials

2.1.1
Structural Carbon Steel

Steel angles and plates shall conform to specification of ASTM 36, Grade A and galvanized according to ASTM A 123.


2.1.2
Steel Pipe


ASTM A 53, Type E or S, Grade B.


2.1.3
Anchor Bolts

ASTM A 593.  Where exposed, shall be of the same material, color, and finish as the metal to which applied.


2.1.3.1
Threaded Inserts and Expansion Anchors

Provide inserts and anchors as indicated.  Stainless steel anchors shall conform to ASTM F 593.  Stainless Steel nuts shall conform to ASTM F 594.


2.1.3.2
Bolts, Nuts, Studs and Rivets



ASTM F 593 and ASTM F 594.


2.1.3.3
Washers

Provide beveled washers for American Standard beams and channels, square or rectangular, tapered in thickness, and smooth.


2.1.3.4
Lag Screws and Bolts: ANSI B18.2.1, type and grade best suited for the purpose.


2.2
Fabrication Finishes

2.2.1
Galvanizing

Hot-dip galvanize items specified to be zinc-coated, after fabrication where practicable according to ASTM A 123, ASTM A 153.


2.2.2
Galvanize

Anchor bolts, washers, and parts or devices necessary for proper installation, unless indicated otherwise.


2.2.3
Repair of Zinc-Coated Surfaces

Repair damaged surfaces with galvanizing repair method and paint conforming to ASTM A 780 or by application of stick or thick paste material specifically designed for repair of galvanizing, as approved by Contracting Officer.  Clean areas to be repaired and remove slag from welds.  Heat surfaces to which stick or paste material is applied, with a torch to a temperature sufficient to melt the metallics in stick or paste; spread molten material uniformly over surfaces to be coated and wipe off excess material.


2.2.4
Shop Cleaning and Painting Handrails


2.2.4.1
Surface Preparation

Blast clean surfaces in accordance with SSPC  SP 6.  No blasting shall be done on-site.  Wash cleaned surfaces which become contaminated with rust, dirt, oil, grease, or other contaminants with solvents until thoroughly clean.


2.2.4.2
Pretreatment, Priming and Painting

Apply pretreatment, primer, and paint in accordance with manufacturer's printed instructions.  Do not prime surfaces that will be field welded.  Color shall be Yellow.


2.3
Miscellaneous Plates and Shapes


Provide for items as required.


PART 3 – EXECUTION


3.1
General

3.1.1
Installation


Install items at locations indicated, according to manufacturer's instructions.


3.1.2
Anchorage, Fastenings, and Connections

Provide anchorage where necessary for fastening miscellaneous metal items securely in place.  Include for anchorage not otherwise specified or indicated slotted inserts, expansion shields, and powder-driven fasteners, when approved for concrete; machine and carriage bolts for steel; through bolts, and screws for wood.  Provide non-ferrous attachments for non-ferrous metal.  Make exposed fastenings of compatible materials, generally matching in color and finish, to which fastenings are applied.  Conceal fastenings where practicable.


3.1.3
Welding

Perform welding, welding inspection, and corrective welding, in accordance with AWS D1.1.  Use continuous welds on all exposed connections.  Grind visible welds smooth in the finished installation.


3.1.4
Finishes


3.1.4.1
Dissimilar Materials

Where dissimilar metals are in contact, protect surfaces with a coat conforming to FS TT-P-664 to prevent galvanic or corrosive action.


3.2
Handrails

Design handrails to resist a concentrated load of 250 lbs. in any direction at any point of the top of the rail or 20 lbs. per foot applied horizontally to top of the rail, whichever is more severe.


3.2.1
Steel Handrails

Provide steel handrails, including inserts in concrete, steel pipe conforming to ASTM A 53, Grade A or B of equivalent strength.  Provide steel railings of 1 1/2 inches nominal size.  Railings to be hot-dip galvanized and shop painted.


3.2.1.1
Fabrication

Joint posts, rail, and corners by one of the following methods:



a. Mitered and welded joints made by fitting post to top rail and intermediate rail to post, 

    mitering corners, groove welding joints, and grinding smooth.  Butt railing splices and 

    reinforce them by a tight fitting interior sleeve not less than 6 inches long.



b. Railings may be bent at corners in lieu of jointing, provided bends are made in suitable 

    jigs and the pipe is not crushed.


3.2.2
Cutting, Fitting, and Placement

Perform cutting, drilling, and fitting required for installing handrails.  Set handrails accurately in location, alignment, and elevation measured from established lines and levels and free from rack.


3.2.2.1
Align rails so that variations from level for horizontal members do not exceed 1/4 inch in 12 feet.


3.2.3
Adjust handrails prior to anchoring to ensure matching alignment at abutting joints.  Space posts at interval that will provide equal spacing for specified length and provide minimal variations in elevations due to uneven surfaces.


3.2.4
Adjusting and Cleaning


3.2.4.1
Touchup Painting

Immediately after erection, clean field welds, bolted connection, and abraded areas of shop paint, and paint exposed areas with same material.


3.3
Protection

3.3.1
Protect finishes from damage during construction period.


3.3.2
Restore finishes damaged during installation and construction period so that no evidence remains of correction work.


END OF SECTION 05500


SECTION 06100


ROUGH CARPENTRY


PART 1 – GENERAL


1.1
References

The publications listed below form a part of this specification to the extent referenced.  The publications are referred to in the text by basic designation only.  Refer to the latest editions.



AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM):



A 153
Zinc Coating (Hot Dip) on Iron and Steel Hardware



A 307
Carbon Steel Bolts and Studs



F 593
Stainless Steel Bolts, Hex Cap Screws, and Studs



F 594
Stainless Steel Nuts



AMERICAN WOOD PRESERVERS ASSOCIATION (AWPA):



C3
Piles, Pressure Treatment



M4
Standard for Care of Preservative Treated Wood Products


1.2
Submittals

1.2.1
Wood Preservative Treatment


The Contractor shall be responsible for the quality of treated wood products.  The Contractor shall provide the Contracting Officer with the inspection report of an independent inspection agency that offered products comply with applicable standards.


1.3
Handling, Shipping and Storage

All timber and lumber shall be shipped, handled and stored in accordance with AWPA M4.


PART 2 – PRODUCTS


2.1
Timber

Shall be solid sawn, SFS, grade No. 1 Southern Pine or Douglas Fir-Larch, and identified by the grade mark of a recognized association or independent inspection agency using the specific grading requirements of an association recognized as covering the species used.  The association or independent inspection agency shall be certified by the Board of review, American Lumber Standards Committee, to grade the species used.  All timber shall be treated with CCA 2.5 lb. per cubic foot in accordance with AWPA C3.


2.2
Hardware

Bolts and screws shall conform to ASTM F 593, Type 304 or 316.  Stainless Steel nuts shall conform to ASTM F 594, Type 304 or 316.  Provide washers, cast-iron ogee, malleable iron, or plate or cut washers as required or indicated conforming to ASTM A 153.  Provide bolts with washers under nut and head when heads and nuts will be in direct contact with wood.


PART 3 – EXECUTION


3.1
General

Install all timber with care to avoid damage to existing facilities.  Damage to existing facilities shall be repaired to existing conditions.


3.2
Preservative Field Treatment

Field treat all cuts, holes and damage in timber and lumber prior to installation in accordance with AWPA M4.


3.3
Clean Up

Contractor shall be responsible for clean up of any spills during treatment in accordance with manufacturer’s recommendations.


END OF SECTION 06100


SECTION 09967


COATING OF STEEL WATERFRONT STRUCTURES


PART 1 – GENERAL


1.1
Summary

Work covered in this section includes the application of corrosion protection coatings for the steel sheet pile, pipe pile.


1.2
Related Work

Section 02350 - Steel Pipe Piles


1.3
References


The publications listed below form a part of this specification to the extent referenced. The publications are referred to in the text by basic designation only.  Refer to the latest editions.



AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM):



ASTM D 1186
Nondestructive Measurement of Dry Film Thickness of Nonmagnetic Coatings Applied to a Ferrous Base



ASTM E 376
Measuring Coating Thickness by Magnetic-Field or Eddy-Current (Electromagnetic) Test Methods



STEEL STRUCTURES PAINTING COUNCIL (SSPC)



SSPC PS 11.01
Black (or Dark Red) Coal Tar Epoxy-Polyamide Painting System



SSPC SP 1
Solvent Cleaning



SSPC SP 10 
Near-White Blast Cleaning



SSPC Paint 16
Coal Tar Epoxy-Polyamide Black (or Dark Red)




Paint


1.4
Submittals


Submit the following in accordance with section 01300 "Submittals."


1.4.1
Certificates: Coal tar epoxy-polyamide


1.5
Environmental Conditions

Start work only when ambient and curing temperatures are within limits of coating manufacturer's recommendations and at least 5 degrees F above dew point temperature.


1.6
Safety and Health Precautions

Materials listed in this section contain coal tar pitch volatiles, which are toxic.  Follow safety procedures as recommended by manufacturer.  Work in a well ventilated area.  Provide, and require workers to use, impervious clothing, gloves, face shields 8-inch minimum), and other appropriate protective clothing necessary to prevent eye and skin contact with coating materials.  Keep coatings away from heat, sparks and flame.


PART 2 – PRODUCTS


2.1 Coating Systems


a. Coating:


1. Coal Tar Epoxy-Polyamide


a. System:  SSPC PS 11.01


b. Paints:  SSPC Paint 16 Black


PART 3 – EXECUTION


3.1
Cleaning and Preparation of Surfaces

a. Solvent Cleaning: SSPC SP 1.  Remove visible oil, grease, and drawing and cutting compounds by solvent cleaning.


b. Blast Cleaning: SSPC SP 10.  After solvent cleaning, complete surface preparation by near-white blast cleaning.  Remove residual dust from blasted surface by blowing with dry, oil-free air, vacuuming, or sweeping.  Provide surface profile of at least 2 1/2-mil thickness.


3.2
Proportioning and Mixing of Coating System

a. Proportioning of Coal Tar Epoxy-Polyamide System: Coal tar epoxy-polyamide consists of a two-component system.  Component A contains a refined coal tar pitch, polyamide resin, and a polyamine promoter to accelerate curing rate.  Component B is an epoxy resin.  Mix both components in a ratio of 4 parts of Component A to 1 part of Component B by volume.  Do not thin coatings when doing so will result in total volatile organic compounds exceeding limits enacted by local air pollution control districts.  When thinning is allowed and is necessary for proper application, use xylene or the coating manufacturer's recommended thinner, to a maximum of 1/2 gallon to a 5-gallon batch.


b. Mixing of Coal Tar Epoxy-Polyamide System: Power stir components to a smooth, uniform consistency.  Stir coating periodically during induction period.  Follow coating manufacturer's requirements for induction time and pot life of mixed batches.


3.3
Coating Application

a. General: Apply primer coating to dry surfaces not more than 4 hours after near-white blast cleaning.  Apply coats of each system so that finished surfaces are free from runs, sags, brush marks and variations in color.




1.
Application Method for Coal Tar Epoxy-Polyamide System Unless otherwise specified by manufacturer's recommendations, do not allow drying time between coats to exceed 72 hours.  Under conditions of direct sunlight or elevated ambient temperatures of 90 degrees F or greater, limit intercoat drying period to a maximum of 24 hours.


b. Repair of Defects: Repair detected coating holidays, thin areas, and exposed areas damaged prior to or during installation by surface treatment and application of additional coating or by manufacturer's recommendations.  Allow a period of at least 72 hours to pass following final coat before placing in immersion service.


c. Two-Coat Coal Tar Epoxy-Polyamide System: Apply each coat at a dry film thickness of not less than 8 mils.


d. Dry Film Thickness: Provide total system minimum dry film thickness of 16 mils.  Measure using a magnetic gage.


3.4
Surfaces to be Coated



a. Steel Waterfront Construction:


1. Steel Pipe Piles – Top 30 FT of steel pipe piles.


3.5
Field Tests



Conduct testing in presence of Contracting Officer.


a. Holiday Testing: Prior to installation, test for holidays in total coating system.  Use a low-voltage holiday detector of less than 90 volts in accordance with  manufacturer's instructions.  After repair of holidays by surface treatment and application of additional coating or by manufacturer's recommendation, retest with a low-voltage holiday detector.


b. Dry Film Thickness: After repair of holidays, measure dry film thickness using a magnetic dry film thickness gage in accordance with ASTM D 1186 and ASTM E 376. Re-measure after an additional coat is applied, if required  to meet minimum thickness requirements.


End of Section 09967

SECTION 16050


BASIC ELECTRICAL MATERIALS & METHODS


PART 1 – GENERAL


1.1
References

The publications listed below form a part of this specification to the extent referenced.  The publications are referred to in the text by basic designation only.  Refer to the latest editions.



American National Standards Institute (ANSI):



467
Grounding and Bonding Equipment



C2
National Electrical Safety Code



C80.1
Specification for Rigid Metal Conduit, Zinc-Coated



C82.4
Ballasts



American Society for Testing and Materials (ASTM):



D 2686
Insulation Tape, Electrical, (Pressure Sensitive Adhesive, Plastic)


National Fire Protection Association (NFPA):



70
National Electrical Code (NEC)



National Electrical Manufacturer's Association (NEMA):



AB 1
Molded Case Circuit Breakers and Molded Case Switches



FB 1
Fittings, Cast Metal Boxes, and Conduit Bodies for Conduit and 


Cable Assemblies



OS 1
Sheet-Steel Outlet Boxes, Device Boxes, Covers and Box Supports



RN 1
Polyvinyl-Chloride (PVC) Externally Coated Galvanized Rigid Metal Conduit and Intermediate Metal Conduit



WC 5
Thermoplastic-Insulated Wire and Cable



WC 7
Cross-Linked, Thermosetting Polyethylene-Insulated Wire and Cable



Underwriters Laboratories Inc. (UL):



UL 1
Conduit, Metal, Flexible



UL 510
Insulation Tape, Electrical, (Rubber, Natural, and Synthetic)


1.2
Standards

1.2.1
Work under this contract shall be performed as stated in these specifications and shall in all respects be done by mechanics skilled in the trade.  Workmanship shall meet or exceed the best standard practice.


1.2.2
Electrical contractor shall currently be a city or state-certified master electrician or certified master electrical contractor.  Contractor shall maintain certification on site for possible inspection by Contracting Officer’s Representative.


1.2.3
The city or state-certified master electrician, the certified master electrical contractor, or a journeyman electrician with a current journeyman's card shall be at the job site whenever electrical work is being performed.


1.2.4
Work and materials shall comply with applicable laws, ordinances, rules and regulations, including national, state, and local electrical codes.  As a minimum, materials and installation shall comply with NFPA 70 and ANSI C2.


1.2.5
When materials or equipment must conform to the standards of organizations such as the American National Standards Institute (ANSI), American Society for Testing and Materials (ASTM), National Electrical Manufacturer's Association (NEMA), and Underwriters Laboratories (UL), proof of such conformance shall be submitted to the Contracting Officer for approval.  If an organization uses a label or listing to indicate compliance with a particular standard, the label or listing will be acceptable evidence, unless otherwise specified in the individual paragraphs.


1.2.6
The Contractor shall furnish equipment that is new and a standard product of the manufacturer and currently commercially available.  The models quoted shall include the latest engineering changes of the manufacturer.  Where two or more items of the same kind are required, they shall be the product of the same manufacturer.


1.2.7
The existing site installation shall be reviewed by the Contractor prior to procurement, fabrication, or delivery of all materials to verify actual size restrictions and electrical requirements.


1.2.8
Provide items of a minor nature not specifically called for in these specifications that are required to make the systems complete and operable.


1.3
Submittals

1.3.1
Manufacturer's Catalog Data



See drawings for requirements.



a.  HPS Light Fixtures



b.  Light Poles



c.  Mounting Brackets

1.3.2
Shop Drawings:



a.  Light Pole Foundations

1.4
Delivery and Storage

Equipment and materials shall be properly stored, adequately protected, and carefully handled to prevent damage before and during installation.  Equipment and materials shall be handled, stored, and protected in accordance with the manufacturer's recommendations and as approved by the Contracting Officer's Technical Representative.  Damaged or defective items, in the opinion of the COTR, shall be replaced with new items at no cost to the Government.


PART 2 – PRODUCTS


2.1
Conductors

NEMA WC 5, NEMA WC 7; conductors shall be copper.  Conductors manufactured more than 12 months before date of delivery to the site shall not be used.


2.1.1
Power Conductors


Minimum size of conductors shall be No.  12 AWG.  Conductors in exterior raceway shall be Type XHHW.  Conductors shall be suitable for use in dry and wet locations at temperatures not exceeding 75 degrees C.


2.1.2
Power Conductor Color Coding


Provide conductors with a continuous factory-applied color compound or coating except that where factory-applied coating is not available, apply colored pressure-sensitive tape for a distance of 6 inches along the length of the conductor at terminal points and locations where the conductor is accessible.  Color code power and lighting conductors according to the voltage of the electrical system in which they are used, as follows:



208Y/120V Three Phase System



Phase A - Black



Phase B - Red



Phase C - Blue



Neutral - White



Ground - Insulated Green


2.1.3
Lighting and power wire sizes No.  10 AWG and smaller shall be solid.  Wire sizes No.  8 AWG and larger shall be stranded.


2.2
Conduit, Fittings, and Boxes

2.2.1
Boxes



NEMA OS 1, stainless steel only.  Plastic boxes shall not be provided.


2.2.2
Rigid Metal Conduit



ANSI C80.1; fittings shall conform to NEMA FB 1, galvanized.


2.2.3
Flexible Metal Conduit



UL 1, galvanized steel.  Fittings shall conform to NEMA FB 1, galvanized.  Liquid-tight conduit shall have a PVC jacket.


2.2.4
Polyvinyl Chloride (PVC) Coated Rigid Metal Conduit


NEMA RN 1, nominal 40-mil thermoplastic vinyl coating, heat fused and bonded to the exterior of the conduit.


2.3
Luminaires


UL listed. See drawings for requirements.


2.3.1
Each luminaire shall be equipped with the proper number of new lamps of the correct size as indicated on the drawing.  Luminaire’s junction boxes shall be listed for feed-through branch circuit wiring.  


2.3.2
All ballasts, starters, and lamp holders in HID luminaires shall be approved by Electrical Testing Laboratories, Underwriters Laboratories.  Ballasts shall meet the requirements specified in ANSI C82.4.85.  The ballasts shall be of the 0 degrees F. type, where applicable.


2.3.3
Photoelectric Controls


UL listed; weatherproof housing, time delayed switching, and fail-safe operation.  Unit shall be suitable for luminaire or outlet box mounting as required.


2.4
Tape

Insulating natural rubber tape shall meet the requirements of UL 510.  Vinyl tape shall meet the requirements of ASTM D 2686.


2.5
Nameplates

2.5.1
Provide engraved black bakelite, 1 x 3-1/2 inch, 1/8 inch high white letters, machine screw retained for permanent identification of all switchboards, panelboards, circuit breakers in separate enclosures, motor-starters, contactors, fuse cabinet, time switches, and other cabinet-enclosed apparatus.


PART 3 – EXECUTION


3.1
General

3.1.1
The Contractor shall furnish all labor, equipment and materials (except as noted), tools, and services necessary for the proper completion of all electrical work for this project in accordance with these specifications, the contract drawings, and the intent thereof.


3.1.2
All work shall be executed in a thorough, workmanlike manner by competent and efficient laborers, mechanics, electricians, or artisans in strict accordance with these specifications and the contract drawings and to the entire satisfaction of the Construction Representative.


3.1.3
All material removed shall become the property of the Contractor and shall be removed from Coast Guard property.  Its value shall be reflected in the bid price.


3.1.4
The Contractor shall make allowances for voltage drop in accordance with recommendations of NFPA 70 when sizing main circuits, feeders, and branch circuits.


3.2
Cutting, Patching, and Related Work

3.2.1
The Contractor shall set and seal all sleeves and shall cut all holes necessary for the installation of his work.  The Contractor shall discuss at the time of walk-thru with the COTR and On-site Representative about the lay out and obtain approval before cutting any holes.  No holes shall be cut in finished floor areas.


3.2.2
The Contractor shall have the proper trades to patch all holes resulting from this contract, including any holes that are cut unnecessarily and any holes that remain due to removals. 


3.2.3
All control devices, junction boxes, pull boxes, and specialties shall be located to provide easy access for operation, repair, and maintenance.  Access doors shall be flush types unless otherwise indicated.


3.2.4
All repairs in unfinished areas shall be made as required to match existing conditions.


3.2.5
The COTR shall have the right to relocate any outlet or fixture within a ten-foot radius and prior to wiring without additional cost to the Government.


3.3
Conduit Installation

3.3.1
PVC conduit and outlet boxes shall not be used indoors or above ground unless otherwise indicated.


3.3.2
All conductors shall be run in conduit.  Minimum conduit size shall be 3/4 inch unless otherwise indicated and shall conform to the regulations of NFPA 70.


3.3.3
Interior conduit shall be Rigid Metal Conduit unless otherwise indicated.


3.3.4
Exterior conduit shall be PVC insulated rigid metal conduit unless otherwise indicated.


3.3.5
Branch circuits and feeders that extend outside buildings or enclosures in direct buried underground conduit shall be installed in PVC insulated rigid metal conduits unless otherwise indicated.


3.3.6
Provide flexible metal conduit for terminations of conduit at equipment that generates vibration or noise, is subject to vibration or movement, for motors, and for recessed and semi-recessed lighting fixtures.  Flexible metal conduit in wet locations shall be liquid-tight.  No length of flexible conduit shall exceed four feet.


3.3.7
Install separate conduit systems for each of the following circuits: Low voltage, control, and power.


3.3.8
Install exposed conduit in unfinished areas.  Keep conduit parallel with or at right angles to ceilings, walls, and structural members.  Pull boxes or conduit outlet bodies shall be used as necessary to permit conduit to be routed close to corners formed by wall intersections.


3.3.9
Support conduit securely by pipe straps, wall brackets, hangers, or ceiling trapeze.  Do not cut reinforced concrete beams. In suspended ceiling construction, run conduit above the ceiling; do not support conduits from the ceiling support system.


3.3.10
Make changes in direction of conduit runs with symmetrical bends or conduit outlet bodies.  Make field-made bends and offsets with a hickey or conduit-bending machine.  Crushed or deformed conduits shall not be installed.  Ends shall be free from dents or flattening.  Plaster, dirt, or trash shall be prevented from lodging in conduits, boxes, fittings, and equipment during construction.  Free clogged conduits of obstructions. 


3.3.11
Install pull wires in empty raceways.  Pull wire shall be plastic having minimum 200 pound tensile strength.  Leave at least 12 inches of slack at each end of the pull wire.


3.4
Luminaires

3.4.1
Install lighting fixtures based on manufacturer's instructions.


3.4.2
Install lamps.


3.5
Conductor Identification

3.5.1
Provide conductor identification within each enclosure where a tap, splice, or termination is made.  Identification shall be by color-coded insulated conductors, plastic-coated self-sticking printed markers, colored nylon cable ties and plates, or heat shrink type sleeves.  Identify control circuit terminations.


3.6
Splices (600 VOLTS OR LESS)

3.6.1
Make splices in accessible locations.  All splices shall be made in outlet or junction boxes.  No splices will be permitted in the conduit.  Splices in wires No. 10 AWG and smaller shall be made with an insulated pressure type connector.  Splices in wire No. 8 AWG and larger shall be made with a solderless connector and covered with an insulation material equivalent to the conductor insulation.  Composition or porcelain "wire-nuts" will not be acceptable for connecting any wires, regardless of size.


3.7
Grounding

3.7.1
All grounding shall be in accordance with Article 250 of NFPA 70.  Equipment grounding and bonding shall be in accordance with ANSI 467.


3.7.2
All conduits shall have a grounding conductor installed.  This conductor shall be separate from the electrical system neutral conductor.  In addition, all conduits shall be grounded.


3.7.3
All connections and splices for grounding wires, except the terminal connections at equipment, shall be brazed.  Compression type of solderless connection shall be used at equipment terminations.  Solder lugs will not be permitted.


3.7.4
Noncurrent carrying metallic parts associated with electrical equipment shall have a maximum resistance to solid earth ground not exceeding the following values:



Grounded secondary distribution system neutral



and noncurrent carrying metal parts associated



with distribution systems and grounds not



otherwise covered

25 ohms


3.8
Cleaning, Removal and Protection

3.8.1
Prior to leaving the job, the contractor shall thoroughly clean all conductor, conduit, electrical equipment including all fixtures.


3.8.2
Protect all government personnel, equipment, and buildings from damage during construction.


3.8.3
The Contractor shall not allow refuse or work debris to accumulate, but shall remove them from the premises when and as directed by the COTR.


3.9
Testing

3.9.1
After the installation and connection of all equipment has been accomplished, the Contractor shall place the equipment in operation and test it for a period of at least 8 hours to demonstrate that all equipment and devices operate in accordance with the requirements of the drawings and specifications (coordinate with the COTR). Any defects or adjustments in the wiring or equipment provided by the Contractor shall promptly be corrected by the Contractor at his expense.  The Contractor shall furnish all labor, material, and equipment to accomplish the testing.


3.9.2
Measure steady state load currents at the Panelboards feeder.  Should the difference between phases exceed 20 percent, rearrange circuits in the Panelboards to balance the phase loads within 20 percent.  Take care to maintain proper phasing for multi-wire branch circuits.


3.9.3
Should any cable fail due to a weakness of conductor insulation or due to defects or injuries incidental to the installation or because of improper installation of cable, cable joints, terminations, or other connections, the Contractor shall make necessary repairs or replace cables as directed.


3.9.4
Acceptance checks and tests shall include, but not be limited to the following:


3.9.4.1
Compare actual connections with wiring diagrams.  If differences are found, determine if error is in diagram or in actual wiring and correct as necessary.


3.9.4.2
Inspect all devices, equipment, and materials for damage or maladjustment caused by shipment or installation.


3.9.4.3
Each device subject to manual operation shall be operated at least three times demonstrating satisfactory operation each time.


3.9.4.4
Test all 600-volt class conductors to verify that no short circuits or accidental grounds exist.


3.9.4.5
Verify minimum resistance to ground of all grounding systems.


3.9.4.6
Remove wedges, ties, and blocks installed by the manufacturer to prevent damage during shipment.


3.9.5
Upon completion of all acceptance checks, settings, and tests, the Contractor shall show by demonstration in service that all circuits and devices are in good operating condition and properly performing their intended function.


END OF SECTION 16050
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