ELMENDORF AFB HOSPITAL
ELEVATOR MAINTENANCE/REPAIR

STATEMENT OF WORK

Elmendorf Air Force Base seeks a yearly contract to provide monthly preventative maintenance and inspections as recommended by the manufacturer, unscheduled repairs, and on call (emergency) parts and labor necessary to maintain its elevators described below. 

Skilled and experienced elevator service and repair personnel directly employed and supervised by Contractor shall perform all work. 

DESCRPTION OF ELEVATORS TO BE MAINTAINED

Five Dover hydraulic elevators and seven Dover geared traction elevators.



MAKE


MODEL


SERIAL NUMBER

1

Dover


AP26050

         EF2960

2

Dover


AP26050

         EF2961

3

Dover


AP26050

         EF2962

4

Dover


AP26050

         EF2963

5

Dover


Elect


         CF2953

6

Dover


Elect


         CF2954

7

Dover


Elect


         CF2955

8

Dover


Elect


         CF2956

9

Dover


Elect


         CF2957

10

Dover


Elect


         CF2958

11

Dover


Elect


         CF2959

12

Dover DMC-1

Conv-hydro

         EF2964

SCOPE OF WORK

The contractor shall perform monthly periodic preventive maintenance and inspections on each elevator and associated machinery in accordance with the elevator manufacturer’s recommendations and shall include the applicable items listed under preventative maintenance. The contractor shall perform all periodic testing required by applicable federal and state codes.  The contractor shall perform call out service to make unscheduled repairs between the hours of 07:30 and 16:30, Monday through Friday, excluding holidays. Response within 24 hours of repair call is required. All work to be accomplished in accordance with American Society of Mechanical Engineers (ASME) standard A17.1 and all federal, state, and local laws or codes.

EXCLUSTIONS

These specifications do not include the refinishing of inside of car, finish materials on car or doors, or any structural part of the elevator shaft.

PREVENTATIVE MAINTENANCE

The contractor will provide monthly inspections, maintenance, and equipment adjustment services (preventative maintenance). Contractor will complete a monthly PM checklist of work preformed and will provide it to the Facilities Contract QAE.  Also included is the performance of periodic tests as required by Federal, State, or Local Codes.
Contractor shall, on a monthly frequency, examine, adjust, lubricate, and, if conditions warrant as determined by contractor, repair or replace the items listed below. Contractor shall perform all preventative maintenance during regular working hours, 7:30 a.m. to 16:30 p.m. Monday through Friday, excluding legal holidays. Contractor will complete a monthly PM checklist of work preformed and will provide it to the Facilities Contract QAE.  Contractor is required to check in at the Operating Center before starting monthly services and check out when finished.
· CONTROLERS: Including relays, contacts, coils, timers, printed circuit boards, microprocessor boards, controller wiring, travel cable wiring, and hoistway wiring.

· SELECTOR: Including electrical or mechanical drive components, cams, contacts, relays, resistors, leads, transformers, and solid state components.

· FIXTURES: Including hail button stations, master indicator control panels, all signal fixtures including contracts, buttons, key switches, locks, lamps, and sockets.

· MACHINE:

· MOTOR: Including gears, bearings, brakes and related parts, brushes, windings, commutators, rotating equipment, contacts, coils, and resistors for motor circuits, V-belts, sheaves and wiring.
· PUMP:  Including sheaves, screens, filters, hoses, or any parts thereof.

· CLEAN:  Elevator machine including pump, valves, and motor.

· VALVES:  Complete, including relief valve, leveling valves, check valve, strainers, springs, gaskets, or any parts thereof.

· JACK UNIT:  Including plunger, guide bearing, and packing gland
· GOVERNOR: Including sheave, bearings, shafts, contacts, and governor jaws.

· CAR: Including power door operator, door protective devices, car door operator, hangers, car door contact, load weighing equipment, car safety devices, car guide shoes, and subflooring. Ride the elevator each visit, checking the floor levels, door operation and checking all signal fixture lamps (replacing when needed).

· ACCESSORY EQUIPMENT: including all accessory elevator equipment installed prior to commencement of this contract unless excepted in the exclusions paragraph.

· HOISTWAY:  Including deflector sheave, secondary sheaves, buffers, governor tension assemblies, limit switches, compensating chain or cables, traveling cabinets, hoistway and machine room wiring, hoistway door interlocks, hoistway door hangers and gibs and auxiliary closer. Included shall be periodic brush down and vacuum of the hoistway, divider beams, door hangers, car top and bottom, doorsills (beyond opening) and pit.

· GUIDE RAILS:  Keep the guide rails properly lubricated, except where roller guides are used. And when necessary to renew guide shoe inserts, or roller guides, when used, to promote smooth and quiet operation.

· WIRE ROPES:  Will be renewed as often as necessary to maintain an adequate factor of safety and equalize the tension on all hoisting ropes.

· ALL OTHER MAINTENANCE FEARURES OR PRACTICES NOT CITED ABOVE WHICHARE CONSIDERED ROUTINE IN ELEVATOR MAINTENANCE IN GENERAL.

· FURNISH LUBRICANTS: Compounded to specifications and selected to give the best performance. Lubricate pumps, pump motors, couplings, valve control equipment, guides or guide rollers, interlocks, automatic door operator and its linkage parts.

· FURNISH AND MAINTAIN: Hydraulic fluid at proper operating level.

· FURNISH AND MAINTAIN: Parts and supplies necessary to the preventative maintenance and corrective repair of items described above.

PERIODIC TESTS

The contractor will perform periodic testing in accordance with ASME A17.1 Elevator Code to ensure the elevators meet safety and maintenance requirements. Qualified personnel must complete all tests. The contractor will ensure that all applicable tests are completed on a timely basis and recorded on the Department of Labor and Industries Elevator Test Log Form in the machine room. The contractor will also apply tags to equipment where applicable.  Contractor is required to check in at the Operating Center before testing and check out when finished with the tests.
UNSCHEDULED REPAIRS

The contractor will provide all necessary repairs to maintain the elevators and will report all findings in writing to the Facilities Contract QAE. The contractor is to provide a single contact number and will provide a qualified repair person on site with 24 hours from the time of notification. Contractor is required to check in at the Operating Center before starting repairs and check out when finished with the repairs.
Emergency Call Out Repairs

In the event of a catastrophic situation such as a motor fire, significant oil leak, or trapped passenger, the contractor will respond within 1 hour or as soon as practical for the particular situation.  The contractor shall mitigate the situation as soon as practical to declassify the event as no longer being an emergency.  Follow-on repairs can be made under the normal unscheduled repair method.
MISCELLANEOUS INFORMATION

1. References:  Provide reference list of similar size buildings including the name of the customer’s contact person and current phone. 

2. Staff Qualifications: List number of employees with at least five years as a mechanic. Also provide supervisor’s training and experience.

