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	1.  CONTRACT ID CODE
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	2.  AMENDMENT/MODIFICATION NO.

Amendment No. 2
	3.  EFFECTIVE DATE

9/11/08
	4. REQUISITION/PURCHASE REQ. NO.


	5. PROJECT NO. (If applicable)



	6.  ISSUED BY                                CODE
	
	7.  ADMINISTERED BY (If other than Item 6)     CODE
	

	General Services Administration

Southwest Supply Center

Fire and Industrial Acquisition Division QSDACCA-Z5

819 Taylor Street, Room 6A00
Fort Worth, TX  76102
	

	8.  NAME AND ADDRESS OF CONTRACTOR (No., street, county, State and Zip Code)


	(()
	9A. AMENDMENT OF SOLICITATION NO.

QSDACCA-Z5-08-8102-N1

	
	
	9.  DATED (SEE ITEM 11)

September 9, 2008

	
	
	10A. MODIFICATION OF CONTRACT/ORDER

NO.



	
	
	
	10B. DATED (SEE ITEM 13)

	CODE
	FACILITY CODE
	
	

	11.  THIS ITEM ONLY APPLIES TO AMENDMENTS OF SOLICITATIONS

	The above numbered solicitation is amended as set forth in Item 14.  The hour and date specified for receipt of Offers is (extended, ( is not extended.

Offers must acknowledge receipt of this amendment prior to the hour and date specified in the solicitation or as amended, by one of the following methods:
(a)  By completing Items 8 and 15, and returning     2     copies of the amendment;  (b) By acknowledging the receipt of the amendment on each copy of the offer submitted; or (c) By separate letter or telegram which includes a reference to the solicitation and amendment numbers.  FAILURE OF YOUR ACKNOWLEDGMENT TO BE RECEIVED AT THE PLACE DESIGNATED FOR THE RECEIPT OF OFFERS PRIOR TO THE HOUR AND DATE SPECIFIED MAY RESULT IN REJECTION OF YOUR OFFER.  If by virtue of this amendment you desire to change an offer already submitted, such change may be made by telegram or letter makes reference to the solicitation and this amendment, and is received prior to the opening hour and date specified.

	12.  ACCOUNTING AND APPROPRIATION DATA (If required)

	13.  THIS ITEM APPLIES ONLY TO MODIFICATIONS OF CONTRACTS/ORDERS,

IT MODIFIES THE CONTRACT/ORDER NO. AS DESCRIBED IN ITEM 14.

	
	A.  THIS CHANGE ORDER IS ISSUED PURSUANT TO:  (Specify authority)  THE CHANGES SET FORTH IN ITEM 14 ARE MADE IN THE 

	
	CONTRACT ORDER NO. IN ITEM 10A.

	
	B.  THE ABOVE NUMBERED CONTRACT/ORDER IS MODIFIED TO REFLECT THE ADMINISTRATIVE CHANGES (such as changes in paying office, appropriation date, etc.) SET FORTH IN ITEM 14, PURSUANT TO THE AUTHORITY OF

	
	C.  THIS SUPPLEMENTAL AGREEMENT IS ENTERED INTO PURSUANT TO AUTHORITY OF 

	
	D.  OTHER (Specify type of modification and authority:  


	E.  IMPORTANT:  Contractor ( is, ( is not required to sign this document and return __2__ copies to the issuing office.



14.  DESCRIPTION OF AMENDMENT/MODIFICATION (Organized by UCF section headings, including solicitation/contract subject matter where feasible.)

	1.  The above-numbered solicitation is AMENDED to change the packaging/packing statement for the following:                                                                       

                           Item no. 9a&b – NSN 8115-00-139-0691              Item no. 12a&b – NSN 8115-00-139-0749          
                                  Item no. 10 – NSN 8115-00-139-0706                  Item no. 13 – NSN 8115-01-290-9543

                                  Item no. 11 – NSN 8115-00-139-0722

Copies of the revised item purchase descriptions (IPDs) are attached.                                         

On page 3 of the solicitation change unit of issue for item no. 1 and 3 from each (EA) to bundle (BD).  
Except as provided herein, all terms and conditions of the document referenced in Item 9A or 10A, as heretofore changed, remains unchanged and in full force and effect

	
	16A. NAME AND TITLE OF CONTRACTING OFFICER (Type or print)



	15B.  CONTRACTOR/OFFEROR

                                                                                
(Signature of person authorized to sign)
	15C. DATE SIGNED
	16B. UNITED STATES OF AMERICA

                                                                              
(Signature of Contracting Officer)
	16C. DATE SIGNED

	NSN 7540-01-152-8070

PREVIOUS EDITION UNUSABLE
	30-105
	STANDARD FORM 30  (REV. 10-83)

PRESCRIBED BY GSA

FAR (48 CFR) 53.243


IPD dated 9/08/08

NSN 8115-00-139-0691

NFES 0644

BOX, SHIPPING (SLEEPING BAG REPACK):  Shall be in accordance with ASTM D 5118 with the following characteristics:

Type - CF

Class - Domestic

Style - RSC/0201 Regular slotted box

Variety - DW

Grade - Minimum burst 500 psi (minimum edge crush strength 71 lb per inch width).

Size (Inside dimensions) - 33" long x 16" wide x 22" deep, all dimensions shall be -1/4" or +1".

Unit of Issue – BD (bundle of 10 boxes)

The box shall be provided with handhold cutouts.  The cutouts shall be 3-1/2" long and 1" high, minimum; the ends may be rounded or square.  The cutouts shall be cut so that the top of the cutout is not cut and folds up when used.  The cutout shall be centered side to side on the end panel of the box, between 6" and 4" of what is the top edge when the box is assembled, measured at the center of the cutout.

Each box shall be marked in the following manner, the letter size shall be 1/2 inch minimum, the applicable contract number shall be placed in the space marked by an asterisk (*):


NSN 8115-00-139-0691


NFES 0644


BOX, SHIPPING (SLEEPING BAG REPACK)


Dimensions - 33" x 16" x 22"


Type CF, Class Domestic


Variety DW, Style RSC


Contract Number - *

Copies of ASTM Standards are available from the American Society for Testing and Materials, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959. Phone: 610-832-9585, Fax 610-832-9555, Web site: www.astm.org, email: service@astm.org. 

SPECIAL MARKING REQUIREMENTS:  All markings shall appear on a bottom flap or flaps in such a position that proper assembly of the box will conceal all but the manufacturers certification circle, which is not required to be concealed.  A reduction in the minimum lettering size is permitted to allow the required information to fit in the available space.

The boxes shall contain recovered materials in accordance with the EPA Comprehensive Procurement Guideline for Products Containing Recovered Materials (40 CFR 247).  As a minimum, the boxes shall contain the recommended recovered fiber content levels as stated in the EPA Paper Products Recovered Materials Advisory Notice (Federal Register, Vol. 61, No. 104, May 29, 1996).  For example, corrugated containers (less than 300 psi) are required to have recovered fiber content of 25-50 % including post consumer fiber of 25-50%.  Corrugated containers (300 psi and greater) are required to have recovered fiber content of 25-30 % including post consumer fiber of 25-30%.

PACKAGING/PACKING:  Ten (10) boxes shall be folded flat and tied or strapped using at least two (2) pieces of twine or strapping per bundle.  

MARKING:  Each box shall include normal commercial marking and shall be marked with the National Stock Number (NSN).  The bundle shall be marked with the National Stock Number (NSN) and the requisition number in addition to any normal commercial markings present.

Special Palletization:  The bundles of boxes shall be palletized on wooden pallets or skids.  The pallets or skids shall be designed to accommodate handling by forklift trucks and shall allow 2-way entry.  The pallet or skid shall have a minimum of 6 deck boards supporting the load.  The palletized load shall be tightly unitized and secured to the pallet or skid by steel strapping or stretch film.  The use of plastic strapping is not acceptable.  The number of bundles per full pallet or skid load shall remain consistent throughout the contract or order.  Quantities less than 1/2 a full pallet load need not be palletized.  The palletized load shall not overhang the pallet and shall not exceed 63 inches in height or 2500 pounds in total weight.

NOTICE:  Due to the spread of "oak wilt disease" all lumber used inside or outside a shipment must be BARK FREE.

Notice of special requirements for shipment to all countries that have endorsed the IPPC Guidelines for treatment of non-manufactured wood packaging:  The International Plant Protection Convention (IPPC) has approved and published on March 15, 2002, “Guidelines for Regulating Wood Packaging Material in International Trade”. Countries endorsing the IPPC Guidelines are found at http://www.aphis.usda.gov/ppq/swp/. Clause D-FSS-468 requires non-manufactured wood pallets and other non-manufactured wood packaging material used in shipments destined to IPPC compliant countries require the appropriate wood treatment. Additionally, shipments delivered to DOD distribution facilities or freight consolidation points for eventual delivery to or through EU/IPPC countries shall comply with applicable DLA Regulations and Procurement Letter PROCLTR 02-17.

IPD dated 9/08/08

NSN 8115-00-139-0706

NFES 0353

BOX, SHIPPING (GENERAL PURPOSE REPACK): Shall be in accordance with ASTM D 5118 with the following characteristics:

Type - CF

Class - Domestic

Style - RSC/0201 Regular slotted box

Variety - DW

Grade - Minimum burst 500 psi (minimum edge crush strength 71 lb per inch width).

Size (Inside dimensions) - 39" long x 13" wide x 13" deep, all dimensions shall be -1/4" or +1".

Unit of Issue – BD (bundle of 10 boxes)

Additionally, the box shall be provided with handhold cutouts.  The cutouts shall be 3-1/2" long and 1" high, minimum; the ends may be rounded or square.  The cutouts shall be cut so that the top of the cutout is not cut and folds up when used.  The cutout shall be centered side to side on the end panel of the box, 4" from what is the top edge when the box is assembled, measured at the center of the cutout.

Each box shall be marked in the following manner, the letter size shall be 1/2 inch minimum, the applicable contract number shall be placed in the space marked by an asterisk (*):


NSN 8115-00-139-0706


NFES 0353


BOX, SHIPPING (GENERAL PURPOSE REPACK)


Dimensions - 39" x 13" x 13"


Type CF, Class Domestic


Variety DW, Style RSC


Contract Number - *

Copies of ASTM Standards are available from the American Society for Testing and Materials, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959. Phone: 610-832-9585, Fax 610-832-9555, Web site: www.astm.org, email: service@astm.org. 

SPECIAL MARKING REQUIREMENTS:  All markings shall appear on a bottom flap or flaps in such a position that proper assembly of the box will conceal all but the manufacturers certification circle, which is not required to be concealed.  A reduction in the minimum lettering size is permitted to allow the required information to fit in the available space.

The boxes shall contain recovered materials in accordance with the EPA Comprehensive Procurement Guideline for Products Containing Recovered Materials (40 CFR 247).  As a minimum, the boxes shall contain the recommended recovered fiber content levels as stated in the EPA Paper Products Recovered Materials Advisory Notice (Federal Register, Vol. 61, No. 104, May 29, 1996).  For example, corrugated containers (less than 300 psi) are required to have recovered fiber content of 25-50 % including post consumer fiber of 25-50%.  Corrugated containers (300 psi and greater) are required to have recovered fiber content of 25-30 % including post consumer fiber of 25-30%.

PACKAGING/PACKING:  Ten (10) boxes shall be folded flat and tied or strapped using at least two (2) pieces of twine or strapping per bundle.

MARKING:  Each box shall include normal commercial marking and shall be marked with the National Stock Number (NSN).  The bundle shall be marked with the National Stock Number (NSN) and the requisition number in addition to any normal commercial markings present.

Special Palletization:  The bundles of boxes shall be palletized on wooden pallets or skids.  The pallets or skids shall be designed to accommodate handling by forklift trucks and shall allow 2-way entry.  The pallet or skid shall have a minimum of 6 deck boards supporting the load.  The palletized load shall be tightly unitized and secured to the pallet or skid by steel strapping or stretch film.  The use of plastic strapping is not acceptable.  The number of bundles per full pallet or skid load shall remain consistent throughout the contract or order.  Quantities less than 1/2 a full pallet load need not be palletized.  The palletized load shall not overhang the pallet and shall not exceed 63 inches in height or 2500 pounds in total weight.

NOTICE:  Due to the spread of "oak wilt disease" all lumber used inside or outside a shipment must be BARK FREE.

Notice of special requirements for shipment to all countries that have endorsed the IPPC Guidelines for treatment of non-manufactured wood packaging:  The International Plant Protection Convention (IPPC) has approved and published on March 15, 2002, “Guidelines for Regulating Wood Packaging Material in International Trade”. Countries endorsing the IPPC Guidelines are found at http://www.aphis.usda.gov/ppq/swp/. Clause D-FSS-468 requires non-manufactured wood pallets and other non-manufactured wood packaging material used in shipments destined to IPPC compliant countries require the appropriate wood treatment. Additionally, shipments delivered to DOD distribution facilities or freight consolidation points for eventual delivery to or through EU/IPPC countries shall comply with applicable DLA Regulations and Procurement Letter PROCLTR 02-17.

IPD dated 9/08/08

NSN 8115-00-139-0722

NFES 2006

BOX, SHIPPING (CANTEEN REPACK):  Shall be in accordance with ASTM D 5118 with the following characteristics:

Type - CF

Class - Domestic

Style - RSC/0201 Regular slotted box

Variety - DW

Grade - Minimum burst 350 psi (minimum edge crush strength 51 lb per inch width).

Size (Inside dimensions) - 23" long x 19" wide x 10" deep, all dimensions shall be -1/4" or +1".

Unit of Issue – BD (bundle of 10 boxes)

The box shall be provided with handhold cutouts.  The cutouts shall be 3-1/2" long and 1" high, minimum; the ends may be rounded or square.  The cutouts shall be cut so that the top of the cutout is not cut and folds up when used.  The cutout shall be centered side to side on the end panel of the box, 4" from what is the top edge when the box is assembled, measured at the center of the cutout..

Each box shall be marked in the following manner, the letter size shall be 1/2 inch minimum, the applicable contract number shall be placed in the space marked by an asterisk (*):


NSN 8115-00-139-0722


NFES 2006


BOX, SHIPPING (CANTEEN REPACK)


Dimensions - 23" x 19" x 10"


Type CF, Class Domestic


Variety DW, Style RSC


Contract Number - *

Copies of ASTM Standards are available from the American Society for Testing and Materials, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959. Phone: 610-832-9585, Fax 610-832-9555, Web site: www.astm.org, email: service@astm.org. 

SPECIAL MARKING REQUIREMENTS:  All markings shall appear on a bottom flap or flaps in such a position that proper assembly of the box will conceal all but the manufacturers certification circle, which is not required to be concealed.  A reduction in the minimum lettering size is permitted to allow the required information to fit in the available space.

The boxes shall contain recovered materials in accordance with the EPA Comprehensive Procurement Guideline for Products Containing Recovered Materials (40 CFR 247).  As a minimum, the boxes shall contain the recommended recovered fiber content levels as stated in the EPA Paper Products Recovered Materials Advisory Notice (Federal Register, Vol. 61, No. 104, May 29, 1996).  For example, corrugated containers (less than 300 psi) are required to have recovered fiber content of 25-50 % including post consumer fiber of 25-50%.  Corrugated containers (300 psi and greater) are required to have recovered fiber content of 25-30 % including post consumer fiber of 25-30%.

PACKAGING/PACKING:  Ten (10) boxes shall be folded flat and tied or strapped using at least two (2) pieces of twine or strapping per bundle.  

MARKING:  Each box shall include normal commercial marking and shall be marked with the National Stock Number (NSN).  The bundle shall be marked with the National Stock Number (NSN) and the requisition number in addition to any normal commercial markings present.

Special Palletization:  The bundles of boxes shall be palletized on wooden pallets or skids.  The pallets or skids shall be designed to accommodate handling by forklift trucks and shall allow 2-way entry.  The pallet or skid shall have a minimum of 6 deck boards supporting the load.  The palletized load shall be tightly unitized and secured to the pallet or skid by steel strapping or stretch film.  The use of plastic strapping is not acceptable.  The number of bundles per full pallet or skid load shall remain consistent throughout the contract or order.  Quantities less than 1/2 a full pallet load need not be palletized.  The palletized load shall not overhang the pallet and shall not exceed 63 inches in height or 2500 pounds in total weight.

NOTICE:  Due to the spread of "oak wilt disease" all lumber used inside or outside a shipment must be BARK FREE.

Notice of special requirements for shipment to all countries that have endorsed the IPPC Guidelines for treatment of non-manufactured wood packaging:  The International Plant Protection Convention (IPPC) has approved and published on March 15, 2002, “Guidelines for Regulating Wood Packaging Material in International Trade”. Countries endorsing the IPPC Guidelines are found at http://www.aphis.usda.gov/ppq/swp/. Clause D-FSS-468 requires non-manufactured wood pallets and other non-manufactured wood packaging material used in shipments destined to IPPC compliant countries require the appropriate wood treatment. Additionally, shipments delivered to DOD distribution facilities or freight consolidation points for eventual delivery to or through EU/IPPC countries shall comply with applicable DLA Regulations and Procurement Letter PROCLTR 02-17.

IPD dated 9/08/08

NSN 8115-00-139-0749

NFES 0643

BOX, SHIPPING (PORTABLE PUMP REPACK):  Shall be in accordance with ASTM D 5118 with the following characteristics:

Type - CF

Class - Domestic

Style - RSC/0201 Regular slotted box

Variety - DW

Grade - Minimum burst 500 psi (minimum edge crush strength 71 lb per inch width).

Size (Inside dimensions) - 41" long x 15" wide x 19" deep, all dimensions shall be -1/4" or +1".

Unit of Issue – BD (bundle of 10 boxes) 

Additionally, the box shall be provided with handhold cutouts.  The cutouts shall be 3-1/2" long and 1" high, minimum; the ends may be rounded or square.  The cutouts shall be cut so that the top of the cutout is not cut and folds up when used.  The cutout shall be centered side to side on the end panel of the box, between 6" and 4" of what is the top edge when the box is assembled, measured at the center of the cutout..

Each box shall be marked in the following manner, the letter size shall be 1/2 inch minimum, the applicable contract number shall be placed in the space marked by an asterisk (*):


NSN 8115-00-139-0749


NFES 0643


BOX, SHIPPING (PORTABLE PUMP REPACK)


Dimensions - 41" x 15" x 19"


Type CF, Class Domestic


Variety DW, Style RSC


Contract Number - *

Copies of ASTM Standards are available from the American Society for Testing and Materials, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959. Phone: 610-832-9585, Fax 610-832-9555, Web site: www.astm.org, email: service@astm.org. 

SPECIAL MARKING REQUIREMENTS:  All markings shall appear on a bottom flap or flaps in such a position that proper assembly of the box will conceal all but the manufacturers certification circle, which is not required to be concealed.  A reduction in the minimum lettering size is permitted to allow the required information to fit in the available space.

The boxes shall contain recovered materials in accordance with the EPA Comprehensive Procurement Guideline for Products Containing Recovered Materials (40 CFR 247).  As a minimum, the boxes shall contain the recommended recovered fiber content levels as stated in the EPA Paper Products Recovered Materials Advisory Notice (Federal Register, Vol. 61, No. 104, May 29, 1996).  For example, corrugated containers (less than 300 psi) are required to have recovered fiber content of 25-50 % including post consumer fiber of 25-50%.  Corrugated containers (300 psi and greater) are required to have recovered fiber content of 25-30 % including post consumer fiber of 25-30%.

PACKAGING/PACKING:  Ten (10) boxes shall be folded flat and tied or strapped using at least two (2) pieces of twine or strapping per bundle.  

MARKING:  Each box shall include normal commercial marking and shall be marked with the National Stock Number (NSN).  The bundle shall be marked with the National Stock Number (NSN) and the requisition number in addition to any normal commercial markings present.

Special Palletization:  The bundles of boxes shall be palletized on wooden pallets or skids.  The pallets or skids shall be designed to accommodate handling by forklift trucks and shall allow 2-way entry.  The pallet or skid shall have a minimum of 6 deck boards supporting the load.  The palletized load shall be tightly unitized and secured to the pallet or skid by steel strapping or stretch film.  The use of plastic strapping is not acceptable.  The number of bundles per full pallet or skid load shall remain consistent throughout the contract or order.  Quantities less than 1/2 a full pallet load need not be palletized.  The palletized load shall not overhang the pallet and shall not exceed 63 inches in height or 2500 pounds in total weight.

NOTICE:  Due to the spread of "oak wilt disease" all lumber used inside or outside a shipment must be BARK FREE.

Notice of special requirements for shipment to all countries that have endorsed the IPPC Guidelines for treatment of non-manufactured wood packaging:  The International Plant Protection Convention (IPPC) has approved and published on March 15, 2002, “Guidelines for Regulating Wood Packaging Material in International Trade”. Countries endorsing the IPPC Guidelines are found at http://www.aphis.usda.gov/ppq/swp/. Clause D-FSS-468 requires non-manufactured wood pallets and other non-manufactured wood packaging material used in shipments destined to IPPC compliant countries require the appropriate wood treatment. Additionally, shipments delivered to DOD distribution facilities or freight consolidation points for eventual delivery to or through EU/IPPC countries shall comply with applicable DLA Regulations and Procurement Letter PROCLTR 02-17.

IPD dated 9/08/08

NSN 8115-01-290-9543

NFES 0513

BOX, SHIPPING (SLEEPING BAG REPACK):  Shall be in accordance with ASTM D 5118 with the following characteristics:

Type - CF

Class - Domestic

Style - RSC/0201 Regular slotted box

Variety - SW

Grade - Minimum burst strength 275 psi (minimum edge crush strength 44 lb per inch width).

Size (Inside dimensions) - 36-1/2" long x 24-1/2" wide x 17" deep, all dimensions shall be -1/4" or +1".

Unit of Issue – BD (bundle of 10 boxes)

Each box shall be marked in the following manner, the letter size shall be 1/2 inch minimum, the applicable contract number shall be placed in the space marked by an asterisk (*):


NSN 8115-01-290-9543


NFES 0513


BOX, SHIPPING (SLEEPING BAG REPACK)


Dimensions - 36-1/2" x 24-1/2" x 17"


Type CF, Class Domestic


Variety SW, Style RSC


Contract Number - *

Copies of ASTM Standards are available from the American Society for Testing and Materials, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959. Phone: 610-832-9585, Fax 610-832-9555, Web site: www.astm.org, email: service@astm.org. 

SPECIAL MARKING REQUIREMENTS:  All markings shall appear on a bottom flap or flaps in such a position that proper assembly of the box will conceal all but the manufacturers certification circle, which is not required to be concealed.  A reduction in the minimum lettering size is permitted to allow the required information to fit in the available space.

The boxes shall contain recovered materials in accordance with the EPA Comprehensive Procurement Guideline for Products Containing Recovered Materials (40 CFR 247).  As a minimum, the boxes shall contain the recommended recovered fiber content levels as stated in the EPA Paper Products Recovered Materials Advisory Notice (Federal Register, Vol. 61, No. 104, May 29, 1996).  For example, corrugated containers (less than 300 psi) are required to have recovered fiber content of 25-50 % including post consumer fiber of 25-50%.  Corrugated containers (300 psi and greater) are required to have recovered fiber content of 25-30 % including post consumer fiber of 25-30%.

PACKAGING/PACKING:  Ten (10) boxes shall be folded flat and tied or strapped using at least two (2) pieces of twine or strapping per bundle.  

MARKING:  Each box shall include normal commercial marking and shall be marked with the National Stock Number (NSN).  The bundle shall be marked with the National Stock Number (NSN) and the requisition number in addition to any normal commercial markings present.

Special Palletization:  The bundles of boxes shall be palletized on wooden pallets or skids.  The pallets or skids shall be designed to accommodate handling by forklift trucks and shall allow 2-way entry.  The pallet or skid shall have a minimum of 6 deck boards supporting the load.  The palletized load shall be tightly unitized and secured to the pallet or skid by steel strapping or stretch film.  The use of plastic strapping is not acceptable.  The number of bundles per full pallet or skid load shall remain consistent throughout the contract or order.  Quantities less than 1/2 a full pallet load need not be palletized.  The palletized load shall not overhang the pallet and shall not exceed 63 inches in height or 2500 pounds in total weight.

NOTICE:  Due to the spread of "oak wilt disease" all lumber used inside or outside a shipment must be BARK FREE.

Notice of special requirements for shipment to all countries that have endorsed the IPPC Guidelines for treatment of non-manufactured wood packaging:  The International Plant Protection Convention (IPPC) has approved and published on March 15, 2002, “Guidelines for Regulating Wood Packaging Material in International Trade”. Countries endorsing the IPPC Guidelines are found at http://www.aphis.usda.gov/ppq/swp/. Clause D-FSS-468 requires non-manufactured wood pallets and other non-manufactured wood packaging material used in shipments destined to IPPC compliant countries require the appropriate wood treatment. Additionally, shipments delivered to DOD distribution facilities or freight consolidation points for eventual delivery to or through EU/IPPC countries shall comply with applicable DLA Regulations and Procurement Letter PROCLTR 02-17.
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