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MEMORANDUM FOR RECORD

SUBJECT: Requirements Document – Training Center IT Systems - Room 001 
1. The following are the requirements for Training Center IT Systems - Room 001 equipment intended for use by USACHPPMEUR.

2. An integrated unclassified VTC system which provides single point control of the various VTC and conference equipment and includes audio system, projector, and flat screen, plasma televisions

a. 1 x High Definition Executive Desktop Video Teleconference System

1) Including HD Codec

2) People + Content

3) 20” Widescreen Display

4) Includes cables for:

1) VGA Video 

2) DVI Video

3) 3.5 mm Stereo

4) POTS

5) LAN (RJ45)

5) Cart with cables & connectors including connection panel and mounting components for Videoconference System

b. 1 x High-Definition Flat Screen Monitors, 65"

1) 65 inch Minimum
2) High- definition
3) Plasma screens with wall mounting

4) Minimum Input Connections

a) 2 x Composite Video RCA/S-Video

b) 1 x  HDMI

c) 1 x DVI/VGA

d) 1 x Component Video RBG

c. 1 x High-Definition Flat Screen Monitors, 50"

1) 50 inch Minimum

2) High- definition

3) Plasma screens with wall mounting

4) Minimum Input Connections

a) 2 x Composite Video RCA/S-Video

b) 1 x  HDMI

c) 1 x DVI/VGA

d) 1 x Component Video RBG

d. Swiveling Lift for 50" HD Monitors

1) Ceiling mounted motorized lift system

2) Low noise

3) Remote control operated

e. Network Projector for ceiling installation

1) Native resolution SXGA+ (1400 x 1050) 

2) Max signal input resolution up to UXGA 1600 x 1200

3) Panel type 0.79” TFT LCD x 3

4) Projection system 3 inorganic LCD panels, 1 lens

5)  Brightness 4000 ANSI lumens

6) Contrast Ratio 700:1

7) Fan Noise 35dB/28dB Standard

8) Vertical Keystone Correction Max. ± 30° Vertically

9) Vertical and Horizontal Shift V Shift 0 – 1/2V / H Shift 1/10 H

10) Lamp Type 275W Ultra High Pressure lamp

11) Lamp Life (Replacement time) 2500 Hours Standard

12) Max Power Consumption 400W

13) Standby Power Consumption 15W (Standby mode: standard)/0.5W (low)

14) Throwing Distance (Standard Lens)

a) Min – Max Screen Size (diagonally) 40 – 600 inch
b) 40-inch / 1m screen 1.48 – 1.9m

c) 80-inch / 2m screen 3.03 – 3.86m

d) 100-inch / 2.5m screen 3.81 – 4.84m

e) 150-inch / 3.8m screen 5.74 – 7.29m

f) 200-inch / 5.1m screen 7.68 – 9.74m

g) 300-inch / 7.6m screen 11.55 – 14.64m

h) 600-inch / 15.2m screen 23.16 – 29.35m

15) Inputs/Outputs

a) VIDEO IN 

· Video Composite Video (RCA phono jack)

· S Video Y/C Mini DIN 4-pin

· Audio Stereo (RCA phono jack)

b) INPUT A 

· Analogue RGB HD D-sub 15-pin (female)

· Audio Stereo mini jack

c) INPUT B 

· Analogue RGB HD D-sub 15-pin (female)

· Audio Stereo mini jack

d) INPUT C 

· Analogue RGB/component

· 5BNC

· Audio Stereo mini jack

e) INPUT D

· Digital RGB Digital RGB/Y CB (PB) CR (PR): HDMI (HDCP)

f) INPUT E 

· Network RJ45: 100Base-TX/10Base-T

g) OUTPUT 

· Monitor out Analogue RGB: HD D-sub 15pin

· Audio Stereo mini jack (variable out)

h) REMOTE

· RS-232C D-sub 9 pin (female)

· Control S IN Stereo mini jack (plug-in-power)

f. Lift System for Network Projector

1) Ceiling mounted motorized lift system

2) Low noise and remote control operated

g. Ceiling Mounted Projection Screen

1) Cineroll ceiling mounted

2) Motorized screen system

3) Cineroll

4) 244 x 201
h. Installation
1) Installation, mounting, and integration of all room components

2) Initial installation and training must be provided by the vendor.
3) Hardware Support: Minimum 3 Year Warranty with 24/hr on-site support.

4) Software Support: Minimum 3 Year Warranty with 24/hr on-site support.

5) Power: All equipment must be 220v.

6) Documentation: All documentation must be in English.

3. POC is the undersigned at 486-6580 (kurt.g.berry@us.army.mil).

	
	
[image: image1.wmf]E-Signed by Charles B Culley III

VERIFY authenticity with ApproveIt


For

KURT BERRY

DAC

Chief, Information Management Division
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