Attn:  Request for Quotation 

5120-00-880-4570  UI: EA,  Drive Pin Punch
September 15, 2008
United States of America                         Point of contact:                

General Services Administration                     MARIANNE SCHRIK  
Fed. Acq. Services,                             Phone 816-823-1860     

Heartland Global Supply, QSDAA-F1           FAX  816-926-3678
1500 E. Bannister Road                     Marianne.schrik@gsa.gov
Kansas City, MO 64131                    

The Government will make award to the responsible offerer whose offer, conforming to the RFQ will be most advantageous to the Government, “Best Value”, price and other factors considered.  

* *Effective 10/1/03 all vendors seeking to do business with the Federal Government are required to register with Central Contract Registration at www.ccr.gov.  If you are not registered and are not willing to register we will not be able to make an award to your 
firm.  

5120-00-880-4570
UI: Ea Drive Pin Punch  Current Need:  15
Please submit your request by close of business Sept 22, 2008 via email OR fax as above.

Price per Kit:  $___________  (Prices are to be quoted FOB Destination)

Discount terms: _________________________

Delivery time: regular orders ______ priority orders ______

Through what date is this quoted price valid?  ___________
Minimum quantity or dollar amount: ______________
Maximum     “     “   “      “   : ______________
Business size:  Large _  Small _ Duns Number: ​​​____________________

Quoter information:  Manufacturer ______ or Distributor ______

TIN: (Taxpayer’s Identification Number)  _____________________
Company Name: _____________________________________
Address: __________________________________________

___________________________________________________
Telephone: ___________________ Fax: _______________

Email:     ________________________________________

Signature: ___________________ Date:_______________ 
5120-00-880-4570    UI: EA

          PUNCH, DRIVE PIN:
DESCRIPTION

In accordance with Navy Department Bureau of Ships Drawing Number S2603-840327, Dated August 24, 1945, Revision D, Dated December 28, 1966. Piece Number 12, Assembling Punch; Size: 1-1/2 inch.

EXCEPTION to DRAWING: 

Delete reference to Mil-T-18291 and use Tool Steel, Carbon and Carbon-Vanadium.

ENVIRONMENTAL FIELDS

TE.6.   PRIME
Packaging for this product is compliant with the U.S. Navy "Plastics Removal in the Marine Environment (PRIME)" program which calls for non-plastic packaging, packing, and associated marking requirements.  The definition of plastic shall be in accordance with that given in ASTM D883-00, "Standard Terminology Related to Plastics".

ITEM MARKING
Mark each item in a permanent and legible manner with manufacturer's part number and name or identifying symbol.

PACKAGING
Shall be in accordance with the latest Edition of ASTM D 3951-98, "Practice for Commercial Packaging" available at www.ASTM.org.

PACKING
The unit packages shall be packed in a close fitting fiberboard box in compliance with the Uniform Freight Classification and the National Motor Freight Classification requirements of Rules, Item 222, Sec. 3., Minimum 200 psi, or Edge Crush Test (ECT) 32 Lbs. per Inch Width.

MARKING
All unit, intermediate, transport packages and unit loads shall be marked and bar coded for delivery to civilian activities in accordance with the latest version of FED-STD-123, "Marking For Shipment (Civil Agencies)", or marked and bar coded for delivery to military activities in accordance with the latest version of MIL-STD-129, "Military Marking For Shipment and Storage".  "Latest version" is defined as the version in effect on the date of bid submittal. Federal Standards and Military Standards can be accessed on-line via the Defense Logistics Agency's "Assist" Quicksearch web site:

http://assist.daps.dla.mil/quicksearch/.

PALLETIZATION

Pallet Configuration: The pallets shall be 48-inch length x 40-inch width, general purpose, four-way entry, flush stringer, double-face non-reversible pallets. Pallet lumber used shall be bark free.

Pallet Load Size:  The load plus the pallet shall have a maximum height of 53 inches and shall not exceed 2500 pounds in weight for shipments to Eastern Distribution Center (Burlington).  The palletized load shall not exceed 2000 pounds in weight for shipments to the Western Distribution Center (Sharpe).

Pallet Load Configuration:  The containers or items shall be placed in a suitable pattern to form a stable and balanced load. Palletized loads shall be secured to the pallet to insure that the load arrives intact.

Stacking Strength:  The pallet plus the load shall be capable of supporting three additional like loads without any product damage and without the load or the pallet collapsing.  Vertical, horizontal, or filler reinforcement may be added as necessary to provide strength.

Partial Palletized Loads:  Less than one-half pallet loads shall not be used for stacking, unless load is balanced on pallet.  The partial palletized load shall be used for top loading only.

NOTICE OF REQUIREMENTS FOR SHIPMENT TO EUROPEAN UNION COUNTRIES:

Per Clause D-FSS-468, non-manufactured wood pallets and other non-manufactured wood package material used in shipments destined for ultimate delivery to or through a European Union (EU) country shall comply with the Emergency Measures (2001/219/EC) adopted by the Commission of the European Communities (CEC).  Additionally, shipments delivered to DoD distribution facilities or freight consolidation points for eventual delivery to or through EU countries shall comply with DLA PROCLTR 01-15.

