Questions and Answers
Could you please provide additional information on line item 34 and 82.

1.01 CIRCUIT BREAKER, INDIVIDUAL, 0 TO 600 VOLTS

A. UL 489 listed for use at location of installation.

B. Rating: 70 ampere, 3-pole, 480-volt.

C. Minimum Interrupt Rating:  42,000 amps rms symmetrical at 480 volts.

D. Quantity: 2 

E. Thermal-magnetic, quick-make, quick-break, indicating type showing ON/OFF and TRIPPED indicating positions of operating handle.

F. Suitable for use with 75 degrees C wire at full NFPA 70, 75 degrees C ampacity. 

G. Both circuit breakers shall be complete and installed in a plug-in bucket suitable and compatible with installation in an existing Westinghouse Series 2100 MCC rated 42,000 amperes rms symmetrical, 600 volts maximum.  Bucket shall fit in a 12” MCC space.  

H. Locking: Provisions for padlocking handle.

I. Interlock: Bucket cover and circuit breaker shall interlock to prevent opening cover with breaker in the ON position.  Provide defeat mechanism.

1.02 LOW VOLTAGE MOTOR CONTROL
A. General:

1. Controllers: NEMA ICS 2, Class A.

2. Thermal Overload Protection:

a. Inverse-time-limit characteristic.

b. Heater: Bimetallic overload, adjustable trip. 

c. Relay Trip: Standard, Class 20. 

d. Manual reset.

e. Provide in each ungrounded phase.

f. Mount within starter unit.

3. Control Transformer:

a. Two winding, 120‑volt secondary, primary voltage to suit.

b. Two current-limiting fuses for primary circuit.

c. One fuse in secondary circuit.

d. Mount within starter unit.

4. Suitable for use with 75 degrees C wire at full NFPA 70, 75 degrees C ampacity.

5. Lifting lugs on all equipment and devices weighing over 100 pounds.

6. Operating Conditions:

a. Ambient Temperature: Maximum 45 degrees C.

b. Equipment to be fully rated without any derating for operating conditions listed above.

7. Equipment Finish:

a. Electrocoating process applied over rust-inhibiting phosphated base coating.

b. Exterior Color: Provide gray finish.

B. Combination Full-Voltage, Magnetic Starter:

1. Rating: 25 Horsepower at 600 volts, UL labeled for 42,000 amperes with overload protection.

2. Three-phase, nonreversing, full voltage.

3. Control: As shown.

4. Disconnect Type: Motor circuit protector coordinated with motor rating at 480-volts. 

5. Enclosure: NEMA 12.

6. Pilot Lights: As shown.

7. Padlockable operating handle.

C. Interlock: Enclosure and motor circuit protector shall interlock to prevent opening cover with breaker in the ON position.  Provide defeat mechanism.

